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Introduction

Quality is our commitment, while competitive price and timely delivery is our promise.

From the beginning, the DHV name has become associated with quality in every step of our

manufacturing process. For the past decades our customers worldwide have trusted us to pro-

vide them with consistent and reliable valve products in their most severe and critical service.

We at DHV are proud of our ability to meet the stringent requirements of Refining, Gas/Oil, Pipeline,

Petrochemical and Power Plant.

DHV Ball Valves are designed, manufactured and tested to the latest manufacturing specificati-

ons of the American & International Standards Organizations. We welcome your challenges and

look forward to serving your critical project needs.

Type
1 = Floating Ball Split Body,
      Full Bore
2 = Floating Ball Split Body,
      Reduced Bore
3 = Trunnion Ball Two-Piece Body,
      Full Bore
4 = Trunnion Ball Two-Piece Body,
      Reduced Bore
5 = Trunnion Ball Three-Piece Body,
      Full Bore
6 = Trunnion Ball Three-Piece Body,
      Reduced Bore
7 = Floating Ball One-Piece Body,
      Reduced Bore
8 = Small size Floating Ball valve. see*
9 = Top Entry Trunnion Ball Valves
0 = Three Way Ball Valves

Pressure Class
15 = Class 150
30 = Class 300
60 = Class 600
80 = Class 800
90 = Class 900
150 = Class 1500
250 = Class 2500
100=1000 WOG
200=2000 WOG
300=3000 WOG
500=5000 WOG
600=6000 WOG
1000=10000 WOG

End Connections
F = Raised Face Flanged End
R = Ring Type Joint Flanged End
P = Plain Flat Face Flanged End
B = Butt-welded End
T = Threaded End
S = Socked-Welded End
X = Other Type End Connection
G = Grayloc Hub End
U = Pup Piece End

Trim Material
1 = C.S. + ENP
2 = 304SS
3 = 316SS
4 = 13Cr / F6
5 = Duplex S.S.
6 = Monel
7 = Inconel
8 = B16
9 = B62
A = S.S.+ Ni

B = S.S.+ HCr
C = Super Duplex S.S.
D = S.S.+ T.C
E = C.S.+ T.C
F = C.S.+ Ni
G = C.S.+ HCr
H = C.S.+ CCC
I = S.S.+ CCC
X = Special

Seat Material
1 = PTFE
2 = R-PTFE
3 = NYLON
4 = VITON
5 = DEVLON
6 = NBR
7 = PEEK (HT4)
8 = Ni
9 = STL
A = CCC
B = T.C
M = NYLON-M
C = PCTFE
P = PAI
X = Special

Operator
NONE = Lever or Handwheel
Operator
CO = Chain Wheel Operator
GO = Gear Operator
BS = Bare Stem
EM = Electric Motor Operator
PA = Pneumatic Actuator
HA = Hydraulic Actuator
PH = Pneumatic-Hydraulic
Actuator

Body  Material
0 = ASTM  A216  WCB
1 = ASTM  A105
2 = ASTM  A352  LCB
3 = ASTM  A350  LF2
4 = ASTM  A351  CF8M
5 = ASTM  A182  F316
6 = ASTM  A351  CF8
7 = ASTM  A182  F304
8 = ASTM  A890  4A
9 = ASTM  A182  F51
A = ASTM  A352  LCC
B = Inconel
C = Monel
D = Super Duplex S.S.
E = ASTM A240 UNS N08926
F = ASTM A216 WCC
X = Special

Code
B = Ball Valves
L = Cryogenic Ball Valves
M = Metal-to-Metal Seat Ball Valves

Internal Coating
None = No Coating
P=Plasite 7159
E = Enduro Bond
I = Inconel 625 Overlay
N = Inconel 825 Overlay
D = Duplex SS Overlay

Seat Function
None = Self Relieving Seat
SPE = Single Piston Effect
DIB-1 = DPE x DPE
DIB-2 = SPE x DPE
BB = Block and Bleed
DPE = Double Piston Effect

C3 = Trunnion Ball Valve, Fully Welded,
         Two-Piece Body, Full Bore
C4 = Trunnion Ball Valve, 
         Fully Welded, Two-Piece Body, 
         Reduced Bore
C5 = Trunnion Ball Valve, 
         Fully Welded,Three-Piece Body, 
         Full Bore
C6 = Trunnion Ball Valve, 
         Fully Welded,Three-Piece Body, 
         Reduced Bore
D = Rising Stem Ball Valves, Full Bore
E = Rising Stem Ball Valves, 
       Reduced Bore
X = Special

DHV Valve GroupDHV Valve Group

DHV Figure Numbers

Example:8˝-B5601F13-GO-I-SPE

Ball Valves

    8˝ Ball Valve, Trunnion Ball,Three-Piece Body, 
Full Bore, Class 600LB, A105 Body & Adapter 
Raised Face Flanged End, with C.S.+ENP Trim and 
Nylon+Viton / Graphite Seat and Seal, Gear 
Operated, Inconel 625 Overlay, Single Piston Seat.

Note: *For valve bore type note designated, 
For valve bore type not designated, add R 
for reduce bore, F for full bore. 8R is reduce 
bore small size ball valve, 8F is full bore 
small size ball valve.
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Design Features Design Features
Standard Seat Design (DBB)  (Two Single Piston Effect (SPE) Seats)

The DBB configuration is the most common seat configuration design for trunnion 
mounted ball valves, both upstream and downstream are single piston effect seats. 
During normal operation, upstream or downstream pressure in combination with the 
force of the seat springs, pushes the seat and the sealing surface against the ball 
creating positive shutoff on both sides of the ball for bi-directional seal.
As temperature increases, the pressure inside the ball cavity increases. As the 
pressure in the ball cavity exceeds the spring force plus the force created by the 
pressure from upstream or downstream side, the seat assembly “moves and 
releases or relieves” to the low pressure side of the valve, then reseats to the ball 
using  the spring force and line pressure to create a positive seal.
The cavity pressure release is internal to the valve via either of the seats, and the 
customer can decide the final orientation of the valve accordingly.

Optional Seat Design (DIB-1)  (Two Double Piston Effect (DPE) Seats)

In DIB-1 style trunnion ball valves, the system pressure from the upstream side of 
the valve provides the primary energy required to provide the seating force for the 
upstream seat. The seat springs are also used to provide some seal force and 
these springs are primarily used for low pressure sealing.
The unique design of the DIB-1 style trunnions provides the ability for cavity 
pressure to be used to assist with the sealing of the downstream seat. When 
decreasing the downstream pressure to zero, the downstream seat will still seal 
using the energy from the cavity pressure.
The DIB-1 design provides positive seat sealing of at least one seat, even if one  of 
the seats is damaged. DIB-1 style trunnion ball valves do not have a self-relieving 
function, so a liquid port will be needed to release body cavity pressure, as the 
drawing shown in page 5.

Fire-Safe Design
External leakage prevention
A gasket is designed in the body-cap and body-gland area and includes O-ring 
seals. Graphite packing is provided in the stem area and includes two O-ring seals. 
If an O-ring is destroyed by fire, the gasket and graphite packing will prevent exter-
nal leakage.

Internal leakage prevention
If the soft sealing materials are damaged or 
destroyed by fire, the edge of the metal seat that 
is preloaded by the springs will make contact with 
the ball to create a closure. Special sealants can 
be injected into the seat and ball of valves 
equipped with injection fittings. Valves that do not 
have these fittings will seal utilizing the graphite 
packing.

Blow-out Proof Stem
The stem is designed with a shoulder that is retained by the body preventing the 
stem from being blown out from internal pressure.

Anti-Static Device
The anti-static device is designed between the ball, stem, and body to maintain 
electrical continuity and avoid static charges.

Emergency Sealant Injection System
Stem injection is provided on all DHV trunnion ball valves. Seat sealant/lubrication 
is also available, refer to the structure description for different valve series. The 
sealant injection system can be utilized in case of emergencies, O-ring damage, or 
seat sealing surface is damaged or requires lubrication. A second internal check 
valve is designed within the seat injection fitting to provide backup.

Optional Seat Design (DIB-2)  (One SPE Seat and One DPE Seat)

Generally, the DPE seat is placed on the downstream side of the DIB-2 valve, thus 
providing positive isolation on the downstream DPE seat and cavity relief via the 
upstream SPE seat.
In normal conditions, both the SPE seat and the DPE seat work in tandem incorpo-
rating cavity pressure to the downstream seat and seat spring force to provide dual 
positive sealing on both seat surfaces.
In case of cavity pressure build up, the upstream SPE seat relieves to the upstream 
side while the DPE seat maintains the sealing integrity.
DIB-2 valves do not need external cavity relief piping or relief systems.

Note: The seat design can be changed from SPE to DIB-1 and DIB-2 without any internal valve machining. This 
is accomplished using simple seat change out kits. These kits are available when specified by the customer.

Pressure acting upstream and/or downstream

Pressure acting in the body cavity

Pressure acting upstream and/or downstream

Pressure acting in the body cavity

Pressure acting upstream

Pressure acting in the body cavity

Before Fire After Fire

Stem Injection Seat Injection

Pressure acting upstream and/or downstream
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Design Features

H2 S Service
DHV can provide material solutions including optional seat and seals for process 
applications that exceed the limitations of our standard materials.

Delta Ring Seat Design (Optional)

DHV has developed an EDS (Elastomeric Delta Seat) trunnion. This design is 
specifically intended for gas/liquids and oil pipeline applications when the normal 
sealing and seating components such as Nylon, Devlon and HNBR may be 
compromised by the process conditions.

Lip Seal Design (Optional)

The lip seal is the spring-energized seal that includes an Elgiloy spring and PTFE 
jacket. It is effective in a wide range of applications, such as high resistance to 
corrosive chemical media, high sour gas, and low temperature or cryogenic service.

Liquid Port (Optional)

A liquid port is typically used with DIB-1 valves. With this liquid port, the body cavity 
is connected upstream to avoid an abnormal increase in cavity pressure. This 
design with the liquid port provides positive isolation downstream.

Adjustable Packing Design (Optional)

Adjustable packing can be provided where stem wear or temperature 
changes could impact the standard packing design. In situations where 
stem leakage may be caused by minor wear of the packing or temperature 
change, the bolts can be tightened to ensure sealing performance. The 
packing material can be graphite or PTFE V-packing.
A live-load packing design utilizing disc springs can also be provided for 
severe service in order to obtain a self-adjustment function.

DHV has developed special Ultra High H2S valve designs that include special seals, 
lip seal designs, internal overlays, and supplemental inspection and testing.

Trunnion Mounted Ball Valves

Specifications
Size Range:

Pressure Range:

End Connection:

Bore:

Seat Piston:

Operation:

Material:

Isolation Valve Features:

2" ~ 48"

150LB ~ 2500LB

Flanged end / Butt welding end

Full bore / Reduced bore

Single piston / Double piston

Manual operation, Actuated operation

Body: Carbon steel, Stainless steel, Duplex Stainless steel, etc.

Trim: Carbon steel+ENP, Alloy steel+ENP, Stainless steel, 

          Duplex stainless steel, etc.

DBB: Two SPE (Single Piston Effect) seats

DIB-1: Two DPE (Double Piston Effect) seats

DIB-2: One SPE seat and one DPE seat

Basic Design:

Face to Face:

Flange End:

Butt Welding End:

Test and Inspection:

Fire-safe Test:

Fugitive Emission Test:

Type Testing for FE:

API 6D, ASME B16.34, API 608 

Compliance Is Optional From The Factory

ASME B16.10, API 6D 

ASME B16.5 (up to 24"), 

ASME B16.47 series A (26" and above)

ASME B16.25 

API 6D, API 598 

API 6FA or API 607 

ISO 15848-2 

ISO 15848-1, API 641 
Manufacturing to NACE latest version on request 

CSA Z245.15 latest version compliance is available

Applicable Standards

Two-piece Cast Steel Body Ball Valves

Note: Additional sizes and pressure classes are available upon request.
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Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves

Main differences between TB series 
and TN series

Two-piece Cast Steel Body Ball Valves, 4" and BelowTwo-piece Cast Steel Body Ball Valves

General Note: Structure shown in the illustration is typical, 
other configurations are available upon request.

Class

Size

150LB

≥ 6"

300LB

≥ 6"

600LB

≥ 6"

900LB

≥ 6"

1500LB

≥ 6"

2500LB

≥ 3"

• TB series ball valves are designed only for 
DBB valves.
• TN series ball valves are designed for DBB 
and DIB valves. The primary advantage of 
TN series is the SPE seat and DPE seat can 
be interchanged without changing any other 
valve parts, including the valve body and 
cap.

ISO mounting pad for various actuators. 
(Not applicable for TB series lever operated valves.)

Anti-Blowout stem & double O-ring seals.

O-ring & gasket combination provides a tight 
seal.

Self-lubricating bearing reduces operating 
torque.

Smooth electroless nickel plated or solid S.S. 
ball for tight seal and low operational torque.

Spring loaded seats with secondary metal to 
metal  fire-safe seal.

Stem injection fitting for lubrication and emer-
gency sealant.

Seat injection fittings with internal check 
valves for lubrication and emergency sealant. 
DHV standard valve designs that include seat 
injection fittings is listed below.

Drain fitting for double block & bleed and 
on-line testing.

Bearing retainer structure (For size 6" and above)

Trunnion structure (For size 4" and below)

SPE Seat - TN Series DPE Seat - TN Series

Typical Structure
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Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Two-piece Cast Steel Body Ball ValvesTwo-piece Cast Steel Body Ball Valves, 6" and Above

 Material Specification 

33
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46
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No. Description Carbon Steel Stainless Steel

 Material Specification 

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32

Body

Cap

Ball

Seat

Seat Insert

Stem

Gland

Top Flange

Trunnion

Stop Plate

Handle Adapter

Handle

Spring

Anti-Static Device

Pin

Drain Fitting

Sealant Injection Fitting

Thrust Washer

Fire-safe Seal

Gasket

Gasket

Gasket

O-Ring

O-Ring

O-Ring

O-Ring

Bearing

Bearing

Stud

Nut

Bolt

Bolt

A216 WCB

A216 WCB

A105

A105

A105

A105

A105

A105

  Alloy Steel

A193 B7

A194 2H

A193 B7

A193 B7

A995 4A

A995 4A

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A193 B8MLCuN

A194 8MLCuNa

A193 B8MLCuN

A193 B8MLCuN

A351 CF8M

A351 CF8M

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

  Stainless Steel

A193 B8M

A194 8M

A193 B8M

A193 B8M

No. Description Carbon Steel Stainless Steel
A352 LCC

A352 LCC

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A320 L7

A194 7

A320 L7

A320 L7

R-PTFE / Nylon / Devlon / PEEK

Carbon Steel

Carbon Steel

Carbon Steel

Inconel

Stainless Steel

Assembly

Assembly

R-PTFE / Metal Backed PTFE

Graphite

Graphite

Metal & Flexible Graphite

Metal & Flexible Graphite

As Page 48 O-Ring Material

As Page 48 O-Ring Material

As Page 48 O-Ring Material

As Page 48 O-Ring Material

Metal Backed PTFE

 Metal Backed PTFE

Stop Bolt

Bolt

Bolt

Bolt

Locking Pin

Snap Ring

Anti-Static Device

Anti-Static Device

Bearing Retainer

Gearbox

Support Leg

Support Leg

Bolt

Key

Vent Fitting

Sealant Injection Fitting

Check Valve

Thrust Washer

Pin

Stud

Nut

Washer

A193 B7

A193 B7

A193 B7

A193 B7

      Carbon Steel

      Carbon Steel

A105

A193 B7

A193 B7

A194 2H

      Carbon Steel

A193 B8M

A193 B8M

A193 B8M

A193 B8M

  Stainless Steel

  Stainless Steel

A182 F316

A193 B8M

A193 B8M

A194 8M

  Stainless Steel

A320 L7

A320 L7

A320 L7

A320 L7

A350 LF2

A320 L7

A320 L7

A194 7

A193 B8MLCuN

A193 B8MLCuN

A193 B8MLCuN

A193 B8MLCuN

A182 F51

A193 B8MLCuN

A193 B8MLCuN

A194 8MLCuNa

Stainless Steel

Stainless Steel

Carbon Steel

Carbon Steel

Carbon Steel

Carbon Steel

Assembly

Assembly

Assembly

R-PTFE

Alloy Steel

Note: Materials listed are based on typical configurations, other materials can be provided 
          upon request.

9 10

Options:

Pup Piece End Extended Stem Cryogenic  Design
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Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Full Bore-Two-piece Cast Steel Body Ball Valves, TB SeriesFull Bore-Two-piece Cast Steel Body Ball Valves, TB Series

1500LB 2500LB

Description Valve Size Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
14.50 

368
14.50 

368
14.63 

371
5.83 
148

8.94 
227

27.56 
700

5.51 
140
57

3"
18.50 

470
18.50 

470
18.63 

473
6.69 
170

10.71 
272

29.53 
750
6.85
174
85 

4"
21.50 

546
21.50 

546
21.63 

549
9.80 
249

12.24 
311

19.69 
500

9.53 
242
158 

6"
27.75 

705
27.75 

705
28.00 

711
10.75 

273
13.98 

355
27.56 

700
10.87 

276
384 

8"
32.75 

832
32.75 

832
33.13 

841
13.78 

350
16.42 

417
27.56 

700
15.51 

394
656 

10"
39.00 

991
39.00 

991
39.38 
1000

15.55 
395

18.78 
477

27.56 
700

15.20 
386

1200 

12"
44.50 
1130

44.50 
1130

45.13 
1146

19.69 
500

25.00 
635

27.56 
700

19.17 
487

1800 

14"
49.50 
1257

49.50 
1257

50.25 
1276

20.31 
516

26.22 
666

27.56 
700

16.89 
429

2280 

16"
54.50 
1384

54.50 
1384

55.38 
1407

21.73 
552

27.64 
702

27.56 
700

18.50 
470

3256 

18"
60.50 
1537

60.50 
1537

61.38 
1559

23.31 
592

29.21 
742

27.56 
700

20.39 
518

4956 

20"
65.50 
1664

65.50 
1664

66.38 
1686

24.84 
631

31.97 
812

27.56 
700

21.06 
535

7260 

24"
76.50 
1943

76.50 
1943

77.63 
1972

28.82 
732

36.69 
932

27.56 
700

28.43 
722

9139 

2"
17.75 

451
17.75 

451
17.88 

454
6.85 
174

10.75 
273

29.53 
750

5.94 
151
70 

3"
22.75
578

22.75
578

23.00
584
7.87
200

10.98
279

19.69
500
6.38
162
150 

4"
26.50 

673
26.50 

673
26.88 

683
9.96 
253

13.19 
335

19.69 
500

10.43 
265
304 

6"
36.00 

914
36.00 

914
36.50 

927
12.36 

314
14.72 

374
27.56 

700
12.60 

320
616  

8"
40.25 
1022

40.25 
1022

40.88 
1038

14.57 
370

17.80 
452

27.56 
700

16.85 
428

1086  

10"
50.00 
1270

50.00 
1270

50.88 
1292

17.80 
452

23.11 
587

27.56 
700

16.93 
430

1680  

12"
56.00 
1422

56.00 
1422
56.88
1445
21.73
552

27.64 
702

27.56 
700

20.94 
532

2568  

150LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
7.00 
178

8.50 
216

4.96 
126

7.40 
188

15.75 
400

4.61 
117
15

3"
8.00 
203

11.13 
283

5.94 
151

8.62 
219

15.75 
400

5.75 
146
30

4"
9.00 
229

12.00 
305

6.73 
171

9.41 
239

15.75 
400

6.54 
166
42

6"
15.50 

394
18.00 

457
8.50 
216

11.02 
280

19.69 
500
7.17
182
120

8"
18.00 

457
20.50 

521
10.63 

270
13.07 

332
19.69 

500
8.39 
213
219

10"
21.00 

533
22.00 

559
12.68 

322
15.47 

393
19.69 

500
10.16 

258
348

12"
24.00 

610
25.00 

635
13.90 

353
17.13 

435
19.69 

500
11.93 

303
520

14"
27.00 

686
30.00 

762
15.94 

405
19.09 

485
19.69 

500
13.78 

350
714

16"
30.00 

762
33.00 

838
17.24 

438
20.47 

520
27.56 

700
15.04 

382
964

18"
34.00 

864
36.00 

914
19.61 

498
22.83 

580
27.56 

700
17.36 

441
1262

20"
36.00 

914
39.00 

991
20.79 

528
24.02 

610
27.56 

700
17.99 

457
1506

24"
42.00 
1067

45.00 
1143

25.59 
650

30.91 
785

27.56 
700

22.68 
576

2610

30"
51.00 
1295

55.00 
1397

28.56 
726 

35.71 
907 

27.56 
700

25.98 
660 

3953 

32"
54.00 
1372

60.00 
1524

30.67 
779 

37.80 
960 

27.56 
700

27.56 
700 

5155 

36"
60.00 
1524

68.00 
1727

33.57 
853 

40.71 
1034 
27.56 

700
30.71 
780 

6671 

40"
69.00 
1753

77.00 
1956

36.34 
923

44.21 
1123

39.37 
1000

33.46 
850

9521 

42"
70.50 
1790

82.00 
2083

38.07 
967

45.94 
1167

39.37 
1000

34.65 
880

10825 

48"
78.50 
1995

94.00 
2388

44.29 
1125

52.17 
1325

39.37 
1000

38.58 
980

16602 

300LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

RTJ L2

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
8.50 
216

8.50 
216
9.13
232

5.12 
130

7.56 
192

15.75 
400

4.76 
121
20

3"
11.13 

283
11.13 

283
11.73
298

5.83 
148

8.50 
216

19.69 
500

5.94 
151
36

4"
12.00 

305
12.00 

305
12.64
321

6.81 
173

9.92 
252

19.69 
500

6.65 
169
57

6"
15.88 

403
18.00 

457
16.50
419

8.50 
216

11.02 
280

19.69 
500

7.76 
197
171

8"
19.75 

502
20.50 

521
20.40
518

10.98 
279

13.43 
341

19.69 
500

8.78 
223
263

10"
22.38 

568
22.00 

559
23.00
584

12.68 
322

15.47 
393

19.69 
500

11.14 
283
450

12"
25.50 

648
25.00 

635
26.14
664

13.90 
353

17.13 
435

27.56 
700

11.81 
300
682

14"
30.00 

762
30.00 

762
30.63
778

16.14 
410

19.29 
490

27.56 
700

13.15 
334
967

16"
33.00 

838
33.00 

838
33.62
854

17.64 
448

20.87 
530

27.56 
700

14.33 
364

1340

18"
36.00 

914
36.00 

914
36.60
930

19.61 
498

22.83 
580

27.56 
700

17.44 
443

1654

20"
39.00 

991
39.00 

991
39.76
1010

20.98 
533

24.21 
615

27.56 
700

18.07 
459

1844

24"
45.00 
1143

45.00 
1143
45.87
1165

25.59 
650

30.91
785

27.56
700

23.39 
594

2914

30"
55.00 
1397

55.00 
1397
55.98
1422

28.94 
735 

36.06 
916

27.56 
700

28.31 
719 

4982 

32"
60.00
1524
60.00
1524
65.12
1654
30.80
782

37.91
963

27.56
700

29.33 
745 

5997 

36"
68.00 
1727

68.00 
1727
69.13
1756

33.58 
853 

40.71 
1034

27.56 
700

32.68 
830 

7630 

40"
77.00 
1956

77.00 
1956

-
-

36.34 
923

44.21 
1123

39.37 
1000

33.46 
850

10414 

42"
82.00 
2083

82.00 
2083

-
-

38.07 
967

45.94 
1167

39.37 
1000

34.65 
880

12175 

48"
85.50 
2170

85.50 
2170

-
-

44.29 
1125

52.17 
1325

39.37 
1000

38.58 
980

18189 

Class
150LB
300LB
600LB
900LB

1500LB
2500LB

Lever
≤ 4˝
≤ 4˝
≤ 4˝
≤ 3˝
≤ 3˝
≤ 2˝

Gear
≥ 6˝
≥ 6˝
≥ 6˝
≥ 4˝
≥ 4˝
≥ 3˝

F

H

C

L

E

E

L

C

F

H

L2L1

(BW) (RTJ)

(RF) (RF)

11 12

19.69
500

933
43.27
1099
39.37
1000

8652

85.63



DHV Valve GroupDHV Valve Group

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Reduced Bore-Two-piece Cast Steel Body Ball Valves, TB SeriesReduced Bore-Two-piece Cast Steel Body Ball Valves, TB Series

900LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
14.50
368

14.50
368

14.63
371
5.12
130
7.95
202

19.69
500
5.12
130
55

3x2"
15.00
381

15.00
381

15.13
384
5.83
148
8.94
227

27.56
700
5.51
140
70

4x3"
18.00
457

18.00
457

18.13
460
6.14
156
9.72
247

29.53
750
6.46
164
104

6x4"
24.00
610

24.00
610

24.13
613
7.72
196

11.22
285

29.53
750
7.09
180
186

8x6"
29.00
737

29.00
737

29.13
740

10.24
260

13.03
331

19.69
500

10.59
269
396

10x8"
33.00
838

33.00
838

33.13
841

11.93
303

15.16
385

27.56
700

12.72
323
572

12x10"
38.00
965

38.00
965

38.13
968

13.82
351

17.05
433

27.56
700

13.82
351
975

14x10"
40.50
1029
40.50
1029
40.88
1038
13.82
351

17.05
433

27.56
700

14.76
375
992

16x12"
44.50
1130
44.50
1130
44.88
1140
16.65
423

19.88
505

27.56
700

16.14
410

1635 

18x14"
48.00
1219
48.00
1219
48.50
1232
18.19
462

23.50
597

27.56
700

17.91
455

1885

20x16"
52.00
1321
52.00
1321
52.50
1334
19.88
505

25.20
640

27.56
700

18.54
471

2312

20x18"
52.00
1321
52.00
1321
52.50
1334
22.44
570

28.35
720

27.56
700

18.54
471

2850 

24x20"
61.00
1549
61.00
1549
61.75
1568
24.13
613

30.04
763

27.56
700

25.91
658

4320 

30x24"
74.00
1880
74.00
1880
74.88
1902
26.89
683

34.02
864

27.56
700

31.06
789

6960 

36x30"
90.00
2286
90.00
2286
91.14
2315
31.06
789

38.94
989

27.56
700

36.46
926

12280

1500LB 2500LB

Description Valve Size Valve Size

Flanged End L
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
14.50
368

14.50
368

14.63
371
5.12
130
7.95
202

19.69
500
5.12
130
55

3x2"
18.50
470

18.50
470

18.63
473
5.83
148
8.94
227

27.56
700
5.51
140
82

4x3"
21.50
546

21.50
546

21.63
549
6.69
170

10.71
272

29.53
750
9.53
242
122 

6x4"
27.75
705

27.75
705

28.00
711
9.80
249

12.24
311

19.69
500

10.87
276
260

8x6"
32.75
832

32.75
832

33.13
841

10.75
273

13.98
355

27.56
700

15.51
394
580

10x8"
39.00
991

39.00
991

39.38
1000
13.78
350

16.42
417

27.56
700

15.20
386
818 

12x10"
44.50
1130
44.50
1130
45.13
1146
15.55
395

18.78
477

27.56
700

19.17
487

1532

14x10"
49.50
1257
49.50
1257
50.25
1276
15.55
395

18.78
477

27.56
700

16.89
429

1716 

16x12"
54.50
1384
54.50
1384
55.38
1407
19.69
500

25.00
635

27.56
700

18.50
470

2650

18x14"
60.50
1537
60.50
1537
61.38
1559
20.31
516

26.22
666

27.56
700

20.39
518

3110

20x16"
65.50
1664
65.50
1664
66.38
1686
21.73
552

27.64
702

27.56
700

21.06
535

4108

20x18"
65.50
1664
65.50
1664
66.38
1686
23.31
592

29.21
742

27.56
700

21.06
535

6000

24x20"
76.50
1943
76.50
1943
77.63
1972
24.84
631

31.97
812

27.56
700

28.43
722

8700 

2x1.5"
17.75
451

17.75
451

17.88
454
5.83
148
9.06
230

27.56
700
5.63
143
87

3x2"
22.75
578

22.75
578

23.00
584
6.85
174

10.75
273

29.53
750
5.94
151
124 

4x3"
26.50
673

26.50
673

26.88
683
7.87
200

10.98
279

19.69
500

10.43
265
211

6x4"
36.00
914

36.00
914

36.50
927
9.96
253

13.19
335

19.69
500

12.60
320
408 

8x6"
40.24
1022
40.24
1022
40.87
1038
12.36
314

14.72
374

27.56
700

16.85
428
872

10x8"
50.00
1270
50.00
1270
50.88
1292
14.57
370

17.80
452

27.56
700

16.93
430

1330 

12x10"
56.00
1422
56.00
1422
56.88
1445
17.80
452

23.11
587

27.56
700

20.94
532

2044 

600LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
11.50
292

11.50
292

11.63
295
4.57
116
7.09
180

15.75
400
4.17
106
36

3x2"
14.00
356

14.00
356

14.13
359
5.08
129
7.80
198

19.69
500
4.92
125
40

4x3"
17.00
432

17.00
432

17.13
435
6.06
154
9.17
233

27.56
700
6.18
157
75

6x4"
22.00
559

22.00
559

22.13
562
7.05
179

10.63
270

29.53
750
6.73
171
120

8x6"
26.00
660

26.00
660

26.13
664
9.65
245

12.09
307

19.69
500
9.61
244
350

10x8"
31.00
787

31.00
787

31.13
791

11.50
292

14.29
363

19.69
500

11.42
290
460

12x10"
33.00
838

33.00
838

33.13
841

13.78
350

16.93
430

27.56
700

12.80
325
700

14x10"
35.00
889

35.00
889

35.13
892

13.78
350

16.93
430

27.56
700

14.88
378
730

16x12"
39.00
991

39.00
991

39.13
994

15.08
383

18.31
465

27.56
700

16.73
425

1270

18x14"
43.00
1092
43.00
1092
43.13
1095
16.30
414

19.53
496

27.56
700

17.83
453

1450

20x16"
47.00
1194
47.00
1194
47.25
1200
18.43
468

21.65
550

27.56
700

17.44
443

1668

20x18"
47.00
1194
47.00
1194
47.25
1200
20.24
514

25.55
649

27.56
700

17.44
443

1900

24x20"
55.00
1397
55.00
1397
55.38
1407
23.43
595

29.33
745

27.56
700

23.90
607

2598

30x24"
65.00
1651
65.00
1651
65.50
1664
26.38
670

32.28
820

27.56
700

29.09
739

4615

36x30"
82.00
2083
82.00
2083
82.63
2099
31.30
795

38.43
976

27.56
700

33.58
853

8301 

40x32"
81.90
2080

85.43 
2170

85.43 
2170
31.65
804

38.78
985

27.56
700

35.04
890

10627

42x36"
85.63
2175

85.63 
2175

85.63 
2175
35.08
891

42.95 
1091

27.56 
700

36.93
938

13170

48x42"
95.87
2435

95.87 
2435

95.87 
2435
40.76
1035

-
-
-
-

51.02
1296

19414 

150LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
7.00
178
8.50
216
4.25
108
6.57
167

11.81
300
3.94
100
15.5

3x2"
8.00
203

11.13
283
4.96
126
7.40
188

15.75
400
4.61
117
21

4x3"
9.00
229

12.00
305
5.94
151
8.62
219

15.75
400
5.75
146
40

6x4"
15.50
394

18.00
457
6.73
171
9.41
239

15.75
400
6.54
166
67

8x6"
18.00
457

20.50
521
8.50
216

11.02
280

19.69
500
8.39
213
170

10x8"
21.00
533

22.00
559

10.63
270

13.07
332

19.69
500

10.16
258
222

12x10"
24.00
610

25.00
635

12.68
322

15.47
393

19.69
500

11.93
303
336

14x10"
27.00
686

30.00
762

12.68
322

15.47
393

19.69
500

13.78
350
414

16x12"
30.00
762

33.00
838

13.90
353

17.13
435

19.69
500

15.04
382
548

18x14"
34.00
864

36.00
914

15.94
405

19.09
485

19.69
500

17.36
441
684

20x16"
36.00
914

39.00
991

17.24
438

20.47
520

27.56
700

17.99
457
945

20x18"
36.00
914

39.00
991

19.61
498

22.83
580

27.56
700

17.99
457

1071

24x20"
42.00
1067
45.00
1143
20.79
528

24.02
610

27.56
700

22.68
576

1786

30x24"
51.00
1295
55.00
1397
25.59
650

30.91
785

27.56
700

25.98
660

2637

36x30"
60.00
1524
68.00
1727
28.56
726

35.71
907

27.56
700

30.71
780

5050

40x32"
69.00 
1753

77.00 
1956

30.67 
779

37.80 
960

27.56 
700

33.46 
850

7338

42x36"
70.50 
1790

82.00 
2083

33.57 
853

40.71 
1034

27.56 
700

34.65 
880

8748

48x42"
78.50 
1995

94.00 
2388

38.07 
967

45.94 
1167

39.37 
1000

38.58 
980

13714

300LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
8.50
216
8.50
216
4.57
116
7.09
180

15.75
400
4.17
106
21

3x2"
11.13
283

11.13
283
5.12
130
7.56
192

15.75
400
4.76
121
27

4x3"
12.00
305

12.00
305
5.83
148
8.50
216

19.69
500
5.94
151
50

6x4"
15.88
403

18.00
457
6.81
173
9.92
252

19.69
500
6.65
169
96

8x6"
19.75
502

20.50
521
8.50
216

11.02
280

19.69
500
8.78
223
185

10x8"
22.38
568

22.00
559

10.98
279

13.43
341

19.69
500

11.14
283
350

12x10"
25.50
648

25.00
635

12.68
322

15.47
393

19.69
500

11.81
300
424

14x10"
30.00
762

30.00
762

12.68
322

15.47
393

19.69
500

13.15
334
514

16x12"
33.00
838

33.00
838

13.90
353

17.13
435

27.56
700

14.33
364
694

18x14"
36.00
914

36.00
914

16.14
410

19.29
490

27.56
700

17.44
443
930

20x16"
39.00
991

39.00
991

17.64
448

20.87
530

27.56
700

18.07
459

1350

20x18"
39.00
991

39.00
991

19.61
498

22.83
580

27.56
700

18.07
459

1441

24x20"
45.00
1143
45.00
1143
20.98
533

24.21
615

27.56
700

23.39
594

2129

30x24"
55.00
1397
55.00
1397
25.59
650

30.91
785

27.56
700

28.31
719

3163

36x30"
68.00
1727
68.00
1727
28.94
735

36.06
916

27.56
700

32.68
830

6546 

40x32"
77.00 
1956

77.00 
1956

30.80 
782

37.91 
963

27.56 
700

33.46 
850

8206

42x36"
82.00 
2083

82.00 
2083

33.58 
853

40.71 
1034

27.56 
700

34.65 
880

9903

48x42"
85.50 
2170

85.50 
2170

38.07 
967

45.94 
1167

39.37 
1000

38.58 
980

15182

Class
150LB
300LB
600LB
900LB

1500LB
2500LB

Lever
≤ 6˝x4˝
≤ 6˝x4˝
≤ 6˝x4˝
≤ 4˝x3˝
≤ 4˝x3˝
≤ 3˝x2˝

Gear
≥ 8˝x6˝
≥ 8˝x6˝
≥ 8˝x6˝
≥ 6˝x4˝
≥ 6˝x4˝
≥ 4˝x3˝

13 14

F

H

C

L

E

E

L

C

F

H

L2L1

(BW) (RTJ)

(RF) (RF)



DHV Valve GroupDHV Valve Group

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Full Bore-Two-piece Cast Steel Body Ball Valves, TN SeriesFull Bore-Two-piece Cast Steel Body Ball Valves, TN Series

900LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
14.50
368

14.50
368

14.63
371
6.46
164
9.57
243

27.56
700
6.14
156
64

3"
15.00
381

15.00
381

15.13
384
6.93
176
9.92
252

29.53
750
6.65
169
92

4"
18.00
457

18.00
457

18.13
460
8.46
215

11.97
304

19.69
500
7.09
180
127

6"
24.00
610

24.00
610

24.13
613

10.35
263

13.15
334

19.69
500
8.74
222
343

8"
29.00
737

29.00
737

29.13
740

13.11
333

16.34
415

27.56
700

10.59
269
504

10"
33.00
838

33.00
838

33.13
841

15.04
382

18.27
464

27.56
700

12.72
323

1079

12"
38.00
965

38.00
965

38.13
968

17.28
439

20.51
521

27.56
700

13.82
351

1623

14"
40.50
1029
40.50
1029
40.88
1038
18.74
476

24.06
611

27.56
700

14.76
375

1798

16"
44.50
1130
44.50
1130
44.88
1140
20.31
516

25.63
651

27.56
700

16.14
410

2059

18"
48.00
1219
48.00
1219
48.50
1232
22.99
584

28.90
734

27.56
700

17.91
455

2700 

20"
52.00
1321
52.00
1321
52.50
1334
24.80
630

30.71
780

27.56
700

18.54
471

4395

24"
61.00
1549
61.00
1549
61.75
1568
27.99
711

35.12
892

27.56
700

25.91
658

6512 

30"
74.00
1880
74.00
1880
74.88
1902
32.83
834

40.71
1034
27.56
700

31.06
789

9690 

32"
80.00
2032
80.00
2032
80.90
2054
35.71
907

43.58
1107
39.37
1000
32.52
826

11319 

36"
90.00
2286
90.00
2286
91.14
2315
38.50
978

45.04
1144
39.37
1000
36.46
926

16289

1500LB 2500LB

Description Valve Size Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
14.50
368

14.50
368

14.63
371
6.46
164
9.57
243

27.56
700
6.14
156
64

3"
18.50
470

18.50
470

18.63
473
7.40
188

11.42
290

35.43
900
7.56
192
95 

4"
21.50
546

21.50
546

21.63
549

10.08
256

12.52
318

19.69
500
9.53
242
177

6"
27.75
705

27.75
705

28.00
711

11.02
280

14.25
362

27.56
700

10.87
276
430 

8"
32.75
832

32.75
832

33.13
841

15.08
383

17.72
450

27.56
700

15.51
394
735

10"
39.00
991

39.00
991

39.38
1000
16.93
430

20.16
512

27.56
700

15.20
386

1344 

12"
44.50
1130
44.50
1130
45.13
1146
20.08
510

25.39
645

27.56
700

19.17
487

2016

14"
49.50
1257
49.50
1257
50.25
1276
21.89
556

27.80
706

27.56
700

16.89
429

2554

16"
54.50
1384
54.50
1384
55.38
1407
23.31
592

29.21
742

27.56
700

18.50
470

3647 

18"
60.50
1537
60.50
1537
61.38
1559
24.88
632

30.79
782

27.56
700

20.39
518

5551

20"
65.50
1664
65.50
1664
66.38
1686
26.42
671

33.54
852

27.56
700

21.06
535

8131 

24"
76.50
1943
76.50
1943
77.63
1972
30.98
787

38.86
987

27.56
700

28.43
722

10236 

2"
17.75
451

17.75
451

17.88
454
7.01
178

10.91
277

35.43
900
6.10
155
79

3"
22.75
578

22.75
578

23.00
584
8.11
206

11.34
288

19.69
500
6.38
162
168

4"
26.50
673

26.50
673

26.88
683

10.08
256

13.31
338

19.69
500

10.43
265
340

6"
36.00
914

36.00
914

36.50
927

13.70
348

16.06
408

27.56
700

12.60
320
690

8"
40.25
1022
40.25
1022
40.88
1038
15.75
400

18.98
482

27.56
700

16.85
428

1216

10"
50.00
1270
50.00
1270
50.88
1292
19.37
492

24.69
627

27.56
700

16.93
430

1882

12"
56.00
1422
56.00
1422
56.88
1445
23.31
592

29.21
742

27.56
700

20.94
532

2876

600LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
11.50
292

11.50
292

11.63
295
5.28
134
7.99
203

19.69
500
5.12
130
32

3"
14.00
356

14.00
356

14.13
359
6.06
154
9.17
233

27.56
700
6.18
157
57

4"
17.00
432

17.00
432

17.13
435
7.32
186

10.91
277

29.53
750
7.01
178
96

6"
22.00
559

22.00
559

22.13
562
9.72
247

12.17
309

19.69
500
8.27
210
233

8"
26.00
660

26.00
660

26.13
664

11.50
292

14.29
363

19.69
500
9.61
244
371

10"
31.00
787

31.00
787

31.13
791

14.21
361

17.36
441

27.56
700

11.42
290
636

12"
33.00
838

33.00
838

33.13
841

15.67
398

18.90
480

27.56
700

12.80
325
869

14"
35.00
889

35.00
889

35.13
892

17.32
440

20.55
522

27.56
700

14.88
378

1196

16"
39.00
991

39.00
991

39.13
994

18.90
480

22.13
562

27.56
700

16.73
425

1642

18"
43.00
1092
43.00
1092
43.13
1095
20.71
526

26.02
661

27.56
700

17.83
453

2225

20"
47.00
1194
47.00
1194
47.25
1200
23.27
591

29.17
741

27.56
700

17.44
443

2966

24"
55.00
1397
55.00
1397
55.38
1407
27.09
688

32.99
838

27.56
700

23.90
607

4105 

30"
65.00
1651
65.00
1651
65.50
1664
32.68
830

39.80
1011
27.56
700

29.09
739

7260

32"
70.00
1778
70.00
1778
70.63
1794
33.03
839

40.16
1020
27.56
700

30.24
768

8440  

36"
82.00
2083
82.00
2083
82.63
2099
36.46
926

44.33
1126
27.56
700

33.58
853

11525 

40"
81.90
2080
85.43
2170
85.43
2170
41.34
1050

-
-
-
-

35.04
890

14302 

42"
85.63
2175
85.63
2175
85.63
2175
42.13
1070

-
-
-
-

36.93
938

16658

48"
95.87
2435
95.87
2435
95.87
2435
47.87
1216

-
-
-
-

51.02
1296

24887

150LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
7.00
178
8.50
216
5.24
133
7.68
195

15.75
400
4.88
124
16

3"
8.00
203

11.13
283
6.18
157
8.86
225

15.75
400
5.98
152
32

4"
9.00
229

12.00
305
7.09
180
9.76
248

15.75
400
6.89
175
45

6"
15.50
394

18.00
457
8.50
216

11.02
280

19.69
500
7.17
182
128

8"
18.00
457

20.50
521

10.98
279

13.43
341

19.69
500
8.39
213
234

10"
21.00
533

22.00
559

12.68
322

15.47
393

19.69
500

10.16
258
372

12"
24.00
610

25.00
635

14.69
373

17.91
455

27.56
700

11.93
303
556

14"
27.00
686

30.00
762

16.10
409

19.25
489

27.56
700

13.78
350
764

16"
30.00
762

33.00
838

17.28
439

20.51
521

27.56
700

15.04
382

1031

18"
34.00
864

36.00
914

19.88
505

23.11
587

27.56
700

17.36
441

1350

20"
36.00
914

39.00
991

20.91
531

24.13
613

27.56
700

17.99
457

1611

24"
42.00
1067
45.00
1143
26.10
663

31.42
798

27.56
700

22.68
576

2793

30"
51.00
1295
55.00
1397
29.57
751

36.69
932

27.56
700

25.98
660

4230 

32"
54.00
1372
60.00
1524
31.65
804

38.78
985

27.56
700

27.56
700

5516 

36"
60.00
1524
68.00
1727
34.57
878

41.69
1059
27.56
700

30.71
780

7138

40"
69.00
1753
77.00
1956
37.32
948

45.20
1148
39.37
1000
33.46
850

10188

42"
70.50
1790
82.00
2083
39.06
992

46.93
1192
39.37
1000
34.65
880

11583

48"
78.50
1995
94.00
2388
45.28
1150
53.15
1350
39.37
1000
38.58
980

17765

300LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
8.50
216
8.50
216
5.12
130
7.56
192

15.75
400
4.76
121
21

3"
11.13
283

11.13
283
5.83
148
8.50
216

19.69
500
5.94
151
39

4"
12.00
305

12.00
305
6.85
174
9.96
253

19.69
500
6.69
170
61

6"
15.88
403

18.00
457
9.49
241

12.01
305

19.69
500
7.76
197
183

8"
19.75
502

20.50
521

11.06
281

13.50
343

19.69
500
8.78
223
281

10"
22.38
568

22.00
559

12.68
322

15.47
393

19.69
500

11.14
283
482

12"
25.50
648

25.00
635

14.65
372

17.87
454

27.56
700

11.81
300
730

14"
30.00
762

30.00
762

16.22
412

19.37
492

27.56
700

13.15
334

1035

16"
33.00
838

33.00
838

17.91
455

21.14
537

27.56
700

14.33
364

1434

18"
36.00
914

36.00
914

19.88
505

23.11
587

27.56
700

17.44
443

1770

20"
39.00
991

39.00
991

21.34
542

24.57
624

27.56
700

18.07
459

1973

24"
45.00
1143
45.00
1143
26.18
665

31.50
800

27.56
700

23.39
594

3118

30"
55.00
1397
55.00
1397
28.94
735

36.06
916

27.56
700

28.31
719

5331 

32"
60.00
1524
60.00
1524
31.77
807

38.90
988

27.56
700

29.33
745

6416

36"
68.00
1727
68.00
1727
34.57
878

41.69
1059
27.56
700

32.68
830

8164 

40"
77.00
1956
77.00
1956
37.32
948

45.20
1148
39.37
1000
33.46
850

11143

42"
82.00
2083
82.00
2083
39.06
992

46.93
1192
39.37
1000
34.65
880

13028 

48"
85.50
2170
85.50
2170
45.28
1150
53.15
1350
39.37
1000
38.58
980

19463

Class
150LB
300LB
600LB
900LB

1500LB
2500LB

Lever
≤ 4˝
≤ 4˝
≤ 4˝
≤ 3˝
≤ 3˝
≤ 2˝

Gear
≥ 6˝
≥ 6˝
≥ 6˝
≥ 4˝
≥ 4˝
≥ 3˝

F

H

C

L

E

E

L

C

F

H

L2L1

(BW) (RTJ)

(RF) (RF)
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DHV Valve GroupDHV Valve Group

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Reduced Bore-Two-piece Cast Steel Body Ball Valves, TN SeriesReduced Bore-Two-piece Cast Steel Body Ball Valves, TN Series

900LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
14.50
368

14.50
368

14.63
371
5.28
134
8.11
206

19.69
500
5.28
134
62

3x2"
15.00
381

15.00
381

15.13
384
6.46
164
9.57
243

27.56
700
6.14
156
78

4x3"
18.00
457

18.00
457

18.13
460
6.93
176
9.92
252

29.53
750
6.65
169
116

6x4"
24.00
610

24.00
610

24.13
613
8.46
215

11.97
304

19.69
500
7.09
180
208

8x6"
29.00
737

29.00
737

29.13
740

10.35
263

13.15
334

19.69
500

10.59
269
444

10x8"
33.00
838

33.00
838

33.13
841

13.11
333

16.34
415

27.56
700

12.72
323
641

12x10"
38.00
965

38.00
965

38.13
968

15.04
382

18.27
464

27.56
700

13.82
351

1092

14x10"
40.50
1029
40.50
1029
40.88
1038
15.04
382

18.27
464

27.56
700

14.76
375

1111

16x12"
44.50
1130
44.50
1130
44.88
1140
17.28
439

20.51
521

27.56
700

16.14
410

1831

18x14"
48.00
1219
48.00
1219
48.50
1232
18.74
476

24.06
611

27.56
700

17.91
455

2111

20x16"
52.00
1321
52.00
1321
52.50
1334
20.31
516

25.63
651

27.56
700

18.54
471

2589

20x18"
52.00
1321
52.00
1321
52.50
1334
22.99
584

28.90
734

27.56
700

18.54
471

3192

24x20"
61.00
1549
61.00
1549
61.75
1568
24.80
630

30.71
780

27.56
700

25.91
658

4838

30x24"
74.00
1880
74.00
1880
74.88
1902
27.99
711

35.12
892

27.56
700

31.06
789

7795 

36x30"
90.00
2286
90.00
2286
91.14
2315
32.83
834

40.71
1034
27.56
700

36.46
926

13754

1500LB 2500LB

Description Valve Size Valve Size

Flanged End L
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
14.50
368

14.50
368

14.63
371
5.28
134
8.11
206

19.69
500
5.28
134
62

3x2"
18.50
470

18.50
470

18.63
473
6.46
164
9.57
243

27.56
700
6.14
156
92

4x3"
21.50
546

21.50
546

21.63
549
7.40
188

11.42
290

35.43
900
9.53
242
137 

6x4"
27.75
705

27.75
705

28.00
711

10.08
256

12.52
318

19.69
500

10.87
276
291

8x6"
32.75
832

32.75
832

33.13
841

11.02
280

14.25
362

27.56
700

15.51
394
650

10x8"
39.00
991

39.00
991

39.38
1000
15.08
383

17.72
450

27.56
700

15.20
386
916

12x10"
44.50
1130
44.50
1130
45.13
1146
16.93
430

20.16
512

27.56
700

19.17
487

1716

14x10"
49.50
1257
49.50
1257
50.25
1276
16.93
430

20.16
512

27.56
700

16.89
429

1922

16x12"
54.50
1384
54.50
1384
55.38
1407
20.08
510

25.39
645

27.56
700

18.50
470

2968

18x14"
60.50
1537
60.50
1537
61.38
1559
21.89
556

27.80
706

27.56
700

20.39
518

3483

20x16"
65.50
1664
65.50
1664
66.38
1686
23.31
592

29.21
742

27.56
700

21.06
535

4601

20x18"
65.50
1664
65.50
1664
66.38
1686
24.88
632

30.79
782

27.56
700

21.06
535

6720

24x20"
76.50
1943
76.50
1943
77.63
1972
26.42
671

33.54
852

27.56
700

28.43
722

9744 

2x1.5"
17.75
451

17.75
451

17.88
454
6.02
153
9.25
235

27.56
700
5.83
148
97

3x2"
22.75
578

22.75
578

23.00
584
7.01
178

10.91
277

35.43
900
6.10
155
139

4x3"
26.50
673

26.50
673

26.88
683
8.11
206

11.34
288

19.69
500

10.43
265
237

6x4"
36.00
914

36.00
914

36.50
927

10.08
256

13.31
338

19.69
500

12.60
320
457

8x6"
40.24
1022
40.24
1022
40.87
1038
13.70
348

16.06
408

27.56
700

16.85
428
977

10x8"
50.00
1270
50.00
1270
50.88
1292
15.75
400

18.98
482

27.56
700

16.93
430

1490

12x10"
56.00
1422
56.00
1422
56.88
1445
19.37
492

24.69
627

27.56
700

20.94
532

2289

600LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
11.50
292

11.50
292

11.63
295
4.72
120
7.24
184

15.75
400
4.33
110
39

3x2"
14.00
356

14.00
356

14.13
359
5.28
134
7.99
203

19.69
500
5.12
130
43

4x3"
17.00
432

17.00
432

17.13
435
6.06
154
9.17
233

27.56
700
6.18
157
80

6x4"
22.00
559

22.00
559

22.13
562
7.32
186

10.91
277

29.53
750
7.01
178
128

8x6"
26.00
660

26.00
660

26.13
664
9.72
247

12.17
309

19.69
500
9.61
244
375

10x8"
31.00
787

31.00
787

31.13
791

11.50
292

14.29
363

19.69
500

11.42
290
492

12x10"
33.00
838

33.00
838

33.13
841

14.21
361

17.36
441

27.56
700

12.80
325
749

14x10"
35.00
889

35.00
889

35.13
892

14.21
361

17.36
441

27.56
700

14.88
378
781

16x12"
39.00
991

39.00
991

39.13
994

15.67
398

18.90
480

27.56
700

16.73
425

1359

18x14"
43.00
1092
43.00
1092
43.13
1095
17.32
440

20.55
522

27.56
700

17.83
453

1552

20x16"
47.00
1194
47.00
1194
47.25
1200
18.90
480

22.13
562

27.56
700

17.44
443

1785

20x18"
47.00
1194
47.00
1194
47.25
1200
20.71
526

26.02
661

27.56
700

17.44
443

2033

24x20"
55.00
1397
55.00
1397
55.38
1407
23.27
591

29.17
741

27.56
700

23.90
607

2780

30x24"
65.00
1651
65.00
1651
65.50
1664
27.09
688

32.99
838

27.56
700

29.09
739

4938

36x30"
82.00
2083
82.00
2083
82.63
2099
32.68
830

39.80
1011
27.56
700

33.58
853

8882

40x32"
81.90
2080
85.43
2170
85.43
2170

33.03 
839

40.16
1020
27.56
700

35.04
890

11371

42x36"
85.63
2175

85.63 
2175
85.63
2175
36.46
926

44.33 
1126
27.56
700

36.93
938

14092

48x42"
95.87
2435
95.87
2435
95.87
2435
42.13
1070

-
-
-
-

51.02 
1296

20773

150LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
7.00
178
8.50
216
4.41
112
6.73
171

11.81
300
4.09
104
17

3x2"
8.00
203

11.13
283
5.24
133
7.68
195

15.75
400
4.88
124
22

4x3"
9.00
229

12.00
305
6.18
157
8.86
225

15.75
400
5.98
152
43

6x4"
15.50
394

18.00
457
7.09
180
9.76
248

15.75
400
6.89
175
72

8x6"
18.00
457

20.50
521
8.50
216

11.02
280

19.69
500
8.39
213
182

10x8"
21.00
533

22.00
559

10.98
279

13.43
341

19.69
500

10.16
258
238

12x10"
24.00
610

25.00
635

12.68
322

15.47
393

19.69
500

11.93
303
360

14x10"
27.00
686

30.00
762

12.68
322

15.47
393

19.69
500

13.78
350
443

16x12"
30.00
762

33.00
838

14.69
373

17.91
455

27.56
700

15.04
382
586

18x14"
34.00
864

36.00
914

16.10
409

19.25
489

27.56
700

17.36
441
732

20x16"
36.00
914

39.00
991

17.28
439

20.51
521

27.56
700

17.99
457

1011

20x18"
36.00
914

39.00
991

19.88
505

23.11
587

27.56
700

17.99
457

1146

24x20"
42.00
1067
45.00
1143
20.91
531

24.13
613

27.56
700

22.68
576

1911

30x24"
51.00
1295
55.00
1397
26.10
663

31.42
798

27.56
700

25.98
660

2822

36x30"
60.00
1524
68.00
1727
29.57
751

36.69
932

27.56
700

30.71
780

5404

40x32"
69.00
1753

77.00 
1956

31.65 
804

38.78
985

27.56
700

33.46
850

7852

42x36"
70.50
1790

82.00 
2083
34.57
878

41.69
1059

27.56 
700

34.65
880

9361

48x42"
78.50
1995
94.00
2388
39.06
992

46.93
1192
39.37
1000
38.58
980

14674

300LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
8.50
216
8.50
216
4.72
120
7.24
184

11.81
300
4.33
110
22

3x2"
11.13
283

11.13
283
5.12
130
7.56
192

15.75
400
4.76
121
29

4x3"
12.00
305

12.00
305
5.83
148
8.50
216

19.69
500
5.94
151
54

6x4"
15.88
403

18.00
457
6.85
174
9.96
253

19.69
500
6.69
170
103

8x6"
19.75
502

20.50
521
9.49
241

12.01
305

19.69
500
8.78
223
198

10x8"
22.38
568

22.00
559

11.06
281

13.50
343

19.69
500

11.14
283
375

12x10"
25.50
648

25.00
635

12.68
322

15.47
393

19.69
500

11.81
300
454

14x10"
30.00
762

30.00
762

12.68
322

15.47
393

19.69
500

13.15
334
550

16x12"
33.00
838

33.00
838

14.65
372

17.87
454

27.56
700

14.33
364
743

18x14"
36.00
914

36.00
914

16.22
412

19.37
492

27.56
700

17.44
443
995

20x16"
39.00
991

39.00
991

17.91
455

21.14
537

27.56
700

18.07
459

1445

20x18"
39.00
991

39.00
991

19.88
505

23.11
587

27.56
700

18.07
459

1542

24x20"
45.00
1143
45.00
1143
21.34
542

24.57
624

27.56
700

23.39
594

2278

30x24"
55.00
1397
55.00
1397
26.18
665

31.50
800

27.56
700

28.31
719

3384

36x30"
68.00
1727
68.00
1727
28.94
735

36.06
916

27.56
700

32.68
830

7004 

40x32"
77.00 
1956

77.00 
1956

31.77 
807

38.90 
988

27.56 
700

33.46 
850

8780

42x36"
82.00 
2083

82.00 
2083

34.57 
878

41.69 
1059

27.56 
700

34.65 
880

10596

48x42"
85.50 
2170

85.50 
2170

39.06 
992

46.93 
1192

39.37 
1000

38.58 
980

16246

Class
150LB
300LB
600LB
900LB

1500LB
2500LB 

Lever
≤ 6˝x4˝
≤ 6˝x4˝
≤ 6˝x4˝
≤ 4˝x3˝
≤ 4˝x3˝
≤ 3˝x2˝

Gear
≥ 8˝x6˝
≥ 8˝x6˝
≥ 8˝x6˝
≥ 6˝x4˝
≥ 6˝x4˝
≥ 4˝x3˝

17 18

F

H

C

L

E

E

L

C

F

H

L2L1

(BW) (RTJ)

(RF) (RF)



DHV Valve GroupDHV Valve Group

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves

Main differences between TC series 
and TP series

Three-piece Forged Steel Body Ball ValvesThree-piece Forged Steel Body Ball Valves

General Note: Structure shown in the illustration is typical 
structure, other configurations are available upon request.

Note:
"N" - Design cannot be fitted with seat injection fittings.
"O" – Seat injection fittings are not standard, but can be 
           provided as an option. 
"Y"-  Seat injection fittings are included as the standard design.

• TC series ball valves are designed only for 
DBB valves.
• TP series ball valves are designed for DBB 
and DIB valves. The primary advantage of 
TP series is  the SPE seat and DPE seat can 
be interchanged without changing any other 
valve parts, including the valve body and 
cap.

ISO mounting pad for various actuators. 
(Not applicable for TC Series lever operated valves.)
Anti-Blowout stem & double O-ring seals.
O-ring & gasket combination provides a tight 
seal.
Self-lubricating bearing reduces operating 
torque.
Smooth electroless nickel plated or solid S.S. 
ball for tight seal and low operational torque.
Spring loaded seats with secondary metal to 
metal  fire-safe seal.
Stem injection fitting for lubrication and emer-
gency sealant.
Seat injection fittings with internal check 
valves for lubrication or emergency sealant. 
DHV standard designs that include seat 
injection fittings is listed below.

Drain fitting for double block & bleed and 
on-line testing.

2"

3"

4"

≥ 6"

150LB 300LB 600LB 900LB 1500LB 2500LBSize

"N" "O"

"Y"

Class

Bearing retainer structure (For size 6" and above)

Trunnion structure (For size 4" and below)

SPE Seat - TP Series DPE Seat - TP Series

Typical Structure

19 20

1

2

3

4

5

6

7

8

9

Specifications
Size Range:

Pressure Range:

End Connection:

Bore:

Seat Piston:

Operation:

Material:

Isolation Valve Features:

2" ~ 48"

150LB ~ 2500LB

Flanged end / Butt welding end

Full bore / Reduced bore

Single piston / Double piston

Manual operation, Actuated operation

Body: Carbon steel, Stainless steel, Duplex Stainless steel, etc.

Trim: Carbon steel+ENP, Alloy steel+ENP, Stainless steel, 

          Duplex stainless steel, etc.

DBB: Two SPE (Single Piston Effect) seats

DIB-1: Two DPE (Double Piston Effect) seats

DIB-2: One SPE seat and one DPE seat

Basic Design:

Face to Face:

Flange End:

Butt Welding End:

Test and Inspection:

Fire-safe Test:

Fugitive Emission Test:

Type Testing for FE:

API 6D, ASME B16.34, API 608 

Compliance Is Optional From The Factory

ASME B16.10, API 6D 

ASME B16.5 (up to 24"), 

ASME B16.47 series A (26" and above)

ASME B16.25 

API 6D, API 598 

API 6FA or API 607 

ISO 15848-2 

ISO 15848-1, API 641 
Manufacturing to NACE latest version on request 

CSA Z245.15 latest version compliance is available

Applicable Standards

Note: Additional sizes and pressure classes are available upon request.

2

5

6
3

4

2

5

3

6

1

7

9

1

7

8

4

9



14

17

33

6

27

18

23

23
21

46

1

2916

43

30
44247b47a

22
26

2025
13

4
5

29

54
13

2520
26222

47a
44

43

30

47b

15

24

17

39

40

456
18

14

48

3

48

28

41

28
41

49

7
31
19
51
50
52
8
32
27
10

42

1

15

24

21

7

31

19

9
40

16
35

39

21
24
28

29

29
3

30
2

32
26

13
20254

5

542520132622
2

30

8

10

38

32

34

12
11

36

37

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Three-piece Forged Steel Body Ball Valves, 6" and AboveThree-piece Forged Steel Body Ball Valves, 4" and Below

DHV Valve GroupDHV Valve Group21 22



DHV Valve GroupDHV Valve Group

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Full Bore-Three-piece Forged Steel Body Ball Valves, TC SeriesThree-piece Forged Steel Body Ball Valves

150LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
7.00
178
8.50
216
4.65
118
7.13
181

15.75
400
4.53
115
17

3"
8.00
203

11.13
283
5.39
137
8.11
206

15.75
400
4.65
118
31

4"
9.00
229

12.00
305
6.18
157
8.86
225

15.75
400
5.35
136
62

6"
15.50
394

18.00
457
8.11
206

10.63
270

19.69
500
9.09
231
122

8"
18.00
457

20.50
521
9.92
252

12.44
316

19.69
500

10.39
264
253

10"
21.00
533

22.00
559

12.09
307

14.88
378

19.69
500

13.90
353
454

12"
24.00
610

25.00
635

13.50
343

16.73
425

27.56
700

15.43
392
705

14"
27.00
686

30.00
762

15.51
394

18.66
474

27.56
700

17.09
434
760

16"
30.00
762

33.00
838

17.17
436

20.39
518

27.56
700

18.62
473

1017

18"
34.00
864

36.00
914

18.86
479

21.46
545

27.56
700

20.08
510

1596

20"
36.00
914

39.00
991

20.51
521

23.74
603

27.56
700

25.39
645

1832

24"
42.00
1067
45.00
1143
24.57
624

29.88
759

27.56
700

32.87
835

3148

30"
51.00
1295
55.00
1397
30.83
783

37.95
964

27.56
700

38.39
975

5102

32"
54.00
1372
60.00
1524
32.87
835

40.00
1016
27.56
700

39.37
1000
6890

36"
60.00
1524
68.00
1727
34.25
870

41.38
1051
27.56
700

41.85
1063
9890

40"
69.00
1753
77.00
1956
36.34
923

44.21
1123
39.37
1000
43.50
1105

12434

42"
70.50
1790
82.00
2083
38.07
967

45.94
1167
39.37
1000
46.61
1184

14137 

48"
78.50
1995
94.00
2388
44.29
1125
52.17
1325
39.37
1000
47.99
1219

20850 

300LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

RTJ L2

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
8.50
216
8.50
216
9.13
232
4.84
123
7.13
181

15.75
400
4.53
115
27

3"
11.13
283

11.13
283

11.73
298
5.51
140
8.66
220

19.69
500
5.12
130
46

4"
12.00
305

12.00
305

12.64
321
6.38
162
9.49
241

19.69
500
5.98
152
69

6"
15.88
403

18.00
457

16.50
419
8.11
206

10.63
270

19.69
500
9.09
231
149

8"
19.75
502

20.50
521

20.40
518

10.20
259

12.64
321

19.69
500

10.39
264
289

10"
22.38
568

22.00
559

23.00
584

12.24
311

15.04
382

19.69
500

14.02
356
494

12"
25.50
648

25.00
635

26.14
664

13.70
348

16.93
430

27.56
700

15.91
404
751

14"
30.00
762

30.00
762

30.63
778

15.59
396

18.74
476

27.56
700

17.09
434

1036

16"
33.00
838

33.00
838

33.62
854

17.09
434

20.31
516

27.56
700

18.66
474

1465

18"
36.00
914

36.00
914

36.60
930

19.13
486

22.32
567

27.56
700

20.00
508

1813

20"
39.00
991

39.00
991

39.76
1010
20.51
521

23.74
603

27.56
700

21.50
546

2176

24"
45.00
1143
45.00
1143
45.87
1165
24.80
630

30.12
765

27.56
700

33.23
844

3430

30"
55.00
1397
55.00
1397
56.00
1422
30.83
783

37.91
963

27.56
700

38.78
985

7550

32"
60.00
1524
60.00
1524
61.14
1553
32.87
835

40.00
1016
27.56
700

39.37
1000
7678 

36"
68.00
1727
68.00
1727
69.13
1756
33.58
853

40.71
1034
27.56
700

41.85
1063

10179

40"
77.00
1956
77.00
1956

-
-

36.34
923

44.21
1123
39.37
1000
43.50
1105

13637

42"
82.00
2083
82.00
2083

-
-

38.07
967

45.94
1167
39.37
1000
46.61
1184

15944

48"
85.50
2170
85.50
2170

-
-

44.29
1125
52.17
1325
39.37
1000
47.99
1219

22060 

Class
150LB
300LB
600LB
900LB

1500LB
2500LB

Lever
≤ 4˝
≤ 4˝
≤ 4˝
≤ 3˝
≤ 3˝
≤ 2˝

Gear
≥ 6˝
≥ 6˝
≥ 6˝
≥ 4˝
≥ 4˝
≥ 3˝

C

E

LL
(RF)(RF)

H
E

F

C

F

H

L1 L2

(BW) (RTJ)

 

Material Specification

 
33

34

35

36

37

38

39

40

41

42

43

44

45

46

47a

47b

48

49

50

51

52

A193 B7

A193 B7

A193 B7

A193 B7

      Carbon Steel

      Carbon Steel

A105

A193 B7

A194 2H

      Carbon Steel

A193 B8M

A193 B8M

A193 B8M

A193 B8M

  Stainless Steel

  Stainless Steel

A182 F316

A193 B8M

A194 8M

  Stainless Steel

A193 B8MLCuN

A193 B8MLCuN

A193 B8MLCuN

A193 B8MLCuN

A182 F51

A193 B8MLCuN

A194 8MLCuNa

No. Description Carbon Steel Stainless Steel

A320 L7

A320 L7

A320 L7

A320 L7

A350 LF2

A320 L7

A194 7

Stainless Steel

Stainless Steel

Carbon Steel

Carbon Steel

Carbon Steel

Carbon Steel

Assembly

Assembly

Assembly

R-PTFE

Alloy Steel

 Material Specification 

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32

Body

Cap

Ball

Seat

Seat Insert

Stem

Gland

Top Flange

Trunnion

Stop Plate

Handle Adapter

Handle

Spring

Anti-Static Device

Pin

Drain Fitting

Sealant Injection Fitting

Thrust Washer

Fire-safe Seal

Gasket

Gasket

Gasket

O-Ring

O-Ring

O-Ring

O-Ring

Bearing

Bearing

Stud

Nut

Bolt

Bolt

A105

A105

A105

A105

A105

A105

A105

A105

  Alloy Steel

A193 B7

A194 2H

A193 B7

A193 B7

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A193 B8MLCuN

A194 8MLCuNa

A193 B8MLCuN

A193 B8MLCuN

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

  Stainless Steel

A193 B8M

A194 8M

A193 B8M

A193 B8M

No. Description Carbon Steel Stainless Steel
A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A320 L7

A194 7

A320 L7

A320 L7

R-PTFE / Nylon / Devlon / PEEK

Carbon Steel

Carbon Steel

Carbon Steel

Inconel

Stainless Steel

Assembly

Assembly

R-PTFE / Metal Backed PTFE

Graphite

Graphite

Metal & Flexible Graphite

Metal & Flexible Graphite

As Page 48 O-Ring Material

As Page 48 O-Ring Material

As Page 48 O-Ring Material

As Page 48 O-Ring Material

Metal Backed PTFE

Metal Backed PTFE

Stop Bolt

Bolt

Bolt

Bolt

Locking Pin

Snap Ring

Anti-Static Device

Anti-Static Device

Bearing Retainer

Gearbox

Lifting Lug

Support Leg

Key

Vent Fitting

Sealant Injection Fitting

Check Valve

Thrust Washer

Pin

Stud

Nut

Washer

Note: Materials listed are based on typical configurations, other materials can be provided 
          upon request.

Options:

Pup Piece End Extended Stem Cryogenic  Design
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DHV Valve GroupDHV Valve Group

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Reduced Bore-Three-piece Forged Steel Body Ball Valves, TC SeriesFull Bore-Three-piece Forged Steel Body Ball Valves, TC Series

150LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
7.00
178
8.50
216
4.25
108
6.57
167

11.81
300
3.94
100
20

3x2"
8.00
203

11.13
283
4.65
118
7.13
181

15.75
400
4.53
115
25

4x3"
9.00
229

12.00
305
5.39
137
8.11
206

15.75
400
4.65
118
39

6x4"
15.50
394

18.00
457
6.18
157
8.86
225

15.75
400
5.35
136
65

8x6"
18.00
457

20.50
521
8.11
206

10.63
270

19.69
500
9.09
231
190

10x8"
21.00
533

22.00
559
9.92
252

12.44
316

19.69
500

10.39
264
307

12x10"
24.00
610

25.00
635

12.09
307

14.88
378

19.69
500

13.90
353
501

14x10"
27.00
686

30.00
762

12.09
307

14.88
378

19.69
500

13.90
353
558

16x12"
30.00
762

33.00
838

13.50
343

16.73
425

27.56
700

15.43
392
769

18x14"
34.00
864

36.00
914

15.51
394

18.66
474

27.56
700

17.09
434
905

20x16"
36.00
914

39.00
991

17.17
436

20.39
518

27.56
700

18.62
473

1198

20x18"
36.00
914

39.00
991

18.86
479

21.46
545

27.56
700

20.08
510

1710

24x20"
42.00
1067
45.00
1143
20.51
521

23.74
603

27.56
700

25.39
645

2079

30x24"
51.00
1295
55.00
1397
24.57
624

29.88
759

27.56
700

32.87
835

3259

36x30"
60.00
1524
68.00
1727
30.83
783

37.95
964

27.56
700

38.39
975

6128

40x32"
69.00
1753
77.00
1956
32.87
835

40.00
1016

27.56 
700

39.37 
1000
9662

42x36"
70.50
1790

82.00 
2083
34.25
870

41.38
1051

27.56 
700

41.85 
1063

12014

48x42"
78.50
1995

94.00 
2388

38.07 
967

45.94 
1167

39.37 
1000

46.61 
1184

17494

300LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

RTJ L2

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
8.50
216
8.50
216
9.13
232
4.57
116
7.09
180

15.75
400
4.17
106
21

3x2"
11.13
283

11.13
283

11.73
298
4.84
123
7.13
181

15.75
400
4.53
115
36

4x3"
12.00
305

12.00
305

12.64
321
5.51
140
8.66
220

19.69
500
5.12
130
52

6x4"
15.88
403

18.00
457

16.50
419
6.38
162
9.49
241

19.69
500
5.98
152
92

8x6"
19.75
502

20.50
521

20.40
518
8.11
206

10.63
270

19.69
500
9.09
231
202

10x8"
22.38
568

22.00
559

23.00
584

10.20
259

12.64
321

19.69
500

10.39
264
327

12x10"
25.50
648

25.00
635

26.14
664

12.24
311

15.04
382

19.69
500

14.02
356
589

14x10"
30.00
762

30.00
762

30.63
778

12.24
311

15.04
382

19.69
500

14.02
356
659

16x12"
33.00
838

33.00
838

33.62
854

13.70
348

16.93
430

27.56
700

15.91
404
960

18x14"
36.00
914

36.00
914

36.60
930

15.59
396

18.74
476

27.56
700

17.09
434

1347

20x16"
39.00
991

39.00
991

39.76
1010
17.09
434

20.31
516

27.56
700

18.66
474

1789

20x18"
39.00
991

39.00
991

39.76
1010
19.13
486

22.32
567

27.56
700

20.00
508

1865

24x20"
45.00
1143
45.00
1143
45.87
1165
20.51
521

23.74
603

27.56
700

21.50
546

2613

30x24"
55.00
1397
55.00
1397
56.00
1422
24.80
630

30.12
765

27.56
700

33.23
844

4399

36x30"
68.00
1727
68.00
1727
69.13
1756
30.83
783

37.91
963

27.56
700

38.78
985

7430 

40x32"
77.00 
1956

77.00 
1956

-
-

32.87 
835

40.00 
1016

27.56 
700

39.37 
1000

10658

42x36"
82.00 
2083

82.00 
2083

-
-

33.58 
853

40.71 
1034

27.56 
700

41.85 
1063

13062

48x42"
85.50 
2170

85.50 
2170

-
-

38.07 
967

45.94 
1167

39.37 
1000

46.61 
1184

19002

Class
150LB
300LB
600LB
900LB

1500LB
2500LB

Lever
≤ 6˝x4˝
≤ 6˝x4˝
≤ 6˝x4˝
≤ 4˝x3˝
≤ 4˝x3˝
≤ 3˝x2˝

Gear
≥ 8˝x6˝
≥ 8˝x6˝
≥ 8˝x6˝
≥ 6˝x4˝
≥ 6˝x4˝
≥ 4˝x3˝

C

E

LL
(RF)(RF)

H
E

F

C

F

H

L1 L2

(BW) (RTJ)

900LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
14.50
368

14.50
368

14.63
371
5.28
134
8.43
214

27.56
700
4.92
125
59

3"
15.00
381

15.00
381

15.13
384
5.91
150
9.41
239

29.53
750
5.59
142
84

4"
18.00
457

18.00
457

18.13
460
7.20
183

11.22
285

19.69
500
6.73
171
122

6"
24.00
610

24.00
610

24.13
613
9.65
245

12.44
316

19.69
500

10.08
256
337

8"
29.00
737

29.00
737

29.13
740

11.34
288

14.57
370

27.56
700

11.46
291
566

10"
33.00
838

33.00
838

33.13
841

13.11
333

16.30
414

27.56
700

15.47
393
907

12"
38.00
965

38.00
965

38.13
968

15.91
404

19.13
486

27.56
700

17.40
442

1391

14"
40.50
1029
40.50
1029
40.88
1038
17.76
451

23.07
586

27.56
700

18.27
464

1644

16"
44.50
1130
44.50
1130
44.88
1140
19.45
494

24.76
629

27.56
700

20.04
509

2128

18"
48.00
1219
48.00
1219
48.50
1232
21.73
552

27.64
702

27.56
700

21.61
549

2850 

20"
52.00
1321
52.00
1321
52.50
1334
23.46
596

29.37
746

27.56
700

31.42
798

4142

24"
61.00
1549
61.00
1549
61.75
1568
26.89
683

34.02
864

27.56
700

34.61
879

6679

30"
74.00
1880
74.00
1880
74.88
1902
31.81
808

38.94
989

27.56
700

39.29
998

9230

32"
80.00
2032
80.00
2032
80.90
2054
33.95
862

41.81
1062
39.37
1000
41.39
1051

10820

36"
90.00
2286
90.00
2286
91.13
2315
36.72
933

43.27
1099
39.37
1000
45.95
1167

15842

1500LB 2500LB

Description Valve Size Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
14.50
368

14.50
368

14.63
371
5.28
134
8.43
214

27.56
700
4.92
125
59

3"
18.50
470

18.50
470

18.63
473
6.69
170

10.71
272

29.53
750
6.06
154
111 

4"
21.50
546

21.50
546

21.63
549
9.17
233

11.61
295

19.69
500
8.19
208
225 

6"
27.75
705

27.75
705

28.00
711

10.12
257

13.35
339

27.56
700

10.28
261
471 

8"
32.75
832

32.75
832

33.13
841

11.93
303

15.16
385

27.56
700

12.60
320
819

10"
39.00
991

39.00
991

39.38
1000
15.16
385

18.39
467

27.56
700

16.46
418

1328 

12"
44.50
1130
44.50
1130
45.13
1146
18.19
462

23.50
597

27.56
700

18.58
472

1902 

14"
49.50
1257
49.50
1257
50.25
1276
20.31
516

25.79
655

27.56
700

19.96
507

2990 

16"
54.50
1384
54.50
1384
55.38
1407
21.73
552

27.64
702

27.56
700

21.77
553

4047 

18"
60.50
1537
60.50
1537
61.38
1559
23.31
592

29.21
742

27.56
700

23.50
597

6080 

20"
65.50
1664
65.50
1664
66.38
1686
24.84
631

31.97
812

27.56
700

33.07
840

8835 

24"
76.50
1943
76.50
1943
77.63
1972
28.82
732

36.69
932

27.56
700

39.37
1000

13823 

2"
17.75
451

17.75
451

17.88
454
6.50
165

10.00
254

29.53
750
5.87
149
83

3"
22.75
578

22.75
578

23.00
584
7.87
200

10.98
279

19.69
500
6.81
173
204

4"
26.50
673

26.50
673

26.88
683
9.96
253

13.19
335

19.69
500
9.80
249
387

6"
36.00
914

36.00
914

36.50
927

12.36
314

14.72
374

27.56
700

12.01
305
789

8"
40.25
1022
40.25
1022
40.88
1038
14.57
370

17.80
452

27.56
700

14.45
367

1363

10"
50.00
1270
50.00
1270
50.88
1292
17.80
452

23.11
587

27.56
700

18.98
482

2109

12"
56.00
1422
56.00
1422
56.88
1445
21.73
552

27.64
702

27.56
700

20.67
525

3183

600LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
11.50
292

11.50
292

11.63
295
4.72
120
7.40
188

19.69
500
4.53
115
31

3"
14.00
356

14.00
356

14.13
359
5.67
144
8.78
223

27.56
700
5.28
134
57

4"
17.00
432

17.00
432

17.13
435
6.65
169

10.55
268

29.53
750
6.34
161
117

6"
22.00
559

22.00
559

22.13
562
9.21
234

11.65
296

19.69
500
9.41
239
266

8"
26.00
660

26.00
660.00
26.13
664

10.91
277

13.70
348

19.69
500

11.02
280
423

10"
31.00
787

31.00
787

31.13
791

13.11
333

16.26
413

27.56
700

14.53
369
732

12"
33.00
838

33.00
838

33.13
841

14.57
370

17.80
452

27.56
700

16.46
418

1011

14"
35.00
889

35.00
889

35.13
892

15.63
397

18.86
479

27.56
700

17.56
446

1311

16"
39.00
991

39.00
991

39.13
994

17.91
455

21.14
537

27.56
700

19.13
486

1718

18"
43.00
1092
43.00
1092
43.13
1095
20.79
528

26.10
663

27.56
700

21.14
537

2610

20"
47.00
1194
47.00
1194
47.25
1200
22.76
578

28.66
728

27.56
700

22.60
574

3338

24"
55.00
1397
55.00
1397
55.38
1407
26.38
670

32.28
820

27.56
700

33.98
863

5545 

30"
65.00
1651
65.00
1651
65.50
1664
31.30
795

38.43
976

27.56
700

38.90
988

7675 

32"
70.00
1778
70.00
1778
70.63
1794
33.23
844

40.35
1025
27.56
700

40.94
1040
9842

36"
82.00
2083
82.00
2083
82.63
2099
35.08
891

42.95
1091
27.56
700

43.27
1099

12853 

40"
81.90
2080
85.43
2170
85.43
2170
39.96
1015

-
-
-
-

45.79
1163

17418

42"
85.63
2175
85.63
2175
85.63
2175
40.76
1035

-
-
-
-

48.94
1243

21142 

48"
95.88
2435
95.88
2435
95.88
2435
46.30
1176

-
-
-
-

51.02
1296

29252

25 26



DHV Valve GroupDHV Valve Group

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Full Bore-Three-piece Forged Steel Body Ball Valves, TP SeriesReduced Bore-Three-piece Forged Steel Body Ball Valves, TC Series

150LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
7.00
178
8.50
216
4.92
125
7.83
199

15.75
400
4.53
115
18

3"
8.00
203

11.13
283
5.63
143
8.78
223

15.75
400
5.35
136
33

4"
9.00
229

12.00
305
6.54
166
9.69
246

15.75
400
6.26
159
66

6"
15.50
394

18.00
457
8.11
206

10.59
269

19.69
500
9.37
238
131

8"
18.00
457

20.50
521

10.28
261

12.76
324

19.69
500

10.98
279
271

10"
21.00
533

22.00
559

12.05
306

15.08
383

19.69
500

13.98
355
486

12"
24.00
610

25.00
635

14.29
363

16.73
425

27.56
700

15.83
402
754

14"
27.00
686

30.00
762

15.67
398

18.11
460

27.56
700

17.32
440
813

16"
30.00
762

33.00
838

17.20
437

19.80
503

27.56
700

19.06
484

1088

18"
34.00
864

36.00
914

19.13
486

21.73
552

27.56
700

20.39
518

1708

20"
36.00
914

39.00
991

20.63
524

23.74
603

27.56
700

21.69
551

1960

24"
42.00
1067
45.00
1143
25.08
637

30.39
772

27.56
700

33.43
849

3368

30"
51.00
1295
55.00
1397
31.81
808

39.25
997

27.56
700

39.37
1000
5459

32"
54.00
1372
60.00
1524
33.86
860

40.98
1041
27.56
700

40.35
1025
7372

36"
60.00
1524
68.00
1727
35.24
895

42.68
1084
27.56
700

42.83
1088

10582

40"
69.00
1753
77.00
1956
37.32
948

45.20
1148
39.37
1000
44.49
1130

13304

42"
70.50
1790
82.00
2083
39.06
992

46.93
1192
39.37
1000
47.60
1209

15127

48"
78.50
1995
94.00
2388
45.28
1150
53.15
1350
39.37
1000
48.98
1244

22310

300LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
8.50
216
8.50
216
4.84
123
7.76
197

15.75
400
4.41
112
29

3"
11.13
283

11.13
283
5.51
140
8.66
220

19.69
500
5.28
134
49

4"
12.00
305

12.00
305
6.42
163
9.96
253

19.69
500
6.14
156
74

6"
15.88
403

18.00
457
9.09
231

11.57
294

19.69
500
9.76
248
159

8"
19.75
502

20.50
521

10.28
261

12.76
324

19.69
500

11.14
283
309

10"
22.38
568

22.00
559

12.05
306

15.08
383

19.69
500

14.13
359
529

12"
25.50
648

25.00
635

14.45
367

16.89
429

27.56
700

16.46
418
804

14"
30.00
762

30.00
762

15.67
398

18.11
460

27.56
700

17.40
442

1109

16"
33.00
838

33.00
838

17.36
441

19.96
507

27.56
700

19.13
486

1568

18"
36.00
914

36.00
914

19.41
493

22.01
559

27.56
700

20.67
525

1940

20"
39.00
991

39.00
991

20.87
530

23.98
609

27.56
700

21.81
554

2328

24"
45.00
1143
45.00
1143
25.39
645

30.71
780

27.56
700

33.82
859

3670

30"
55.00
1397
55.00
1397
31.97
812

39.41
1001
27.56
700

38.82
986

8079 

32"
60.00
1524
60.00
1524
33.86
860

41.30
1049
27.56
700

40.35
1025
8215

36"
68.00
1727
68.00
1727
34.57
878

41.69
1059
27.56
700

42.83
1088

10892 

40"
77.00
1956
77.00
1956
37.32
948

45.20
1148
39.37
1000
44.49
1130

14592

42"
82.00
2083
82.00
2083
39.06
992

46.93
1192
39.37
1000
47.60
1209

17060

48"
85.50
2170
85.50
2170
45.28
1150
53.15
1350
39.37
1000
48.98
1244

23604

Class
150LB
300LB
600LB
900LB

1500LB
2500LB

Lever
≤ 4˝
≤ 4˝
≤ 4˝
≤ 3˝
≤ 3˝
≤ 2˝

Gear
≥ 6˝
≥ 6˝
≥ 6˝
≥ 4˝
≥ 4˝
≥ 3˝

C

E

LL
(RF)(RF)

H
E

F

C

F

H

L1 L2

(BW) (RTJ)

900LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
14.50
368

14.50
368

14.63
371
4.61
117
7.44
189

19.69
500
4.61
117
48

3x2"
15.00
381

15.00
381

15.13
384
5.28
134
8.43
214

27.56
700
4.92
125
66

4x3"
18.00
457

18.00
457

18.13
460
5.91
150
9.41
239

29.53
750
5.59
142
103

6x4"
24.00
610

24.00
610

24.13
613
7.20
183

11.22
285

19.69
500
6.73
171
177

8x6"
29.00
737

29.00
737

29.13
740
9.65
245

12.44
316

19.69
500

10.08
256
418

10x8"
33.00
838

33.00
838

33.13
841

11.34
288

14.57
370

27.56
700

11.46
291
669

12x10"
38.00
965

38.00
965

38.13
968

13.11
333

16.30
414

27.56
700

15.47
393

1071

14x10"
40.50
1029
40.50
1029
40.88
1038
13.11
333

16.30
414

27.56
700

15.47
393

1240

16x12"
44.50
1130
44.50
1130
44.88
1140
15.91
404

19.13
486

27.56
700

17.40
442

1617 

18x14"
48.00
1219
48.00
1219
48.50
1232
17.76
451

23.07
586

27.56
700

18.27
464

1847

20x16"
52.00
1321
52.00
1321
52.50
1334
19.45
494

24.76
629

27.56
700

20.04
509

2617

20x18"
52.00
1321
52.00
1321
52.50
1334
21.73
552

27.64
702

27.56
700

21.61
549

3366

24x20"
61.00
1549
61.00
1549
61.75
1568
23.46
596

29.37
746

27.56
700

31.42
798

4310

30x24"
74.00
1880
74.00
1880
74.88
1902
26.89
683

34.02
864

27.56
700

34.61
879

6748 

36x30"
90.00
2286
90.00
2286
91.13
2315
31.81
808

38.94
989

27.56
700

39.29
998

11638

1500LB 2500LB

Description Valve Size Valve Size

Flanged End L
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
14.50
368

14.50
368

14.63
371
4.61
117
7.44
189

19.69
500
4.61
117
48

3x2"
18.50
470

18.50
470

18.63
473
5.28
134
8.43
214

27.56
700
4.92
125
80

4x3"
21.50
546

21.50
546

21.63
549
6.69
170

10.71
272

29.53
750
6.06
154
157 

6x4"
27.75
705

27.75
705

28.00
711
9.17
233

11.61
295

19.69
500
8.19
208
311

8x6"
32.75
832

32.75
832

33.13
841

10.12
257

13.35
339

27.56
700

10.28
261
592

10x8"
39.00
991

39.00
991

39.38
1000
11.93
303

15.16
385

27.56
700

12.60
320

1056 

12x10"
44.50
1130
44.50
1130
45.13
1146
15.16
385

18.39
467

27.56
700

16.46
418

1469

14x10"
49.50
1257
49.50
1257
50.25
1276
15.16
385

18.39
467

27.56
700

16.46
418

2145

16x12"
54.50
1384
54.50
1384
55.38
1407
18.19
462

23.50
597

27.56
700

18.58
472

2746

18x14"
60.50
1537
60.50
1537
61.38
1559
20.31
516

25.79
655

27.56
700

19.96
507

3970

20x16"
65.50
1664
65.50
1664
66.38
1686
21.73
552

27.64
702

27.56
700

21.77
553

5135

20x18"
65.50
1664
65.50
1664
66.38
1686
23.31
592

29.21
742

27.56
700

23.50
597

7500

24x20"
76.50
1943
76.50
1943
77.64
1972
24.84
631

31.97
812

27.56
700

33.07
840

9450 

2x1.5"
17.75
451

17.75
451

17.88
454
5.31
135
8.54
217

27.56
700
5.12
130
87

3x2"
22.75
578

22.75
578

23.00
584
6.50
165

10.00
254

29.53
750
5.87
149
157

4x3"
26.50
673

26.50
673

26.88
683
7.87
200

10.98
279

19.69
500
6.81
173
308

6x4"
36.00
914

36.00
914

36.50
927
9.96
253

13.19
335

19.69
500
9.80
249
513

8x6"
40.25
1022
40.25
1022
40.88
1038
12.36
314

14.72
374

27.56
700

12.01
305

1027

10x8"
50.00
1270
50.00
1270
50.88
1292
14.57
370

17.80
452

27.56
700

14.45
367

1663 

12x10"
56.00
1422
56.00
1422
56.88
1445
17.80
452

23.11
587

27.56
700

18.98
482

2624

600LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
11.50
292

11.50
292

11.63
295
4.17
106
6.69
170

15.75
400
3.78
96
30

3x2"
14.00
356

14.00
356

14.13
359
4.72
120
7.40
188

19.69
500
4.53
115
46

4x3"
17.00
432

17.00
432

17.13
435
5.67
144
8.78
223

27.56
700
5.28
134
79

6x4"
22.00
559

22.00
559

22.13
562
6.65
169

10.55
268

29.53
750
6.34
161
161

8x6"
26.00
660

26.00
660

26.13
664
9.21
234

11.65
296

19.69
500
9.41
239
318

10x8"
31.00
787

31.00
787

31.13
791

10.91
277

13.70
348

19.69
500

11.02
280
527

12x10"
33.00
838

33.00
838

33.13
841

13.11
333

16.26
413

27.56
700

14.53
369
856

14x10"
35.00
889

35.00
889

35.13
892

13.11
333

16.26
413

27.56
700

14.53
369
912

16x12"
39.00
991

39.00
991

39.13
994

14.57
370

17.80
452

27.56
700

16.46
418

1353

18x14"
43.00
1092
43.00
1092
43.13
1095
15.63
397

18.86
479

27.56
700

17.56
446

1583

20x16"
47.00
1194
47.00
1194
47.25
1200
17.91
455

21.14
537

27.56
700

19.13
486

1813

20x18"
47.00
1194
47.00
1194
47.25
1200
20.79
528

26.10
663

27.56
700

21.14
537

2925

24x20"
55.00
1397
55.00
1397
55.38
1407
22.76
578

28.66
728

27.56
700

22.60
574

3714

30x24"
65.00
1651
65.00
1651
65.50
1664
26.38
670

32.28
820

27.56
700

33.98
863

5815

36x30"
82.00
2083
82.00
2083
82.63
2099
31.30
795

38.43
976

27.56
700

38.90
988

10031

40x32"
81.90
2080
85.43
2170
85.43
2170
33.23
844

40.35
1025
27.56
700

40.94
1040

13630

42x36"
85.63
2175
85.63
2175
85.63
2175

35.08 
891

42.95 
1091
27.56
700

43.27
1099

16998

48x42"
95.88
2435

95.88 
2435
95.88
2435

40.76 
1035

-
-
-
-

48.94
1243

25197

27 28



DHV Valve GroupDHV Valve Group

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Reduced Bore-Three-piece Forged Steel Body Ball Valves, TP SeriesFull Bore-Three-piece Forged Steel Body Ball Valves, TP Series

150LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
7.00
178
8.50
216
4.41
112
7.17
182

11.81
300
4.21
107
21

3x2"
8.00
203

11.13
283
4.92
125
7.83
199

15.75
400
4.53
115
27

4x3"
9.00
229

12.00
305
5.63
143
8.78
223

15.75
400
5.35
136
42

6x4"
15.50
394

18.00
457
6.54
166
9.69
246

15.75
400
6.26
159
70

8x6"
18.00
457

20.50
521
8.11
206

10.59
269

19.69
500
9.37
238
203

10x8"
21.00
533

22.00
559

10.28
261

12.76
324

19.69
500

10.98
279
328

12x10"
24.00
610

25.00
635

12.05
306

15.08
383

19.69
500

13.98
355
536

14x10"
27.00
686

30.00
762

12.05
306

15.08
383

19.69
500

13.98
355
597

16x12"
30.00
762

33.00
838

14.29
363

16.73
425

27.56
700

15.83
402
823

18x14"
34.00
864

36.00
914

15.67
398

18.11
460

27.56
700

17.32
440
968

20x16"
36.00
914

39.00
991

17.20
437

19.80
503

27.56
700

19.06
484

1282

20x18"
36.00
914

39.00
991

19.13
486

21.73
552

27.56
700

20.39
518

1830

24x20"
42.00
1067
45.00
1143
20.63
524

23.74
603

27.56
700

21.69
551

2225

30x24"
51.00
1295
55.00
1397
25.08
637

30.39
772

27.56
700

33.43
849

3487

36x30"
60.00
1524
68.00
1727
31.81
808

39.25
997

27.56
700

39.37
1000
6557

40x32"
69.00 
1753

77.00 
1956

33.86 
860

40.98 
1041

27.56 
700

40.35 
1025

10338

42x36"
70.50
1790

82.00 
2083

35.24 
895

42.68 
1084

27.56 
700

42.83 
1088

12855

48x42"
78.50 
1995

94.00 
2388

39.06 
992

46.93 
1192

39.37 
1000

47.60 
1209

18719

300LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
8.50
216
8.50
216
4.53
115
7.28
185

11.81
300
4.33
110
22

3x2"
11.13
283

11.13
283
4.84
123
7.76
197

15.75
400
4.41
112
39

4x3"
12.00
305

12.00
305
5.51
140
8.66
220

19.69
500
5.28
134
56

6x4"
15.88
403

18.00
457
6.42
163
9.96
253

19.69
500
6.14
156
98

8x6"
19.75
502

20.50
521
9.09
231

11.57
294

19.69
500
9.76
248
216

10x8"
22.38
568

22.00
559

10.28
261

12.76
324

19.69
500

11.14
283
350

12x10"
25.50
648

25.00
635

12.05
306

15.08
383

19.69
500

14.13
359
630

14x10"
30.00
762

30.00
762

12.05
306

15.08
383

19.69
500

14.13
359
705

16x12"
33.00
838

33.00
838

14.45
367

16.89
429

27.56
700

16.46
418

1027

18x14"
36.00
914

36.00
914

15.67
398

18.11
460

27.56
700

17.40
442

1441

20x16"
39.00
991

39.00
991

17.36
441

19.96
507

27.56
700

19.13
486

1914

20x18"
39.00
991

39.00
991

19.41
493

22.01
559

27.56
700

20.67
525

1996

24x20"
45.00
1143
45.00
1143
20.87
530

23.98
609

27.56
700

21.81
554

2796

30x24"
55.00
1397
55.00
1397
25.39
645

30.71
780

27.56
700

33.82
859

4707

36x30"
68.00
1727
68.00
1727
31.97
812

39.41
1001
27.56
700

38.82
986

7950

40x32"
77.00
1956
77.00
1956
33.86
860

41.30
1049
27.56
700

40.35
1025

11404

42x36"
82.00
2083
82.00
2083
34.57
878

41.69
1059
27.56
700

42.83
1088

13976

48x42"
85.50
2170
85.50
2170
39.06
992

46.93
1192
39.37
1000
47.60
1209

20332

Class
150LB
300LB
600LB
900LB

1500LB
2500LB 

Lever
≤ 6˝x4˝
≤ 6˝x4˝
≤ 6˝x4˝
≤ 4˝x3˝
≤ 4˝x3˝
≤ 3˝x2˝

Gear
≥ 8˝x6˝
≥ 8˝x6˝
≥ 8˝x6˝
≥ 6˝x4˝
≥ 6˝x4˝
≥ 4˝x3˝

C

E

LL
(RF)(RF)

H
E

F

C

F

H

L1 L2

(BW) (RTJ)

900LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
14.50
368

14.50
368

14.63
371
5.91
150
9.41
239

27.56
700
5.59
142
66

3"
15.00
381

15.00
381

15.13
384
6.10
155

10.51
267

29.53
750
5.67
144
94

4"
18.00
457

18.00
457

18.13
460
7.95
202

10.43
265

19.69
500
7.20
183
137

6"
24.00
610

24.00
610

24.13
613
9.76
248

12.80
325

19.69
500

10.12
257
377

8"
29.00
737

29.00
737

29.13
740

12.52
318

14.96
380

27.56
700

12.40
315
634

10"
33.00
838

33.00
838

33.13
841

14.33
364

16.93
430

27.56
700

16.06
408

1016

12"
38.00
965

38.00
965

38.13
968

16.54
420

19.65
499

27.56
700

18.07
459

1558

14"
40.50
1029
40.50
1029
40.88
1038
18.31
465

23.62
600

27.56
700

19.13
486

1841

16"
44.50
1130
44.50
1130
44.88
1140
19.88
505

25.20
640

27.56
700

20.28
515

2383

18"
48.00
1219
48.00
1219
48.50
1232
22.28
566

28.19
716

27.56
700

21.54
547

3192

20"
52.00
1321
52.00
1321
52.50
1334
24.13
613

30.04
763

27.56
700

31.46
799

4639

24"
61.00
1549
61.00
1549
61.75
1568
27.99
711

35.43
900

27.56
700

36.06
916

7480

30"
74.00
1880
74.00
1880
74.88
1902
33.58
853

43.15
1096
27.56
700

41.06
1043

10338

32"
80.00
2032
80.00
2032
80.90
2054
35.71
907

43.58
1107
39.37
1000
43.15
1096

12118

36"
90.00
2286
90.00
2286
91.13
2315
38.50
978

45.04
1144
39.37
1000
47.72
1212

17743

1500LB 2500LB

Description Valve Size Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
14.50
368

14.50
368

14.63
371
5.91
150
9.41
239

27.56
700
5.59
142
66

3"
18.50
470

18.50
470

18.63
473
7.40
188

11.73
298

35.43
900
6.77
172
124

4"
21.50
546

21.50
546

21.63
549
9.45
240

11.93
303

19.69
500
9.17
233
252

6"
27.75
705

27.75
705

28.00
711

10.39
264

12.83
326

27.56
700

10.47
266
528

8"
32.75
832

32.75
832

33.13
841

13.23
336

15.83
402

27.56
700

14.25
362
917

10"
39.00
991

39.00
991

39.38
1000
16.54
420

19.65
499

27.56
700

17.83
453

1487

12"
44.50
1130
44.50
1130
45.13
1146
18.58
472

23.90
607

27.56
700

18.62
473

2130

14"
49.50
1257
49.50
1257
50.25
1276
21.89
556

27.80
706

27.56
700

21.54
547

3349

16"
54.50
1384
54.50
1384
55.38
1407
23.31
592

29.21
742

27.56
700

23.35
593

4533 

18"
60.50
1537
60.50
1537
61.38
1559
24.88
632

30.79
782

27.56
700

25.08
637

6810

20"
65.50
1664
65.50
1664
66.38
1686
26.42
671

33.86
860

27.56
700

34.65
880

9895

24"
76.50
1943
76.50
1943
77.63
1972
30.98
787

40.55
1030
27.56
700

41.54
1055

15482 

2"
17.75
451

17.75
451

17.88
454
6.65
169

11.30
287

35.43
900
6.18
157
93

3"
22.75
578

22.75
578

23.00
584
7.99
203

10.43
265

19.69
500
8.35
212
228

4"
26.50
673

26.50
673

26.88
683

10.08
256

12.52
318

19.69
500
9.80
249
433

6"
36.00
914

36.00
914

36.50
927

13.70
348

16.30
414

27.56
700

13.50
343
884

8"
40.25
1022
40.25
1022
40.88
1038
15.75
400

18.86
479

27.56
700

15.63
397

1527

10"
50.00
1270
50.00
1270
50.88
1292
19.37
492

24.69
627

27.56
700

20.55
522

2362

12"
56.00
1422
56.00
1422
56.88
1445
23.31
592

29.21
742

27.56
700

22.24
565

3565

600LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
11.50
292

11.50
292

11.63
295
4.92
125
8.07
205

19.69
500
4.65
118
33

3"
14.00
356

14.00
356

14.13
359
5.63
143
9.02
229

27.56
700
5.35
136
61

4"
17.00
432

17.00
432

17.13
435
6.93
176

11.38
289

29.53
750
6.50
165
125

6"
22.00
559

22.00
559

22.13
562
9.29
236

11.77
299

19.69
500
9.65
245
285

8"
26.00
660

26.00
660

26.13
664

10.71
272

13.74
349

19.69
500

11.34
288
453

10"
31.00
787

31.00
787

31.13
791

13.54
344

15.98
406

27.56
700

15.83
402
783

12"
33.00
838

33.00
838

33.13
841

15.16
385

17.76
451

27.56
700

16.93
430

1082

14"
35.00
889

35.00
889

35.13
892

16.65
423

19.25
489

27.56
700

17.99
457

1403

16"
39.00
991

39.00
991

39.13
994

18.39
467

21.50
546

27.56
700

19.80
503

1838

18"
43.00
1092
43.00
1092
43.13
1095
21.26
540

26.57
675

27.56
700

21.57
548

2793

20"
47.00
1194
47.00
1194
47.25
1200
22.60
574

28.50
724

27.56
700

22.76
578

3572

24"
55.00
1397
55.00
1397
55.38
1407
27.09
688

32.99
838

27.56
700

34.69
881

5933

30"
65.00
1651
65.00
1651
65.50
1664
32.68
830

40.12
1019
27.56
700

40.28
1023
8212

32"
70.00
1778
70.00
1778
70.63
1794
34.61
879

41.73
1060
27.56
700

42.32
1075

10531

36"
82.00
2083
82.00
2083
82.63
2099
36.46
926

46.02
1169
27.56
700

44.65
1134

13753

40"
81.90
2080
85.43
2170
85.43
2170
41.34
1050

-
-
-
-

47.17
1198

18637 

42"
85.63
2175
85.63
2175
85.63
2175
42.13
1070

-
-
-
-

50.31
1278

22622

48"
95.88
2435
95.88
2435
95.88
2435
47.87
1216

-
-
-
-

52.60
1336

31300

29 30



DHV Valve GroupDHV Valve Group31 32

900LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
14.50
368

14.50
368

14.63
371
4.72
120
7.56
192

19.69
500
4.72
120
54

3x2"
15.00
381

15.00
381

15.13
384
5.91
150
9.41
239

27.56
700
5.59
142
74

4x3"
18.00
457

18.00
457

18.13
460
6.10
155

10.51
267

29.53
750
5.67
144
115

6x4"
24.00
610

24.00
610

24.13
613
7.95
202

10.43
265

19.69
500
7.20
183
198

8x6"
29.00
737

29.00
737

29.13
740
9.76
248

12.80
325

19.69
500

10.12
257
468

10x8"
33.00
838

33.00
838

33.13
841

12.52
318

14.96
380

27.56
700

12.40
315
749

12x10"
38.00
965

38.00
965

38.13
968

14.33
364

16.93
430

27.56
700

16.06
408

1200

14x10"
40.50
1029
40.50
1029
40.88
1038
14.33
364

16.93
430

27.56
700

16.06
408

1389

16x12"
44.50
1130
44.50
1130
44.88
1140
16.54
420

19.65
499

27.56
700

18.07
459

1811

18x14"
48.00
1219
48.00
1219
48.50
1232
18.31
465

23.62
600

27.56
700

19.13
486

2069

20x16"
52.00
1321
52.00
1321
52.50
1334
19.88
505

25.20
640

27.56
700

20.28
515

2931

20x18"
52.00
1321
52.00
1321
52.50
1334
22.28
566

28.19
716

27.56
700

21.54
547

3770

24x20"
61.00
1549
61.00
1549
61.75
1568
24.13
613

30.04
763

27.56
700

31.46
799

4827

30x24"
74.00
1880
74.00
1880
74.88
1902
27.99
711

35.43
900

27.56
700

36.06
916

7558

36x30"
90.00
2286
90.00
2286
91.13
2315
33.58
853

43.15
1096
27.56
700

41.06
1043

13035

1500LB 2500LB

Description Valve Size Valve Size

Flanged End L
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
14.50
368

14.50
368

14.63
371
4.72
120
7.56
192

19.69
500
4.72
120
54

3x2"
18.50
470

18.50
470

18.63
473
5.91
150
9.41
239

27.56
700
5.59
142
90

4x3"
21.50
546

21.50
546

21.63
549
7.40
188

11.73
298

35.43
900
6.77
172
176

6x4"
27.75
705

27.75
705

28.00
711
9.45
240

11.93
303

19.69
500
9.17
233
348

8x6"
32.75
832

32.75
832

33.13
841

10.39
264

12.83
326

27.56
700

10.47
266
663

10x8"
39.00
991

39.00
991

39.38
1000
13.23
336

15.83
402

27.56
700

14.25
362

1183

12x10"
44.50
1130
44.50
1130
45.13
1146
16.54
420

19.65
499

27.56
700

17.83
453

1645

14x10"
49.50
1257
49.50
1257
50.25
1276
16.54
420

19.65
499

27.56
700

17.83
453

2402

16x12"
54.50
1384
54.50
1384
55.38
1407
18.58
472

23.90
607

27.56
700

18.62
473

3076

18x14"
60.50
1537
60.50
1537
61.38
1559
21.89
556

27.80
706

27.56
700

21.54
547

4446

20x16"
65.50
1664
65.50
1664
66.38
1686
23.31
592

29.21
742

27.56
700

23.35
593

5751

20x18"
65.50
1664
65.50
1664
66.38
1686
24.88
632

30.79
782

27.56
700

25.08
637

8400

24x20"
76.50
1943
76.50
1943
77.63
1972
26.42
671

33.86
860

27.56
700

34.65
880

10584

2x1.5"
17.75
451

17.75
451

17.88
454
5.51
140
8.74
222

27.56
700
5.31
135
97

3x2"
22.75
578

22.75
578

23.00
584
6.65
169

11.30
287

35.43
900
6.18
157
176

4x3"
26.50
673

26.50
673

26.88
683
7.99
203

10.43
265

19.69
500
8.35
212
345

6x4"
36.00
914

36.00
914

36.50
927

10.08
256

12.52
318

19.69
500
9.80
249
575

8x6"
40.25
1022
40.25
1022
40.88
1038
13.70
348

16.30
414

27.56
700

13.50
343

1150

10x8"
50.00
1270
50.00
1270
50.88
1292
15.75
400

18.86
479

27.56
700

15.63
397

1863

12x10"
56.00
1422
56.00
1422
56.88
1445
19.37
492

24.69
627

27.56
700

20.55
522

2939

600LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
11.50
292

11.50
292

11.63
295
4.25
108
7.24
184

15.75
400
4.02
102
32

3x2"
14.00
356

14.00
356

14.13
359
4.92
125
8.07
205

19.69
500
4.65
118
49

4x3"
17.00
432

17.00
432

17.13
435
5.63
143
9.02
229

27.56
700
5.35
136
85

6x4"
22.00
559

22.00
559

22.13
562
6.93
176

11.38
289

29.53
750
6.50
165
172

8x6"
26.00
660

26.00
660

26.13
664
9.29
236

11.77
299

19.69
500
9.65
245
340

10x8"
31.00
787

31.00
787

31.13
791

10.71
272

13.74
349

19.69
500

11.34
288
564

12x10"
33.00
838

33.00
838

33.13
841

13.54
344

15.98
406

27.56
700

15.83
402
916

14x10"
35.00
889

35.00
889

35.13
892

13.54
344

15.98
406

27.56
700

15.83
402
976

16x12"
39.00
991

39.00
991

39.13
994

15.16
385

17.76
451

27.56
700

16.93
430

1448

18x14"
43.00
1092
43.00
1092
43.13
1095
16.65
423

19.25
489

27.56
700

17.99
457

1694

20x16"
47.00
1194
47.00
1194
47.25
1200
18.39
467

21.50
546

27.56
700

19.80
503

1940

20x18"
47.00
1194
47.00
1194
47.25
1200
21.26
540

26.57
675

27.56
700

21.57
548

3130

24x20"
55.00
1397
55.00
1397
55.38
1407
22.60
574

28.50
724

27.56
700

22.76
578

3974

30x24"
65.00
1651
65.00
1651
65.50
1664
27.09
688

32.99
838

27.56
700

34.69
881

6222

36x30"
82.00
2083
82.00
2083
82.63
2099
32.68
830

40.12
1019
27.56
700

40.28
1023

10733

40x32"
81.90 
2080

85.43 
2170

85.43 
2170

34.61 
879

41.73 
1060

27.56 
700

42.32 
1075

14584

42x36"
85.63 
2175

85.63 
2175

85.63 
2175

36.46 
926

46.02 
1169

27.56 
700

44.65 
1134

18188

48x42"
95.88 
2435

95.88 
2435

95.88 
2435

42.13 
1070

-
-
-
-

50.31 
1278

26961

Trunnion Mounted Ball Valves

Specifications
Size Range:

Pressure Range:

End Connection:

Bore:

Seat Piston:

Operation:

Material:

Isolation Valve Features:

2" ~ 48"

150LB ~ 2500LB

Flanged end / Butt welding end

Full bore / Reduced bore

Single piston / Double piston

Manual operation, Actuated operation

Body: Carbon steel, Stainless steel, Duplex Stainless steel, etc.

Trim: Carbon steel+ENP, Alloy steel+ENP, Stainless steel, 

          Duplex stainless steel, etc.

DBB: Two SPE (Single Piston Effect) seats

DIB-1: Two DPE (Double Piston Effect) seats

DIB-2: One SPE seat and one DPE seat

Basic Design:

Face to Face:

Flange End:

Butt Welding End:

Test and Inspection:

Fire-safe Test:

Fugitive Emission Test:

Type Testing for FE:

API 6D, ASME B16.34, API 608 

Compliance Is Optional From The Factory

ASME B16.10, API 6D for class ≥

600LB. For 150LB and 300LB, 

In Compliance With Dimensions of 600LB

ASME B16.5 (up to 24"),

ASME B16.47 series A (26" and above)

ASME B16.25

API 6D, API 598

API 6FA or API 607

ISO 15848-2

ISO 15848-1, API 641
Manufacturing to NACE latest version on request 

CSA Z245.15 latest version compliance is available

Applicable Standards

One-piece Cast Steel Body Top Entry Ball Valves
Trunnion Mounted Ball Valves

Reduced Bore-Three-piece Forged Steel Body Ball Valves, TP Series

Note: Additional sizes and pressure classes are available upon request.



DHV Valve GroupDHV Valve Group

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
One-piece Cast Steel Body Top Entry Ball Valves, 4" and BelowOne-piece Cast Steel Body Top Entry Ball Valves

General Note: Structure shown in the illustration is a typical, 
other configurations are available upon request.

Top entry design offers easy on-line mainte-
nance.

ISO mounting pad for various actuators. 
(Not applicable for lever operated valves.)

Anti-Blowout stem & double O-ring seals.

Stem injection fitting for lubrication and emer-
gency sealant.

Seat injection fitting with internal check valve 
for lubrication and emergency sealant.

O-ring & gasket combination provides a tight 
seal.

Self-lubricating bearing reduces operating 
torque.

Spring loaded seats with secondary metal to 
metal  fire-safe seal.

Smooth electroless nickel plated or solid S.S. 
ball for tight seal and low operational torque.

Drain fitting for double block & bleed and 
on-line testing.

Size 6" and above

Size 4" and below

Typical Structure
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DHV Valve GroupDHV Valve Group

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
One-piece Cast Steel Body Top Entry Ball ValvesOne-piece Cast Steel Body Top Entry Ball Valves, 6" and Above

 Material Specification 
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No. Description Carbon Steel Stainless Steel

 Material Specification 

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17a

17b

18

19

20

21

22

23

24

25

26

27

28

29

30

Body

Bonnet

Ball

Seat

Seat Insert

Stem

Top Flange

Trunnion

Stop Plate

Handle Adapter

Spring

Anti-Static Device

Pin

Vent Fitting

Drain Fitting

Sealant Injection Fitting

Sealant Injection Fitting

Check Valve

Thrust Washer

Fire-safe Seal

Gasket

Gasket

O-ring

O-ring

O-ring

O-ring

Bearing

Bearing

Stud

Nut

Bolt

A216 WCB

A105

A105

A105

A105

A105

A105

      Alloy Steel

A193 B7

A194 2H

A193 B7

A995 4A

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A193 B8MLCuN

A194 8MLCuNa

A193 B8MLCuN

A351 CF8M

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

  Stainless Steel

A193 B8M

A194 8M

A193 B8M

No. Description Carbon Steel Stainless Steel
A352 LCC

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A320 L7

A194 7

A320 L7

R-PTFE / Nylon / Devlon / PEEK

Carbon Steel

Carbon Steel

Inconel

Stainless Steel

Assembly

Assembly

Assembly

Assembly

Assembly

R-PTFE / Metal Backed PTFE

Graphite

Metal & Flexible Graphite

Metal & Flexible Graphite

As Page 48 O-Ring Material

As Page 48 O-Ring Material

As Page 48 O-Ring Material

As Page 48 O-Ring Material

Metal Backed PTFE

Metal Backed PTFE

Bolt

Stop Bolt

Bolt

Bolt

Locking Pin

Handle

Snap Ring

Anti-Static Device

Anti-Static Device

Gearbox

Lifting Lug

Key

Thrust Washer

Stud

Nut

Washer

A193 B7

A193 B7

A193 B7

A193 B7

      Carbon Steel

      

      Carbon Steel

A193 B7

A194 2H

      Carbon Steel

A193 B8M

A193 B8M

A193 B8M

A193 B8M

  Stainless Steel

  

  Stainless Steel

A193 B8M

A194 8M

  Stainless Steel

A320 L7

A320 L7

A320 L7

A320 L7

A320 L7

A194 7

A193 B8MLCuN

A193 B8MLCuN

A193 B8MLCuN

A193 B8MLCuN

A193 B8MLCuN

A194 8MLCuNa

Carbon Steel

Stainless Steel

Stainless Steel

Carbon Steel

Carbon Steel

Carbon Steel

R-PTFE

Note: Materials listed are based on typical configurations, other materials can be provided 
          upon request.

35 36

Options:

Pup Piece End Extended Stem Cryogenic  Design



DHV Valve GroupDHV Valve Group

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
One-piece Cast Steel Body Top Entry Ball ValvesOne-piece Cast Steel Body Top Entry Ball Valves

150LB / 300LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
11.50
292

11.50
292
5.31
135
7.76
197

15.75
400
3.54
90
32

3"
14.00
356

14.00
356
5.71
145
8.39
213

19.69
500
4.53
115
57

4"
17.00
432

17.00
432
7.17
182

10.39
264

19.69
500
5.51
140
95

6"
22.00
559

22.00
559

10.31
262

12.83
326

19.69
500
6.69
170
199

8"
26.00
660

26.00
660

12.05
306

14.49
368

19.69
500
8.07
205
371 

10"
31.00
787

31.00
787

13.31
338

16.10
409

19.69
500
9.45
240
509 

12"
33.00
838

33.00
838

14.33
364

17.56
446

27.56
700

11.42
290
689

14"
35.00
889

35.00
889

17.01
432

20.16
512

27.56
700

12.60
320
995

16"
39.00
991

39.00
991

17.99
457

21.22
539

27.56
700

13.78
350

1367

18"
43.00
1092
43.00
1092
18.82
478

22.05
560

27.56
700

15.16
385

1742 

20"
47.00
1194
47.00
1194
20.94
532

24.17
614

27.56
700

16.54
420

1932 

24"
55.00
1397
55.00
1397
22.83
580

28.15
715

27.56
700

20.47
520

2984

30"
65.00
1651
65.00
1651
29.92
760

37.05
941

27.56
700

24.02
610

5074

32"
70.00
1778
70.00
1778
31.65
804

38.78
985

27.56
700

25.00
635

6383

36"
82.00
2083
82.00
2083
34.96
888

42.09
1069
27.56
700

27.36
695

8201

40"
81.90
2080
85.43
2170
37.83
961

45.71
1161
39.37
1000
29.33
745

11518

42"
85.63
2175
85.63
2175
40.04
1017
47.91
1217
39.37
1000
30.12
765

13602

48"
95.90
2435
95.90
2435
44.53
1131
52.40
1331
39.37
1000
32.28
820

20353 

600LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
11.50
292

11.50
292

11.61
295
5.04
128
7.99
203

19.69
500
3.74
95
37 

3"
14.00
356

14.00
356

14.13
359
5.83
148
9.76
248

27.56
700
4.53
115
60

4"
17.00
432

17.00
432

17.13
435
7.01
178

10.83
275

29.53
750
5.91
150
99

6"
22.00
559

22.00
559

22.13
562

10.59
269

13.39
340

19.69
500
7.48
190
203

8"
26.00
660

26.00
660

26.13
664

13.07
332

15.87
403

19.69
500
8.66
220
375

10"
31.00
787

31.00
787

31.13
791

15.51
394

18.66
474

19.69
500

10.63
270
601

12"
33.00
838

33.00
838

33.13
841

15.94
405

19.17
487

27.56
700

11.42
290
842

14"
35.00
889

35.00
889

35.13
892

17.44
443

20.67
525

27.56
700

12.99
330

1210

16"
39.00
991

39.00
991

39.13
994

19.09
485

22.32
567

27.56
700

14.37
365

1545

18"
43.00
1092
43.00
1092
43.13
1095
21.85
555

27.17
690

27.56
700

16.54
420

2128

20"
47.00
1194
47.00
1194
47.25
1200
23.82
605

29.72
755

27.56
700

18.11
460

2783

24"
55.00
1397
55.00
1397
55.38
1407
27.56
700

33.46
850

27.56
700

21.46
545

3935

30"
65.00
1651
65.00
1651
65.50
1664
32.95
837

40.08
1018
27.56
700

24.61
625

6795

32"
70.00
1778
70.00
1778
70.63
1794
34.49
876

41.61
1057
27.56
700

25.98
660

7912

36"
82.00
2083
82.00
2083
82.63
2099
38.23
971

46.10
1171
27.56
700

28.35
720

11385

40"
81.90
2080
85.43
2170
85.43
2170
41.38
1051

-
-
-
-

29.92
760

13686

42"
85.63
2175
85.63
2175
85.63
2175
43.82
1113

-
-
-
-

30.91
785

15965

L

H
F

E

L

H
E

C

F

C

L1 L2

(BW) (RTJ)(RF)
(RF)

Class
150LB
300LB
600LB
900LB

1500LB
2500LB

       Lever
≤ 4˝
≤ 4˝
≤ 4˝
≤ 3˝
≤ 3˝
≤ 2˝

≤ 6˝x4˝
≤ 6˝x4˝
≤ 6˝x4˝
≤ 4˝x3˝
≤ 4˝x3˝
≤ 3˝x2˝

       Gear
≥ 6˝
≥ 6˝
≥ 6˝
≥ 4˝
≥ 4˝
≥ 3˝

≥ 8˝x6˝
≥ 8˝x6˝
≥ 8˝x6˝
≥ 6˝x4˝
≥ 6˝x4˝
≥ 4˝x3˝
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900LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
14.50
368

14.50
368

14.63
371
5.83
148
8.86
225

27.56
700
4.72
120
47

3"
15.00
381

15.00
381

15.13
384
8.11
206

11.69
297

29.53
750
5.31
135
99

4"
18.00
457

18.00
457

18.13
460

11.10
282

13.46
342

19.69
500
6.69
170
180

6"
24.00
610

24.00
610

24.13
613

12.64
321

15.43
392

19.69
500
8.07
205
387

8"
29.00
737

29.00
737

29.13
740

14.69
373

17.91
455

27.56
700
9.84
250
720

10"
33.00
838

33.00
838

33.13
841

16.22
412

19.45
494

27.56
700

11.42
290
900

12"
38.00 

965
38.00 

965
38.13 

968
17.76 
451 

20.98 
533 

27.56 
700 

12.99 
330 

1170 

14"
40.50
1029
40.50
1029
40.88
1038
19.29
490

24.61
625

27.56
700

13.78
350

1526

16"
44.50
1130
44.50
1130
44.88
1140
20.75
527

26.06
662

27.56
700

14.96
380

2304

18"
48.00
1219
48.00
1219
48.50
1232
22.36
568

28.27
718

27.56
700

16.73
425

3060

20"
52.00 
1321

52.00 
1321
52.50
1334

24.09 
612 

30.00 
762 

27.56 
700 

18.11 
460 

3960 

24"
61.00
1549
61.00
1549
61.75
1568
31.10
790

38.23
971

27.56
700

23.82
605

6480

30"
74.00
1880
74.00
1880
74.88
1902
34.57
878

42.44
1078
27.56
700

26.57
675

11588

32"
80.00
2032
80.00
2032
80.90
2054
36.22
920

44.09
1120
39.37
1000
28.35
720

14355

36"
90.00
2286
90.00
2286
91.13
2315
45.47
1155
52.01
1321
39.37
1000
32.68
830

18540

150LB / 300LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

4x3"
17.00 

432
17.00 

432
5.71 
145 
8.39 
213 

19.69 
500 
5.51 
140
72 

3x2"
14.00
356

14.00
356

5.31 
135 
7.76
197 

15.75 
400 
4.53 
115
42

2x1.5"
11.50 
292 

11.50 
292 
4.06 
103 
6.57 
167 

15.75 
400 
3.43 

87
26

6x4"
22.00 

559
22.00 

559
7.17 
182 

10.39 
264 

19.69 
500 
6.69 
170
140 

8x6"
26.00 

660
26.00 

660
10.31 
262 

12.83 
326 

19.69 
500 
8.07 
205
271 

10x8"
31.00 

787
31.00 

787
12.05 
306 

14.49 
368 

19.69 
500 
9.45 
240
418 

12x10"
33.00 

838
33.00 

838
13.31 
338 

16.10 
409 

19.69 
500 

11.42 
290
548 

14x10"
35.00 

889
35.00 

889
13.31 
338 

16.10 
409 

19.69 
500 

12.60 
320
598 

16x12"
39.00 

991
39.00 

991
14.33 

364
17.56 

446
27.56 

700
13.78 

350
740

18x14"
43.00 
1092

43.00 
1092

17.01 
432

20.16 
512

27.56 
700

15.16 
385

1205 

20x16"
47.00 
1194

47.00 
1194

17.99 
457 

21.22 
539 

27.56 
700 

16.54 
420

1685 

20x18"
47.00 
1194

47.00 
1194

18.82 
478

22.05 
560

27.56 
700

16.54 
420

1806

24x20"
55.00 
1397

55.00 
1397

20.94 
532 

24.17 
614 

27.56 
700 

20.47 
520

2304 

30x24"
65.00 
1651

65.00 
1651

22.81 
580

28.15 
715

27.56 
700

24.02 
610

3592

36x30"
82.00 
2083

82.00 
2083

29.92 
760

37.05 
941

27.56 
700

27.36 
695

6132

40x32"
81.90
2080
85.43
2170
31.65
804

38.78
985

27.56
700

29.33
745

8951

42x36"
85.63
2175
85.63
2175
34.96
888

42.09
1069
27.56
700

30.12
765

10902

48x42"
95.90
2435
95.90
2435
40.04
1017
47.91
1217
39.37
1000
32.28
820

16978

Description Valve Size Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

RTJ L2

Height F

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2"
14.50 

368
14.50 

368
14.63 

371
5.83 
148 
8.86 
225 

27.56 
700 
4.72 
120
50 

3"
18.50
470

18.50
470

18.63
473
6.69
170

10.71
272

29.53
750
5.71
145
138

4"
21.50 

546
21.50 

546
21.63 

549
11.93 
303 

14.37 
365 

19.69 
500 
6.89 
175
250 

6"
27.75 

705
27.75 

705
28.00 

711
13.43 
341 

16.65 
423 

19.69 
500 
8.27 
210
540 

8"
32.75 

832
32.75 

832
33.13 

841
15.83 
402 

18.94 
481 

27.56 
700 

10.04 
255
990

10"
39.00 

991
39.00 

991
39.38 
1000

17.72 
450 

20.94 
532 

27.56 
700 

12.20 
310 
1294

12"
44.50 
1130

44.50 
1130

45.13 
1146

23.15 
588 

28.46 
723 

27.56 
700 

14.37 
365 

1815 

14"
49.50 
1257

49.50 
1257 
50.25 
1276

24.49 
622 

30.39 
772 

27.56 
700 

15.75 
400 

2351 

16"
54.50 
1384

54.50 
1384

55.38 
1407

25.12 
638 

31.02 
788 

27.56 
700 

17.52 
445 
3501

18"
60.50 
1537

60.50 
1537

61.38 
1559

26.34 
669 

32.24 
819 

27.56 
700 

19.29 
490 
4590

20"
65.50 
1664

65.50 
1664

66.38 
1686

28.94 
735 

36.06 
916 

27.56 
700 

20.67 
525 
6010

24"
76.50 
1943

76.50 
1943

77.63 
1972

32.36 
822 

39.49 
1003 
27.56 
700 

24.41 
620 

10530

2"
17.75 

451
17.75 

451
17.88 

454
8.43 
214 

12.32 
313 

29.53 
750 
5.12 
130 
108 

3"
22.75 

578
22.75 

578
23.00 

584
9.65 
245 

12.87 
327 

19.69 
500 
6.50 
165 
221 

4"
26.50 

673
26.50 

673
26.88 

683
12.32 
313 

15.16 
385 

19.69 
500 
7.48 
190 
423 

6"
36.00 

914
36.00 

914
36.50 

927
14.13 
359 

16.50 
419 

27.56 
700 

10.04 
255 
843 

8"
40.25 
1022

40.25 
1022

40.88 
1038

16.85 
428 

20.08 
510 

27.56 
700 

11.42 
290 

1269 

10"
50.00 
1270

50.00 
1270

50.88 
1292

20.00 
508 

25.31 
643 

27.56 
700 

13.78 
350 

2340 

12"
56.00
1422
56.00
1422
56.88
1445
23.39
594

29.29
744

27.56
700

15.75
400

3780 

2500LB1500LB



DHV Valve GroupDHV Valve Group39 40

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Fully Welded Ball ValvesOne-piece Cast Steel Body Top Entry Ball Valves

Specifications
Size Range:

Pressure Range:

End Connection:

Bore:

Seat Piston:

Operation:

Material:

Isolation Valve Features:

2" ~ 32"

150LB ~ 2500LB

Flanged end / Butt welding end

Full bore / Reduced bore

Single piston / Double piston

Manual operation, Actuated operation

Body: Carbon steel, Stainless steel, Duplex Stainless steel, etc.

Trim: Carbon steel+ENP, Alloy steel+ENP, Stainless steel, 

          Duplex stainless steel, etc.

DBB: Two SPE (Single Piston Effect) seats

DIB-1: Two DPE (Double Piston Effect) seats

DIB-2: One SPE seat and one DPE seat

Basic Design:

Face to Face:

Flange End:

Butt Welding End:

Test and Inspection:

Fire-safe Test:

Fugitive Emission Test:

Type Testing for FE:

API 6D, API 608, ASME B16.34 

ASME B16.10, API 6D 

ASME B16.5 (up to 24"), 

ASME B16.47 series A (26" and above)

ASME B16.25 

API 6D, API 598 

API 6FA or API 607 

ISO 15848-2 

ISO 15848-1, API 641 
Manufacturing to NACE latest version on request 

CSA Z245.15 latest version compliance is available

Applicable Standards

900LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

RTJ L2

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

4x3"
18.00
457

18.00
457

18.13
460
8.11
206

11.69
297

29.53
750
6.69
170
133

6x4"
24.00
610

24.00
610

24.13
613

11.10
282

13.46
342

19.69
500
8.07
205
270

8x6"
29.00
737

29.00
737

29.13
740

12.64
321

15.43
392

19.69
500
9.84
250
526

10x8"
33.00
838

33.00
838

33.13
841

14.69
373

17.91
455

27.56
700

11.42
290
769

12x10"
38.00
965

38.00
965

38.13
968

16.22
412

19.45
494

27.56
700

12.99
330
983 

14x10"
40.50
1029
40.50
1029
40.88
1038
16.22
412

19.45
494

27.56
700

13.78
350

1280

16x12"
44.50
1130
44.50
1130
44.88
1140
17.76
451

20.98
533

27.56
700

14.96
380

1568

18x14"
48.00
1219
48.00
1219
48.50
1232
19.29
490

24.61
625

27.56
700

16.73
425

2069

20x16"
52.00
1321
52.00
1321
52.50
1334
20.75
527

26.06
662

27.56
700

18.11
460

2826

20x18"
52.00
1321
52.00
1321
52.50
1334
22.36
568

28.27
718

27.56
700

18.11
460

3335

24x20"
61.00
1549
61.00
1549
61.75
1568
24.09
612

30.00
762

27.56
700

23.82
605

5400

30x24"
74.00
1880
74.00
1880
74.88
1902
31.10
790

38.23
971

27.56
700

26.57
675

8153

36x30"
90.00
2286
90.00
2286
91.13
2315
34.57
878

42.44
1078
27.56
700

32.68
830

13595

1500LB 2500LB

Description Valve Size Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

RTJ L2

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

2x1.5"
14.50

368 

14.50

368 

14.63 

371 

4.65 

118 

8.98 

228 

19.69 

500 

4.37 

111 

50 

3x2"
18.50 

470

18.50 

470

18.63 

473

5.83 

148 

8.86 

225 

27.56 

700 

5.71 

145

89  

4x3"
21.50

546

21.50

546

21.63

549

6.69

170

10.71

272

29.53

750

6.89

175

184 

6x4"
27.75

705

27.75

705

28.00 

711

11.93 

303 

14.37 

365 

19.69 

500 

8.27 

210

375

8x6"
32.75 

832

32.75 

832

33.13 

841

13.43 

341 

16.65 

423 

19.69 

500 

10.04 

255

727 

10x8"
39.00 

991

39.00 

991

39.38 

1000

15.83 

402 

18.94 

481 

27.56 

700 

12.20 

310

1085 

12x10"
44.50 

1130

44.50 

1130

45.13

1146

17.72 

450 

20.94 

532 

27.56 

700 

14.37 

365

1477 

14x10"
49.50 

1257

49.50 

1257 

50.25

1276

17.72 

450 

20.94 

532 

27.56 

700 

15.75 

400

1996 

16x12"
54.50

1384

54.50 

1384

55.38

1407

23.15 

588

28.46 

723

27.56 

700

17.52 

445

2398

18x14"
60.50 

1537

60.50 

1537

61.38 

1559

24.49 

622

30.39 

772

27.56 

700

19.29 

490

3132

20x16"
65.50 

1664

65.50 

1664

66.38 

1686

25.12 

638

31.02 

788

27.56 

700

20.67 

525

4292

20x18"
65.50 

1664

65.50 

1664

66.38 

1686

26.34 

669

32.24 

819

27.56 

700

20.67 

525

5035

24x20"
76.50 

1943

76.50 

1943

77.63 

1972

28.94 

735

36.06 

916

27.56 

700

24.41 

620

7464

4x3"
26.50 

673

26.50 

673

26.88 

683

9.65 

245

12.87 

327

19.69 

500

7.48 

190

306 

3x2"
22.75 

578

22.75 

578

23.00 

584

8.43 

214

12.32 

313

29.53 

750

6.50 

165

156 

2x1.5"
17.75

451 

17.75

451 

17.88 

454 

6.69 

170 

9.84 

250 

27.56 

700

5.12

130 

80 

6x4"
36.00 

914

36.00 

914

36.50 

927

12.32 

313

15.16 

385

19.69 

500

10.04 

255

601 

8x6"
40.25 

1022

40.25 

1022

40.88 

1038

14.13 

359

16.50 

419

27.56 

700

11.42 

290

1003

10x8"
50.00 

1270

50.00 

1270

50.88 

1292

16.85 

428

20.08 

510

27.56 

700

13.78 

350

1714

12x10"
56.00

1422

56.00

1422

56.88

1445

20.00

508

25.31

643

27.56

700

15.75

400

2907

600LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm
in

mm
in

mm
Kg

Weld End L1

Height F

RTJ L2

Height H

Handle Length / 
Handwheel Dia C

Height E

Weight

4x3"
17.00
432

17.00
432

17.13
435
5.83
148
9.76
248

27.56
700
5.91
150
76

3x2"
15.00
381

15.00
381

15.13
384
5.83
148
8.86
225

27.56
700
5.31
135
70

3x2"
14.00
356

14.00
356

14.13
359
5.04
128
7.99
203

19.69
500
4.53
115
46

2x1.5"
14.50
368 

14.50
368 

14.63 
371 
4.65 
118 
8.98 
228 

19.69
500 
4.37 
111 
50

2x1.5"
11.50 
292 

11.50 
292 

11.61 
295 
4.06 
103 
6.57 
167 

15.75 
400 
3.43 

87
34

6x4"
22.00
559

22.00
559

22.13
562
7.01
178

10.83
275

29.53
750
7.48
190
150

8x6"
26.00
660

26.00
660

26.13
664

10.59
269

13.39
340

19.69
500
8.66
220
355

10x8"
31.00
787

31.00
787

31.13
791

13.07
332

15.87
403

19.69
500

10.63
270
465

12x10"
33.00
838

33.00
838

33.13
841

15.51
394

18.66
474

19.69
500

11.42
290
706 

14x10"
35.00
889

35.00
889

35.13
892

15.51
394

18.66
474

19.69
500

12.99
330
735

16x12"
39.00
991

39.00
991

39.13
994

15.94
405

19.17
487

27.56
700

14.37
365

1272

18x14"
43.00
1092
43.00
1092
43.13
1095
17.44
443

20.67
525

27.56
700

16.54
420

1455

20x16"
47.00
1194
47.00
1194
47.25
1200
19.09
485

22.32
567

27.56
700

18.11
460

1995

20x18"
47.00
1194
47.00
1194
47.25
1200
21.85
555

27.17
690

27.56
700

18.11
460

2335

24x20"
55.00
1397
55.00
1397
55.38
1407
23.82
605

29.72
755

27.56
700

21.46
545

3514

30x24"
65.00
1651
65.00
1651
65.50
1664
27.56
700

33.46
850

27.56
700

24.61
625

5815

36x30"
82.00
2083
82.00
2083
82.63
2099
32.95
837

40.08
1018
27.56
700

28.35
720

8805

40x32"
81.90
2080
85.43
2170
85.43
2170
34.49
876

41.61
1057
27.56
700

29.92
760

10799

42x36"
85.63
2175
85.63
2175
85.63
2175
38.23
971

46.10 
1171
27.56
700

30.91 
785

13675

Note: Additional sizes and pressure classes are available upon request.



DHV Valve GroupDHV Valve Group

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Fully Welded Ball Valves, Trunnion StructureFully Welded Ball Valves

General Note: Structure shown in the illustration is typical 
structure, other configurations are available upon request.

Fully welded body and cap. Option for welded 
gland.

ISO mounting pad for various actuators. (Not 
applicable for lever operated valves.)

Anti-Blowout stem.

Triple level stem seal design including 
fire-safe graphite packing for compliance to 
low fugitive emission requirements.

Self-lubricating bearing reduces operating 
torque.

Smooth electroless nickel plated or solid S.S. 
ball for tight seal and low operation torque.

Delta ring seat design is the most widely used 
seat structure of fully welded ball valves. 
Other seat designs are available.

Spring loaded seats with secondary metal to 
metal fire-safe seal.

Stem injection fitting for lubrication and emer-
gency sealant.

Seat injection fittings with internal check 
valves for lubrication and emergency sealant. 
The seat injection fitting is a standard design 
for valves ≥ 6".

Drain fitting for double block & bleed and 
on-line testing.

Bearing Retainer Structure

Trunnion Structure

Pup Piece End Extended Stem

Typical Structure

Optional Features

41 42

1

2

3

4

5

6

7

8

9

10

11

4

3
5

7

6

8

4

3

5
7

6

8

1

9

11

2

9
1

10

11

31
15
25
13
26
12

7

21

29
17

30

3
6

5
4

22
27

16

2

33
32

18
20

11a

11b

28

14

2
16

27
22

4
56

10

9

23

24

8

1

19



31

15

25

26

13

12

10
9

23
24

18

8

37

32

33

7

21

17

34

30
42

42

30
34

36

65
4

22
27

41

40 2 16

39

35

3

3916
4127

22
4

6 5

2

35

40

38

1

19

36

20

11a

11b

Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Fully Welded Ball ValvesFully Welded Ball Valves, Bearing Retainer Structure

 Material Specification 

36

37

38

39

40

41

42

No. Description Carbon Steel Stainless Steel

Carbon Steel

Carbon Steel

Assembly

Assembly

Assembly

As Page 48 O-Ring Material

Metal Backed PTFE

 Material Specification 

1

2

3

4

5

6

7

8

9

10

11a

11b

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32

33

34

35

Body

Cap

Ball

Seat

Wiper Ring

Delta Ring

Stem

Gland

Packing Ring

Junk Ring

Fire-safe Seal

Fire-safe Seal

Anti-blowout Ring

Packing Ring

Trunnion

Top Flange

Spring

Anti-Static Device

Pin

Drain Fitting

Sealant Injection Fitting

Thrust Washer

Fire-safe Seal

O-Ring

O-Ring

O-Ring

O-Ring

O-Ring

O-Ring

Bearing

Bearing

Bolt

Anti-Static Device

Anti-Static Device

Bearing Retainer

Lifting Lug

A105

A105

A105

A105

A105

A105

A105

A105

A105

A105

A105

      Carbon Steel

A193 B7

A105

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A182 F51

A193 B8MLCuN

A182 F51

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

A182 F316

  Stainless Steel

A193 B8M

A182 F316

No. Description Carbon Steel Stainless Steel
A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A350 LF2

A320 L7

A350 LF2

R-PTFE / Nylon / Devlon / PEEK

Viton GLT AED

Graphite

Graphite

Stainless Steel

Inconel

Stainless Steel

Assembly

Assembly

Metal Backed PTFE

Graphite

As Page 48 O-Ring Material

As Page 48 O-Ring Material

As Page 48 O-Ring Material

As Page 48 O-Ring Material

As Page 48 O-Ring Material

As Page 48 O-Ring Material

Metal Backed PTFE

Metal Backed PTFE

Stainless Steel

Stainless Steel

Carbon Steel

Support Leg

Key

Vent Fitting

Sealant Injection Fitting

Check Valve

O-Ring

Thrust Washer

Note: Materials listed are based on typical configurations, other materials can be provided 
          upon request.
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Trunnion Mounted Ball ValvesTrunnion Mounted Ball Valves
Fully Welded Ball ValvesFully Welded Ball Valves

150LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm

Weld End L1

Height F

Height E

2"
7.00
178
8.50
216

4.65 
118
4.53
115

3"
8.00
203

11.13
283
5.39
137
5.71
145

4"
9.00
229

12.00 
305

6.18 
157

7.62 
194 

6"
15.50
394

18.00
457
8.86
225
9.69
246

8"
18.00
457

20.50
521

10.39
264

11.42
290

10"
21.00
533

22.00
559

11.93
303

12.83
326

12"
24.00
610

25.00
635

13.74
349

14.96
380

14"
27.00
686

30.00
762

14.72
374

15.55
395

16"
30.00
762

33.00
838

16.30
414

17.32
440

18"
34.00
864

36.00
914

18.15
461

19.09
485

20"
36.00
914

39.00
991

19.76
502

20.87
530

30"
51.00
1295
55.00
1397
28.46
723

29.72
755

32"
54.00
1372
60.00
1524
29.92
760

31.30
795

24"
42.00
1067
45.00
1143
23.31
592

24.41
620

300LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm

Weld End L1

Height F

Height E

2"
8.50 
216

8.50 
216

4.65 
118

4.53 
115 

3"
11.13
283

11.13
283
5.39
137
5.71
145

4"
12.00 

305
12.00 

305
6.18 
157

7.62 
194 

6"
15.88
403

18.00
457
8.86
225
9.69
246

8"
19.75
502

20.50
521

10.39
264

11.42
290

10"
22.38
568

22.00
559

11.93
303

12.83
326

12"
25.50
648

25.00
635

13.74
349

14.96
380

14"
30.00
762

30.00
762

14.72
374

15.55
395

16"
33.00
838

33.00
838

16.30
414

17.32
440

18"
36.00
914

36.00
914

18.15
461

19.09
485

20"
39.00
991

39.00
991

19.76
502

20.87
530

30"
55.00
1397
55.00
1397
28.46
723

29.72
755

24"
45.00
1143
45.00
1143
23.31
592

24.41
620

32"
60.00
1524
60.00
1524
29.92
760

31.30
795

600LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm

Weld End L1

RTJ L2

Height F

Height E

2"
11.50 

292
11.50 

292
11.63 

295
5.20 
132 
4.69 
119 

3"
14.00 

356
14.00 

356
14.13 

359
6.02 
153 
6.10 
155 

4"
17.00 

432
17.00 

432
17.13 

435
7.68
195 
8.03 
204 

6"
22.00
559

22.00
559

22.13
562
9.37
238
9.92
252

8"
26.00
660

26.00
660

26.13
664

10.75
273

11.73
298

10"
31.00
787

31.00
787

31.13
791

12.28
312

12.99
330

12"
33.00
838

33.00
838

33.13
841

14.09
358

15.55
395

14"
35.00
889

35.00
889

35.13
892

15.31
389

16.34
415

16"
39.00
991

39.00
991

39.13
994

16.89
429

18.11
460

18"
43.00
1092
43.00
1092
43.13
1095
19.25
489

19.88
505

20"
47.00
1194
47.00
1194
47.25
1200
20.91
531

21.18
538

30"
65.00
1651
65.00
1651
65.50
1664
29.37
746

30.71
780

24"
55.00
1397
55.00
1397
55.38
1407
24.72
628

25.20
640

32"
70.00
1778
70.00
1778
70.63
1794
30.83
783

32.87
835

900LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm

Weld End L1

RTJ L2

Height F

Height E

2"
14.50 

368
14.50 

368
14.63 

371
5.47 
139

4.53 
115

3"
15.00 

381
15.00 

381
15.13 

384
6.10 
155

5.20 
132

4"
18.00 

457
18.00 

457
18.13 

460
7.40 
188

6.34 
161

6"
24.00 

610
24.00 

610
24.13 

613
9.84 
250

10.43
265

8"
29.00
737

29.00
737

29.13
740

11.54
293

12.60
320

10"
33.00
838

33.00
838

33.13
841

13.31
338

15.16
385

12"
38.00
965

38.00
965

38.13
968

16.10
409

16.93
430

14"
40.50
1029
40.50
1029
40.88
1038
17.95
456

17.91
455

16"
44.50
1130
44.50
1130
44.88
1140
19.65
499

18.70
475

18"
48.00
1219
48.00
1219
48.50
1232
21.93
557

20.08
510

20"
52.00
1321
52.00
1321
52.50
1334
23.66
601

22.13
562

30"
74.00
1880
74.00
1880
74.88
1902
32.01
813

32.28
820

24"
61.00
1549
61.00
1549
61.75
1568
27.09
688

25.51
648

32"
80.00
2032
80.00
2032
80.90
2054
34.13
867

33.86
860

1500LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm

Weld End L1

RTJ L2

Height F

Height E

2"
14.50 

368
14.50 

368
14.63 

371
5.47
139

4.53 
115

3"
18.50
470

18.50
470

18.63
473
6.89
175
5.67
144

4"
21.50
546

21.50
546

21.63
549
9.37
238
7.80
198

6"
27.75
705

27.75
705

28.00
711

10.31
262

10.71
272

8"
32.75
832

32.75
832

33.13
841

12.13
308

12.99
330

10"
39.00
991

39.00
991

39.38
1000
15.35
390

16.06
408

12"
44.50
1130
44.50
1130
45.13
1146
18.39
467

17.52
445

14"
49.50
1257
49.50
1257
50.25
1276
20.51
521

18.70
475

16"
54.50
1384
54.50
1384
55.38
1407
21.93
557

19.69
500

18"
60.50
1537
60.50
1537
61.38
1559
23.50
597

20.55
522

20"
65.50
1664
65.50
1664
66.38
1686
25.04
636

22.44
570

24"
76.50
1943
76.50
1943
77.63
1972
29.02
737

25.79
655

2500LB

Description Valve Size

Flanged End L in
mm
in

mm
in

mm
in

mm
in

mm

Weld End L1

RTJ L2

Height F

Height E

2"
17.75
451

17.75
451

17.88
454
6.69
170
5.47
139

3"
22.75
578

22.75
578

23.00
584
8.07
205
6.42
163

4"
26.50
673

26.50
673

26.88
683

10.16
258
9.41
239

6"
36.00
914

36.00
914

36.50
927

12.56
319

11.61
295

8"
40.25
1022
40.25
1022
40.88
1038
14.76
375

14.06
357

10"
50.00
1270
50.00
1270
50.88
1292
17.99
457

18.58
472

12"
56.00
1422
56.00
1422
56.88
1445
21.93
557

20.28
515

L
(RF)

E
F

L2

(BW) (RTJ)
L1

L
(RF)

E
F
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Materials Pressure-Temperature Chart

Temperature

Operators
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R-PTFE-P = PEEK + PTFE               R-PTFE-CP = PEEK + RPTFE
Please consult with a DHV representative for further details.

Pr
es

su
re

 (P
SI

)

Pressure-Temperature Chart 

ISO 5211 Flange Type for Trunnion Mounted Ball Valves - Soft Seat
ClassSize 150LB

-
-
-

F14
F14
F16
F25
F25
F25
F25
F30
F35
F40
F40

300LB
-
-
-

F14
F14
F16
F25
F25
F25
F25
F30
F35
F40
F40

600LB
-
-

F12
F14
F16
F25
F25
F25
F30
F35
F35
F35
F40
F48

900LB
-

F12
F14
F16
F25
F25
F30
F35
F35
F35
F35
F40
F48
F60

1500LB
-

F14
F14
F25
F25
F30
F35
F35
F35
F35
F40
F48

-
-

2500LB
F14
F25
F25
F25
F30
F35
F35

-
-
-
-
-
-
-

2"
3"
4"
6"
8"
10"
12"
14"
16"
18"
20"
24"
30"
36"

R-PTFE-P

R-PTFE-CP

Low Temperature Limits
Body Material
WCB/WCC/A105
LCB/LCC/LF2
CF8M/F316
CF8/F304

O-Ring Material
VITON B
VITON GLT
BUNA N
EPDM
AFLAS
HNBR (ED Resistant)

°F
-20
-50
-320
-320

°F
-20
-50
-15
-60
+32
-50

°C
-29
-46
-196
-196

°C
-29
-46
-26
-51
0

-46

Seat Material
R-PTFE
R-PTFE-P
R-PTFE-CP
NYLON(PA12)
NYLON-M
PTFE
PEEK
DEVLON

°F
-100
-100
-100
-50
-20
-100
-148
-50

°C
-73
-73
-73
-46
-29
-73
-100
-46

Note: Data listed above is for reference only. For detailed product data, please consult DHV.

DHV trunnion mounted ball valves are available in a variety of manual and actuated operator configurations. These 
options include: gearboxes, electric actuators, pneumatic actuators, hydraulic actuators, and more.

Handle

Electric Actuator

Hydraulic Actuator Gas-over-oil Actuator

Electric Actuator with Gearbox Pneumatic Acturator

Gearbox



Terms & ConditionsTerms & Conditions
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