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Introduction

Quality is our commitment, while competitive price and timely delivery is our promise.

From the beginning, the DHV name has become associated with quality in every step of our
manufacturing process. For the past decades our customers worldwide have trusted us to pro-
vide them with consistent and reliable valve products in their most severe and critical service.
We at DHV are proud of our ability to meet the stringent requirements of Refining, Gas/Qil, Pipeline,
Petrochemical and Power Plant.

DHYV Butterfly Valves are designed, manufactured and tested to the latest manufacturing specif-
ications of the American & International Standards Organizations. We welcome your challenges

and look forward to serving your critical project needs.
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DHYV Figure Numbers
\_J Butterfly Valves

Pressure Class

1 =Class 150

2 = Class 300 End Connections
3 = Class 600 Body Material F = Raised Face Flanged End

4=PN6 0=ASTM A216 WCB P = Plain Flat Face Flanged End
5=PN 10 1 =ASTM A216 WCC R = Ring Type Joint End
6=PN 16 5 = ASTM A352 LCB B = Buttwelding End
7=PN25 3=ASTM A352 LCC W = Wafer Type
8=PN40 4=ASTM A351 CF8M L =Lug Type
5=ASTM A351 CF8 D = Double Flange Type
6 = ASTM A351 CF3M X = Other Type End Connection

7 =ASTM A351 CF3
8 =ASTM A890 4A
X = Special

1 = Concentric Butterfly Valves
2 = Double Offset Butterfly Valves
3 = Tripple Offset Butterfly Valves

8”Concentric Butterfly Valve, Class

Code ! 150, WCB body & bonnet, Wafer

w— Vol Type, with 316ss Trim, EPDM seat,
= Butt
utterily Valves Gear Operated.

|
Example:8-WB110W31-GO

Trim Material
1=410SS
2 =304SS
3=316SS
4 =Duplex S.S. Operator
5 = Super Duplex S.S. . None = Lever
6 = Cast Iron Seat Material =
: CO = Chain Wheel Operator
7 = Ductile Iron 1 = EPDM
8 = Monel 2 = VITON GO = Gear Operator
9 = Bronze 3 =NBR BS = Bare Stem
X = Special 4 = PTFE EM = Electric Motor Operator
5 = NEOPRENE PA = Pneumatic Actuator
6 = HYPALON HA = Hydraulic Actuator
7 = Stainless+PTFE
8 = Stainless+Graphite

9 = Metal Seated
X = Special

DHV Valve Group 2




@® Triple Oftset Buttertly Valve

Applicable Standards
Basic Design:  API 609, EN 593

Face to Face: ASME B16.10, APl 609, EN 558
Flange End: ASME B16.5 (up to 24"),
ASME B16.47 series A or B (26" and above)
EN 1092
Test and Inspection: APl 598, EN 12266
Fire-safe Test: APl 607
Fugitive Emission Test:  1SO 15848-2
Type Testing for FE:  1SO 15848-1, API 641

Manufacturing to NACE latest version on request

Specifications
Size Range: 2" ~42"

Pressure Range: 150LB ~ 600LB
End Connection: Double Flange / Lug / Wafer / Butt-Weld
Bore: Full bore
Operation: Manual operation, Actuated operation
Material: Body: Carbon steel, Stainless steel, etc.
Disc: Carbon steel, Stainless steel, etc.
Seat: Metal to Metal, Metal+Graphite

Note: Additional sizes and pressure classes are available upon request.
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@® Triple Offset Butterﬂg;lﬂzg

Triple Offset Butterfly Valve

Yoke designed as per ISO 5211 to
allow for the easy installation of
gear box and actuators.

AP| 622 packing is provided to
ensure excellent low emission
performance.

Upper extended bearing design
reduces shaft friction to achieve
lower torque.

Laminated Seal:

Replaceable graphite & stainless
steel assures zero leakage. Easy seal
ring maintenance and replacement.

Hard-faced integral seat provides
long life and reduces maintenance
frequency.

Lower extended bearing design
reduces shaft friction to achieve
lower torque.

Shaft retainer for blow out protection.

DHV Valve Group 4
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Triple Offset Butterfly Valve

Material List

Material Specification

No.| Description Material
1 Body ASTM A216 WCB
2 End cover ASTM A105
3 Stem ASTM A182 F316
4 Ring Retainer ASTM A105
5 Seal ring LAMINATED 316+FLEXIBLE GRAPHITE
6 Disc ASTM A216 WCB
7 Yoke ASTM A216 WCB
8 Packing Gland ASTM A216 WCB
9 Bushing 316 NITRIED
10 Bushing 316 NITRIED
11 Split Collar ASTM A276 410
12 Gear ASTM A216 WCB
13 Straight Pin STAINLESS STEEL
14 Hex Screw STAINLESS STEEL
15 Hex Screw STAINLESS STEEL
16 [Spiral Wound Gasket| 316+FLEXIBLE GRAPHITE
17 Packing FLEXIBLE GRAPHITE
18 Bolt ASTM A193 B7
19 Nut ASTM A194 2H
20 Flat Washer CARBON STEEL
21 Bolt ASTM A193 B7
22 Nut ASTM A194 2H
23 Bolt ASTM A193 B7
24 Nut ASTM A194 2H
25 Flat Washer CARBON STEEL
26 Key CARBON STEEL
27 Straight Pin STAINLESS STEEL

General Note: Materials shown in the table are typical configurations, a

variety of other material configurations are available according to

requir ts. Please

details.

It a DHV repr ive for further
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DY, Triple Offset Butterfly Valve

Flanged Type Dimensions

ast
150LB
Lo Valve Size
Description 3" 4" 6" 8" 10" 12" 14" 16" 18" 20" 24" 28" 30" 32" 36"
Short |mm|[ 114 127 140 152 165 178 190 216 202 229 267 292 908 318 330
Di':e;';ion Pattern | in 4.49 5.00 5.51 5.98 6.50 7.01 7.48 8.50 8.74 9.02 10.51 1150 | 35.75 1252 | 12.99
L Long |mm| 203 229 267 292 330 356 381 406 432 457 508 610 610 660 711
Pattern | in 7.99 9.02 10.51 11.50 12.99 1402 | 1500 [ 1598 | 17.01 17.99 | 20.00 | 24.02 | 24.02 2598 | 27.99
H mm| 472 520 653 773 880 989 1044 1142 1228 1337 1554 1456 1541 1611 1743
. in | 1858 2047 | 2571 | 30.43 34.65 3894 | 4110 | 4496 | 4835 | 5264 | 61.18 | 57.32 | 60.67 63.43 | 68.62
Height 1 mm| 350 388 475 565 640 71 780 826 887 959 1100 956 991 1036 1103
in | 13.78 1528 | 1870 | 22.24 25.20 2.80 30.71 3252 | 3492 | 3776 | 43.31 37.64 | 39.02 40.79 | 43.43
Handwheel D mm| 203 203 305 460 460 810 356 457 810 762 762 315 400 400 400
Dia in 7.99 7.99 12.01 18.11 18.11 31.89 | 14.02 | 17.99 | 31.89 [ 30.00 | 30.00 1240 | 15.75 15.75 | 15.75
Weight Kg 15.4 23 33 50 73 108 143 186 234 277 408 653 816 914 1157
Ib 34.0 50.7 72.8 110.2 160.9 238.1 3153 | 410.1 515.9 610.7 | 899.5 | 1439.6 | 1799.0 | 2015.0 | 2550.7
Lo Valve Size
Description 3" 4" 6" 8" 10" 12" 14" 16" 18" 20" 24" 28" 30" 32" 36"
Short |mm|[ 180 190 210 230 250 270 290 310 330 350 390 - - - -
Dinfe;';on Pattern | in 7.09 7.48 8.27 9.06 9.84 1063 | 1142 [ 1220 | 12.99 13.78 | 15.35 - - - -
L Long |mm| 282 305 403 419 457 502 762 838 914 991 1143 - - - -
Pattern [ in | 11.10 12.01 | 15.87 16.50 17.99 19.76 | 30.00 [ 3299 | 3598 | 39.02 | 45.00 - - - -
H mm| 378 421 543 628 855 812 | 885.00 951 1106 1308 1445 1495 1535 1575 1605
) in | 14.88 16.57 | 21.38 | 24.72 33.66 31.97 | 34.84 | 37.44 | 4354 51.50 | 56.89 | 58.86 | 60.43 62.01 63.19
Height i mm| 253 274 351 392 480 515 555 690 636 685 934 1039 1060 1120 1190
in 9.96 10.79 | 13.82 15.43 18.90 2028 | 21.85 | 2717 | 25.04 | 26.97 | 36.77 | 40.91 41.73 44.09 | 46.85
Handwheel b mm| 152 305 305 305 610 610 610 356 356 356 688 686 686 686 686
Dia in 5.98 1201 | 12.01 12.01 24.02 24.02 | 24.02 14.02 | 14.02 1402 | 27.09 | 27.01 27.01 27.01 27.01
Weight Kg 29 39 54 84 118 170 231 299 390 499 726 1360 1429 1757 2223
Ib 63.9 86.0 119.0 185.2 260.1 3748 | 509.3 | 659.2 859.8 | 1100.1 [ 1600.5 | 2998.3 | 3150.4 | 3873.5 | 4900.8
600LB
Lo Valve Size
Description 4" 6" 8" 10" 12" 14" 16" 18" 20" 24"
E-F. L mm 190 210 230 250 270 290 310 330 350 390
Dimension in 7.48 8.27 9.06 9.84 10.63 11.42 12.20 12.99 13.78 15.35
H mm 520 635 700 975 1115 1145 1195 1315 1475 1635
Height in 20.47 25.00 27.56 38.39 43.90 45.08 47.05 51.77 58.07 64.37
Hi mm 340 400 440 660 755 770 780 855 975 1075
in 13.39 15.75 17.32 25.98 29.72 30.31 30.71 33.66 38.39 42.32
Handwheel b mm 300 500 600 600 700 750 750 750 750 750
Dia in 11.81 19.69 23.62 23.62 27.56 29.53 29.53 29.53 29.53 29.53
Weight Kg 77 141 203 335 440 570 695 1055 1261 1640
Ib 169.8 310.8 447.5 738.5 970.0 1256.6 1532.2 2325.9 2780.0 3615.5
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DY, Triple Offset Butterfly Valve

Wafer / Lug Type Dimensions

T
s
150LB
L. Valve Size
Description 3" 4" 6" 8" 10" 12" 14" 16" 18" 20" 24" 30" 36"
E-F mm 48 57 58 64 71 81 92 102 114 127 154 167 184
Dimension L in 1.89 2.24 2.28 2,52 2.80 3.19 3.62 4.02 4.49 5.00 6.06 6.57 7.24
H mm 320 342 415 510 567 665 739 825 910 990 1210 1453 1775
Height in 12.60 13.46 16.34 20.08 22.32 26.18 29.09 32.48 35.83 38.98 47.64 57.20 69.88
1 mm 185 195 243 263 295 342 385 430 469 500 618 875 939
in 7.28 7.68 9.57 10.35 11.61 13.46 15.16 16.93 18.46 19.69 24.33 34.45 36.97
Handwheel b mm 160 160 300 400 400 600 600 600 800 800 800 400 400
Dia in 6.30 6.30 11.81 15.75 15.75 23.62 23.62 23.62 31.50 31.50 31.50 15.75 15.75
Wafer Kg 9 11 17 25 40 61 82 123 150 204 300 454 762
Weight Ib 19.8 24.3 37.5 55.1 88.2 134.5 180.8 271.2 330.7 449.7 661.4 1000.9 1679.9
Lug Kg 9 14 20 31 49 79 107 150 182 253 398 490 771
Ib 19.8 30.9 44.1 68.3 108.0 174.2 235.9 330.7 401.2 557.8 877.4 1080.3 1699.7
300LB
o Valve Size
Description 3" 4" 6" 8" 10" 12" 14" 16" 18" 20" 24" 30" 36"
CF-F. L mm 48 54 59 73 83 92 117 133 149 159 181 254 305
Dimension in 1.89 2.13 2.32 2.87 3.27 3.62 4.61 5.24 5.87 6.26 7.13 10.00 12.01
H mm 320 342 415 510 567 665 739 825 910 990 1210 1937 2198
Height in 12.60 13.46 16.34 20.08 22.32 26.18 29.09 32.48 35.83 38.98 47.64 76.26 86.54
Hi mm 185 195 243 263 295 342 385 430 469 500 618 1180 1298
in 7.28 7.68 9.57 10.35 11.61 13.46 15.16 16.93 18.46 19.69 24.33 46.46 51.10
Handwheel b mm 160 160 300 400 400 600 600 600 800 800 800 600 600
Dia in 6.30 6.30 11.81 15.75 15.75 23.62 23.62 23.62 31.50 31.50 31.50 23.62 23.62
Wafer Kg 13.5 18 28 49 68 109 186 264 297 363 454 816 1429
Weight Ib 29.8 39.7 61.7 108.0 149.9 240.3 410.1 582.0 654.8 800.3 1000.9 1799.0 3150.4
Lug Kg 15.5 21 34 60 88 117 207 308 408 468 748 1338 2154
Ib 34.2 46.3 75.0 132.3 194.0 257.9 456.4 679.0 899.5 1031.8 1649.0 606.9 4748.7
600LB
L Valve Size
Description 4" 6" 8" 10" 12" 14" 16" 18" 20" 24"
CF-F. L mm 64 78 102 117 140 155 178 200 216 232
Dimension in 2.52 3.07 4.02 4.61 5.51 6.10 7.01 7.87 8.50 9.13
H mm 520 635 700 975 1115 1145 1195 1315 1475 1635
Height in 20.47 25.00 27.56 38.39 43.90 45.08 47.05 51.77 58.07 64.37
mm 340 400 440 660 755 770 780 855 975 1075
H in 13.39 15.75 17.32 25.98 29.72 30.31 30.71 33.66 38.39 42.32
Handwheel b mm 300 500 600 600 700 750 750 750 750 750
Dia in 11.81 19.69 23.62 23.62 27.56 29.53 29.53 29.53 29.53 29.53
Water Kg 40 81 113 186 275 318 430 555 725 990
Weight Ib 88.2 178.6 2491 4101 606.3 701.1 948.0 1223.6 1598.3 2182.6
Lug Kg 50 91 142 235 347 518 630 833 1080 1381
b 110.2 200.6 313.1 518.1 765.0 1142.0 1388.9 1836.4 2381.0 3044.6
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Doy

Double Offset Butterfly Valve

Applicable Standards

Basic Design:
Face to Face:

Flange End:

Test and Inspection:
Fire-safe Test:

Fugitive Emission Test:
Type Testing for FE:
Manufacturing to NACE latest version on request

API 609, EN 593

ASME B16.10, API 609, EN 558

ASME B16.5 (up to 24"),

ASME B16.47 series Aor B

(26" and above)

EN 1092

API 598, EN 12266
API 607

ISO 15848-2

ISO 15848-1, API 641

Specifications

Size Range:
Pressure Range:
End Connection:

Bore:
Operation:

Material:

21 ~ 48"
150LB ~ 600LB

Double Flange / Lug / Wafer

Full bore

Manual operation, Actuated operation
Body: Carbon steel, Stainless steel, etc.
Disc: Carbon steel, Stainless steel, etc.
Seat: Rubber, PTFE, etc

Note: Additional sizes and pressure classes are available upon request.

DHV Valve Group




fouw. Double Offset Butterfly Valve

Y

Design Features

Double Offset Butterfly Valve

Yoke designed as per ISO 5211 to
allow for the easy installation of
gear box and actuators.

Standard PTFE V-packing is provided.
AP| 622 packing is available when
low emission conditions are required.

Bi-directional sealing performance.
Removable seat for easy maintenance.

Double offset design minimizes seat
wear and provides lower operating
torque.

Sealing performance is obtained
through positive mechanical torque,
and does not rely on line pressure.

DHV Valve Group




Doy

Double Offset Butterfly Valve

Material List

Material Specification

No.| Description Material
1 Body ASTM A216 WCB
2 End cover ASTM A105
3 Stem ASTM A182 F316
4 Disc ASTM A216 WCB
5 Seal ring PTFE
6 Pressure ring STAINLESS STEEL
7 Yoke ASTM A216 WCB
8 Packing Gland ASTM A216 WCB
9 Bushing 316 NITRIED
10 Bushing 316 NITRIED
11 Split Collar ASTM A276 410
12 Gear ASTM A216 WCB
13 Straight Pin STAINLESS STEEL
14 | Hex,-socket Screw STAINLESS STEEL
15 | Hex,-socket Screw STAINLESS STEEL
16 |[Spiral Wound Gasket| 316+FLEXIBLE GRAPHITE
17 Packing FLEXIBLE GRAPHITE
18 Bolt ASTM A193 B7
19 Nut ASTM A194 2H
20 Flat Washer CARBON STEEL
21 Bolt ASTM A193 B7
22 Nut ASTM A194 2H
23 Bolt ASTM A193 B7
24 Nut ASTM A194 2H
25 Flat Washer CARBON STEEL
26 Key CARBON STEEL
27 Pin STAINLESS STEEL
28 Washer STAINLESS STEEL

General Note: Materials shown in the table are typical configurations, a

variety of other material configurations are available according to

C

requir ts. Please c

li aDHpr:

details.

DHV Valve Group

ive for further
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Double Offset Butterfly Valve

Flanged Type Dimensions

L
150LB

L Valve Size
Description
2o | 3" | 4 | s | e | 8" | 10" | 12" | 14" | 16" | 18" | 20" | 24" | 28" | 30" | 32" | 36" | 40" | as"
F-F. L mm| 108 | 114 | 127 | 140 | 140 | 152 | 165 | 178 | 190 | 216 | 222 | 229 | 267 | 202 | 318 | 318 | 330 | 410 | 470
Dimension in | 425 | 449 | 500 | 551 | 551 | 5.98 | 6.50 | 7.01 | 7.48 | 8.50 | 8.74 | 9.02 [10.51 [11.50 | 12.52 [12.52 | 12.99 | 16.14 | 18.50
mm| 82 | 90 | 105 [ 120 | 135 | 193 | 255 | 290 | 300 | 335 | 375 | 395 | 470 | 480 | 515 | 540 | 610 | 685 | 800
H Uin 323 | 354 | 413 | 472 | 531 | 7.60 | 10.04 | 11.42 | 11.81| 13.19 | 14.76 | 15.55 | 18.50 | 18.90 | 20.28 |21.26 | 24.02 | 26.97 | 31.50
Helght Wy M| 163 | 175 | 203 | 235 | 250 | 205 | 340 | 370 | 523 | 555 625 | 678 | 775 | 940 | 990 [1010 | 1110 | 1225 | 1360
in [642 | 6.89 | 7.99 | 9.25 | 9.84 | 11.6113.39 | 14.57 | 20.59 | 21.85 | 24.61 | 26.69 |30.51 |37.01 | 38.98 [39.76 | 43.70 [ 48.23 | 53.54
pp Mm| 40 | 50 | 50 | 45 | 40 | 60 | 60 | 60 | 80 | 90 | 90 | 90 | 90 | 90 | 105 | 105 | 120 | 125 | 150
in 157 | 197 |1.97 | 177 | 157 | 236 | 2.36 | 2.36 | 3.15 | 3.54 | 354 | 354 | 354 |3.54 | 413 | 413 | 472 | 492 | 5.91
] Kg| s 11 | 15 | 20 | 22 | 55 | 80 | 135 | 150 | 215 | 310 | 385 | 550 | 580 | 800 | 930 | 1015 [ 1145 | 2505
Weight Ib | 17.6 | 243 | 331 | 44.1 | 485 | 121.3|176.4 | 297.6 | 330.7 | 474.0 | 683.4 | 848.8 [1212.5 [1278.7|1763.7[2050.3 |2237.7|2524.3|5522.5
300LB 600LB
. Valve Size Valve Size
Description
2o | 3" | a | s | e | 8" | 10" | 12" | 14" | 16" | 18" | 20" | 24" | 3" | a4 | & | & | 10" | 12"
E-F L |mm| 108 | 114 | 127 | 140 | 140 | 152 | 165 | 178 | 190 | 216 | 222 | 229 | 267 [ 180 | 190 | 210 | 230 | 250 | 270
Dimension in [425 | 449 | 500 | 551 | 551 | 598 | 6.50 | 7.01 | 7.48 | 850 | 8.74 | 9.02 |10.51 | 7.09 | 7.48 | 8.27 | 9.06 | 9.84 |10.63
mm| 82 | 100 | 113 | 130 | 150 | 235 | 200 | 308 | 350 | 365 | 418 | 430 | 505 | 100 | 125 | 165 | 255 | 310 | 350
H Uin 323 | 5904 | 445 | 512 | 591 | 925 |11.42 | 12.13 | 13.78 | 14.37 | 16.46 | 16.93 | 19.88 | 3.94 | 492 | 650 |10.04 |12.20 | 13.78
Height Wy [Mm| 160 | 189 | 231 | 259 276 | 340 | 415 | 450 | 600 | 791 | 808 | 789 | 869 | 300 | 345 | 475 | 480 | 650 | 670
in | 6.30 | 7.44 | 9.09 | 10.20|10.87 | 13.39 | 16.34 | 18.07 | 23.62 | 31.14 [ 31.81 | 31.06 | 34.21 |11.81 | 13.58 [18.70 |18.90 |25.59 | 26.38
o MMf 40 | 50 | 50 | 45 | 40 | 60 | 60 | 60 | 80 | 90 | 90 | 90 | 90 | 65 | 65 | 90 | 100 | 120 | 120
in|157 | 197 | 197 | 177 | 157 | 236 | 2.36 | 2.36 | 3.15 | 3.54 | 354 | 354 | 354 | 256 | 256 | 354 | 394 | 472 | 472
Weight Kg| 14 | 18 | 20 | 28 | 35 | 62 | 74 | 110 | 260 | 331 | 530 | 675 1121 | 23 | 44 | 108 | 125 | 220 | 305
Ib | 30.9 | 39.7 | 441 | 61.7 | 77.2 | 136.7 | 163.1 | 242.5 | 573.2 | 729.7 [1168.4|1488.1[2471.4] 50.7 | 97.0 |238.1 |275.6 |485.0 |672.4
11
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Double Offset Butterfly Valve

Flanged Type Dimensions

S N ‘
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150LB
., Valve Size
Description
v | 3" | a4 | s | 6" | & | 10" | 12" | 14" | 16" | 18" | 20" | 24" | 28" | 30" | 32" | 36" | 40" | 48"
F-F L |mm| 43 | 48 | 54 | 57 | 57 | 64 | 71 | 81 | 92 | 102 | 114 | 127 | 154 | 165 | 190 | 190 | 203 | 216 | 254
Dimension in 169 | 1.89 | 213 | 224 | 2.24 | 252 | 2.80 | 3.19 | 3.62 | 4.02 | 4.49 | 5.00 | 6.06 |6.50 | 7.48 | 7.48 | 7.99 | 8.50 | 10.00
mm| 82 | 90 | 105 | 120 | 135 | 193 | 255 | 200 | 300 | 335 | 375 | 395 | 470 | 480 | 515 | 540 | 610 | 685 | 800
H Tin|s23 | 354 | 413 | 472 | 531 | 7.60 | 10.04 | 11.42 | 11.81| 13.19 | 14.76 | 15.55 | 18.50 | 18.90 | 20.28 | 21.26 | 24.02 | 26.97 | 31.50
Helght Wy |Mm| 163 | 175 | 203 | 25 | 260 | 295 | 340 | 370 | 523 | 555 | 625 | 678 | 775 | 940 | 990 | 1010 | 1110 | 1225 | 1360
in | 642 | 6.89 | 7.99 | 9.25 | 9.84 | 11.61|13.39 | 14.57 | 20.59 | 21.85 | 24.61 | 26.69 [30.51 [37.01 [38.98 [39.76 |43.70 |48.23 | 53.54
hp Imm| 40 | 50 | 50 | 45 | 40 | 60 | 60 | 60 | 80 | 90 | 90 | 90 | 90 | 90 | 105 | 105 | 120 | 125 | 150
in|157 | 197 | 197 | 177 | 157 | 236 | 2.36 | 2.36 | 3.15 | 3.54 | 3.54 | 3.54 | 354 | 354 | 413 | 413 | 472 | 4.92 | 5.91
Waer K9| 5 7 | 11 15 | 15 | 24 | 40 | 50 | 80 | 103 | 150 | 190 | 285 | 340 | 505 | 500 | 675 | 1050 | 1840
Weight Ib|11.0 | 15.4 | 243 | 33.1 | 33.1 | 52.9 | 88.2 | 110.2 | 176.4 | 227.1 | 330.7 | 418.9 [628.3 [749.6 [1113.3[1300.7 [1488.1 |2314.8|4056.5
Lug Kg| 7 10 | 11 15 | 15 | 30 | 45 | 71 | 100 | 146 | 190 | 145 | 375 | 485 | 655 | 750 | 815 | 1050 | 1840
Ib | 154 | 220 | 243 | 331 | 33.1 | 66.1 | 99.2 | 156.5 | 220.5 | 321.9 | 418.9 [ 319.7 [826.7 [1069.2|1444.01653.5[1796.7 [2314.8|4056.5
.. Valve Size Valve Size
Description
2o | 3 | a4 | s | 6" | 8 | 10" | 12" | 14" | 16" | 18" | 20" | 24" | 3" | a4 | &' | 8" | 10" | 12
F-F. L |mm| 43 | 48 | 54 | 59 | 59 | 73 | 83 | 92 | 117 | 133 | 149 | 159 | 181 | 54 | 64 | 78 | 102 | 117 | 140
Dimension in|169 | 1.89 | 213 | 232 | 232 | 2.87 | 3.27 | 3.62 | 461 | 5.24 | 587 | 6.26 | 7.13 [ 213 | 252 | 3.07 | 402 | 461 | 551
mm| 82 | 100 | 110 | 130 | 150 | 235 | 290 | 305 | 350 | 370 | 415 | 425 | 500 | 100 | 125 | 165 | 255 | 310 | 350
H Tin|s25 | 504 | 433 | 512 | 591 | 925 | 11.42 | 12.01 | 13.78 | 1457 | 16.34 | 16.73 | 19.69 | 3.94 | 492 | 6.50 |10.04 | 12.20 | 13.78
Height Wy |Mm| 163 | 190 | 205 | 25 | 260 | 320 | 395 | 45 | 650 | 765 | 775 | 845 | 965 | 300 | 345 | 475 480 | 650 | 670
in | 6.42 | 7.48 | 8.07 | 9.25 | 9.84 | 12.60|15.55 | 17.91 | 25.59 | 30.12 | 30.51 | 33.27 [37.99 [11.81 [ 13.58 [18.70 | 18.90 |25.59 | 26.38
hp Imm| 40 | 50 | 50 | 45 | 40 | 60 | 60 | 60 | 80 | 90 | 90 | 90 | 90 | 65 | 65 | 90 | 100 | 120 | 120
in|157 | 197 | 197 | 177 | 157 | 236 | 2.36 | 2.36 | 3.15 | 3.54 | 3.54 | 3.54 | 354 256 | 256 | 3.54 | 3.94 | 472 | 4.72
water K9] 7 10 |12 | 14 | 18 | 35 | 40 | 43 | 125 | 139 | 252 | 284 | 509 | 10 | 20 | 49 | 70 | 110 | 165
Weight Ib | 154 | 220 | 265 | 30.9 | 39.7 | 77.2 | 88.2 | 94.8 | 275.6 | 306.4 | 555.6 | 626.1 [1122.1| 22.0 | 44.1 |108.0 |154.3 | 242.5 | 363.8
Lug Kg| 11 | 13 | 17 | 20 | 23 | 45 | 50 | 73 | 190 | 240 | 390 | 490 | 830 [ 15 | 35 | 71 | 92 | 160 | 215
Ib | 243 | 287 | 375 | 441 | 50.7 | 99.2 | 110.2 | 160.9 | 418.9 | 529.1 | 859.8 [1080.3[1829.8[ 33.1 | 77.2 |156.5 |202.8 |352.7 | 474.0
DHV Valve Group 12




@ Concentric Butterfly Valve

Applicable Standards
Basic Design: APl 609, EN 593, GB/T 12238

Face to Face: ASME B16.10, EN 558, GB/T 12221
Flange End: ASME B16.5 (up to 24"),
ASME B16.47 series A or B
(26" and above)
EN 1092, GB/T 9124
Test and Inspection: APl 598, EN 12266, GB/T 13927
Fire-safe Test: APl 607

Manufacturing to NACE latest version on request

Specifications
Size Range: 2" ~ 80"

Pressure Range: PN6/PN10/PN16/ PN25, 125LB / 150LB
End Connection: Double Flange / Lug / Wafer
Bore: Full bore
Operation: Manual operation, Actuated operation
Material: Body: Cast Iron, Ductile Iron,
Carbon steel, Stainless steel, etc.
Disc: Cast Iron, Ductile Iron, Carbon steel, Stainless steel, etc.
Seat: EPDM, NBR, PTFE, VITON, SILICON

Note: Additional sizes and pressure classes are available upon request.
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Concentric Butterfly Valve

Design Features

Doy

Concentric Butterfly Valve

The indicator plate has multiple opening
angles ranging to 90 degrees, which is
convenient to locate the gate.

Top flange as per ISO 5211 to allow
for the easy installation of gear box
and actuators.

‘.Iwmm‘

O-rings provide positive stem sealing
performance.

Note: Alternative packing solutions
available.

Dual stem design reduces valve
operating torque.

Upper and lower bearings minimize
operating torque.

The semi-circular butterfly plate
design reduces operating torque
and promotes extended service life.

The seal ring is supported to
achieve disassembly and prevent
leakage of the seal ring. The seal
ring extends to the end of the body
and is installed without additional
gaskets.

DHV Valve Group 14




ouv, Concentric Butterfly Valve

Material List

Material Specification

No.| Description Material
1 Body ASTM A216 WCB
2 End Plate ASTM A216 WCB
3 Seat Ring NBR
4 Support Ring PHENOLIC ALDEHYDE
5 Disc ASTM A216 WCB
6 Lower Stem ASTM A182 F316
7 Upper Stem ASTM A182 F316
8 Bushing STAINLESS STEEL
9 Gland STAINLESS STEEL
10 Indicate Plate STAINLESS STEEL
11 Bolt ASTM A193 B7
12 Nut ASTM A194 2H
13 Washer CARBON STEEL
14 0O-Ring NBR

15 O-Ring NBR

16 Key CARBON STEEL
17 Lever ASTM A126 B

General Note: Materials shown in the table are typical configurations, a
variety of other material configurations are available according to
requir . Please It a DHV repr ive for further

Ci
details.
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Concentric Butterfly Valve

Flanged Type Dimensions
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PN10/PN16

. . Valve Size
Description
o | o420 3 4 5 6" a" | 10" | 12" | 14" | 16" | 18" | 20" | 24" | 28" | 32" | 36" | 40" | 48"
F-F mm| 108 | 112 [ 114 | 127 | 140 | 140 | 152 | 165 | 178 | 190 | 216 | 222 | 229 | 267 | 292 | 318 | 330 | 410 | 470
Dimension L

in| 425 [ 441|449 | 500 | 551 | 551 | 598 | 6.50 | 7.01 | 7.48 | 8.50 | 8.74 | 9.02 |10.51 | 11.50 [12.52 [12.99 | 16.14 | 18.50
mm| 83 93 100 114 | 125 | 143 | 170 | 198 | 223 | 279 | 300 | 345 | 355 | 410 500 | 550 | 625 | 690 | 800
in | 327 [ 366|394 | 449 | 492 | 563 | 6.69 | 7.80 | 8.78 | 10.98 | 11.81 [ 13.58 |13.98 |16.14 | 19.69 |21.65 [24.61 |27.17 | 31.50
mm| 120 [ 130 | 145 155 | 170 | 190 | 205 | 235 | 280 | 310 | 340 | 375 | 430 | 500 560 | 620 | 685 | 735 | 917
in| 472 [ 512 | 571 | 6.10 | 6.69 | 7.48 | 8.07 | 9.25 | 11.02 | 12.20 | 13.39 [ 14.76 |16.93 |19.69 |22.05 |24.41 (26.97 | 28.94 | 36.10
H2 mm| 32 32 32 32 32 32 40 40 40 45 512 | 51.2 | 64.2 | 70.2 80 80 118 | 142 | 154
In|126 | 126 (126 | 1.26 [ 1.26 | 1.26 | 1.57 [ 1.57 | 1.57 | 1.77 [ 2.02 | 2.02 | 253 | 2.76 | 3.15 | 3.15 | 4.65 | 5.59 | 6.06
Kg 8 10 11 14 18 22 35 51 67 107 | 139 | 190 | 232 | 350 - - - - -
Ib |17.6 | 22.0 | 24.3 | 30.9 | 39.7 | 485 | 77.2 |112.4 | 147.7 | 285.9 | 306.4 | 418.9 |511.5 |771.6 - - - - -

Height H1

Weight

150LB
L. Valve Size
Description
o | o420 3 4 | gn 6" a" | 10" | 12" | 14" | 16" | 18" | 20" | 24" | 28" | 32" | 36" | 40" | 48"
E-F L |mm 108 | 112 | 114 | 127 | 140 | 140 | 152 | 165 | 178 | 190 | 216 | 222 | 229 | 267 | 292 | 318 | 330 | 410 | 470
Dimension

in| 425 [ 441|449 | 500 | 551 | 551 | 598 | 6.50 | 7.01 | 7.48 | 8.50 | 8.74 | 9.02 |10.51 | 11.50 [12.52 [12.99 | 16.14 | 18.50
mm| 75 90 95 115 |127.5| 140 [ 172.5]| 202.5(243.5 | 267.5| 300 | 345 | 380 | 445 490 | 541 617 | 677 | 790

in| 295 | 354|374 | 453 | 5.02 | 551 | 6.79 | 7.97 | 959 |10.53 | 11.81 [ 13.58 |14.96 |17.52 | 19.29 21.30 |24.29 | 26.65 | 31.10
mm| 120 [ 127.5] 135 162 | 190 200 | 230 | 255 [ 290 | 330 | 360 [ 385 | 430 | 495 540 | 590 | 670 | 735 | 845

in| 472 [ 502 | 531 | 6.38 | 7.48 | 7.87 | 9.06 |10.04 | 11.42 | 12.99 | 14.17 [ 15.16 |16.93 |19.49 |21.26 |23.23 (26.38 | 28.94 | 33.27
H2 mm| 40 40 40 40 40 45 45 60 60 80 80 95 95 95 100 | 125 | 125 [ 125 | 150
In | 157 | 157 (157 | 157 [ 157 | 1.77 | 1.77 | 236 | 2.36 | 3.15 | 3.15 | 3.74 | 3.74 | 3.74 | 3.94 | 492 | 492 | 492 | 591
Kg| 75 10 11 14 18 22 35 51 80 129 | 167 | 228 | 278 | 420 530 - - - -
Ib | 1655 [ 22.0 | 24.3 | 30.9 | 39.7 | 485 | 77.2 |112.4 | 176.4 | 284.4 | 368.2 [ 502.6 |612.9 |925.9 [1168.4| - - - -

Height H1

Weight
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Concentric Butterfly Valve

Wafer / Lug Type Dimensions
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PN16 /Class 150 — Lug Type
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., Valve Size
Description
2" |21/2*| 3" | av | 5 | 6" | 8 | 10" | 12" | 14" | 16" | 18" | 20" | 24" | 28" | 32" | 36" | 40" | 48"
F-F L |mm| 43 | 46 | 46 | 52 | 56 | 56 | 60 | 68 | 78 | 78 | 102 | 114 | 127 | 154 | 165 | 190 | 203 | 216 | 254
Dimension in|169 [ 181 | 1.81 | 205 | 220 | 220 | 2.36 | 268 | 3.07 | 3.07 | 4.02 | 449 | 5.00 | 6.06 | 6.50 | 7.48 | 7.99 | 8.50 | 10.00
mm| 82 | 88 | 97 | 114 | 127 | 140 | 174 | 200 | 224 | 257 | 290 | 325 | 380 | 428 | 470 | 530 | 590 | €55 | 745
H in {323 | 346 | 382 | 449 | 500 | 551 | 6.85 | 7.67 | 8.82 | 10.12| 11.42 | 12.80 | 14.96 |16.85 | 18.50 | 20.87 | 23.23 | 25.79 | 29.33
Height o [ 133 | 144 | 148 | 168 | 182 | 205 | 244 | 232 | 260 | 293 | 330 | 510 | 565 | 595 | 680 | 735 | 815 | 885 | 950
in 524 | 567|583 | 661|717 | 807 | 961 | 9.13 |10.24 | 11.54 | 12.99 | 20.08 |22.24 |23.43 | 26.77 | 28.94 |32.09 | 34.84 | 37.40
Hp |MM| 40 | 40 | 40 | 40 | 40 | 45 | 45 | 60 | 60 | 80 | 80 | 95 | 95 | 95 | 100 | 125 | 125 | 125 | 150
in|157 | 157 | 157 | 157 | 157 | 1.77 | 1.77 | 236 | 2.36 | 3.15 | 3.15 | 3.74 | 374 | 3.74 | 3.94 | 492 | 492 | 492 | 5.91
) Kg| 25 | 3 | 35 5 7 8 | 13| 21 | 33| 42| 63 | 81 | 130 | 192 | - - - - -
Weight Ib|s5 [ 66 | 77 |11.0 | 154 | 176 | 287 | 463 | 72.8 | 92.6 | 138.9|178.6 |286.6 4233 | - - : - :

PN16 / Class 150 — Wafer Type

Lo Valve Size
Description
2" [244727| 3" | 4| s | 6" | 8" | 10" | 12" | 14" | 16" | 18" | 20" | 24" | 28" | 32" | 36" | 40" | 48"
F-F L mm| 43 | 46 | 46 | 52 | 56 | 56 | 60 | 68 | 78 | 78 | 102 | 114 | 127 | 154 | 165 | 190 | 203 | 216 | 254
Dimension in 169 [ 1.81 | 1.81 | 205 | 220 | 2.20 | 2.36 | 2.68 | 3.07 | 3.07 | 402 | 449 | 500 | 6.06 | 6.50 | 7.48 | 7.99 | 8.50 |10.00
mm| 68 | 88 | 100 | 114 | 127 | 140 | 165 | 200 | 240 | 265 | 317 | 342 | 372 | 439 | 470 | 530 | 590 | 655 | 745
H in 268 | 546 | 3.94 | 449 | 5.00 | 551 | 650 | 7.67 | 9.45 | 1043 | 12.48 | 13.46 | 14.65 |17.28 | 18.50 | 20.67 | 23.23 | 25.79 | 29.33
Helght by Mm{ 110 | 167 | 156 | 168 | 182 | 205 | 245 | 232 290 | 330 | 360 | 507 | 575 | 605 | 680 | 735 | 815 | 885 | 950
in [433 | 657 |6.14 | 661 | 717 | 8.07 | 9.65 | 9.13 [ 11.42 [ 12.99 | 14.17 [ 19.96 |22.64 [23.82 | 1.00 [28.94 |32.09 |34.84 |37.40
hp ™m| 40 | 40 | 40 | 40 | 40 | 45| 45 | 60 | 60 | 80 | 80 | 95 | 95 | 95 | 100 | 125 | 125 | 125 | 150
in|157 | 157 | 157 | 157 | 157 | 1.77 | 1.77 | 2.36 | 2.36 | 3.15 | 3.15 | 3.74 | 374 | 3.74 | 3.94 [ 492 | 492 | 492 | 5.91
] Kg| 4 45 | 5 9 | 11 16 | 23 | 38 | 47 | 69 | 112 | 139 | 221 | 305 | - : : c :
Weight Ib|ss | 99 |11.0 | 198 | 243 | 353 | 50.7 | 83.8 | 103.6 | 152.1 [ 246.9 | 306.4 [487.2 [672.4 | - - : - :
17
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onv, Operators

DHYV butterfly valves are available in a variety of manual and actuated operator configurations. These options include:
gearboxes, electric actuators, pneumatic actuators, hydraulic actuators, and more.

=

Handle Gearbox Electric Actuator

Electric Actuator with Gearbox Pneumatic Acturator

Hydraulic Actuator Gas-over-oil Actuator

DHV Valve Group 18




standard packing, but not pallets or crating for export goods.

5. PAYMENTS AND LICENSES

(a) Payment must be made in the currency specified in COMPANY’S invoice.

(b) The CUSTOMER must pay the full invoice amount before the shipment from the date of the
invoice unless otherwise agreed in writing. The COMPANY is entitled to charge interest on
overdue payments at the greater of the following two rates: (a) 1.5% monthly or (b) 2% annually
above the current monthly base rate of the COMPANY’S bank. In no event shall the interest rate
be higher than the maximum rate permitted by applicable law.

(c) In addition to exercising its rights at common law or under statute, the COMPANY is entitled
to terminate the CONTRACT by written notice to the CUSTOMER if the CUSTOMER s in
material breach of its obligations under the CONTRACT or any other agreements with the
COMPANY. The CUSTOMER is in material breach:

« If it fails to meet its liabilities when they fall due;

« If it seeks a composition with its creditors;

« If all or part of its property is subject to receivership; or

+ If a petition for liquidation, winding-up or administration is filed in respect of the CUSTOMER.

(d) The CUSTOMER is not entitled to withhold, set off or deduct claims against the COMPANY
from an amount that it owes the COMPANY under the CONTRACT or other agreement with the
COMPANY.

(e) The COMPANY is obligated to deliver a PRODUCT only if the CUSTOMER has made due
payment of all amounts that it owes to the COMPANY at the date of delivery under the
CONTRACT or other agreement with the COMPANY. The COMPANY is entitled to suspend
delivery of a PRODUCT if the CUSTOMER s in default without this affecting the COMPANY’S
other rights under the CONTRACT or other agreement with the CUSTOMER. The COMPANY is
not obligated to resume deliveries until the CUSTOMER has paid all overdue amounts, including
all expenses and accrued interest.

() It is the CUSTOMER'’S exclusive responsibility to obtain all licenses, exchange control
documents and other consents needed for the import and use of the PRODUCTS as well as for
payment of the PRODUCTS. The CUSTOMER will not be discharged from his obligations under
these General Conditions because he fails to obtain a license or other consents.
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