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Introduction

Quality is our commitment, while competitive price and timely delivery is our promise.

From the beginning, the DHV name has become associated with quality in every step of our
manufacturing process. For the past decades our customers worldwide have trusted us to pro-
vide them with consistent and reliable valve products in their most severe and critical service.
We at DHV are proud of our ability to meet the stringent requirements of Refining, Gas/Qil, Pipeline,
Petrochemical and Power Plant.

DHYV Gate / Globe / Check Valves are designed, manufactured and tested to the latest manufac-
turing specifications of the American & International Standards Organizations. We welcome your

challenges and look forward to serving your critical project needs.
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Cast Steel Valves

@® DHYV Figure Numbers

Pressure Class

Type C 1 = Class 150 End Connections

F = Raised Face Flanged End

1= 0S & Y Gate 2 = Class 300 , ,
5 = Globe 3 = Class 600 R = Ring Type Joint Flanged End
3 = Swing Check 4 = Class 900 P = Plain Flate Face Flanged End
4 = NRS GATE 5 = Class 1500 B = Butt-welding End
5 = Pressure Seal Bonnet Gate g _ ¢lass 2500 T = Threaded End
6 = Pressure Seal Bonnet Globe — W=lole|VTelo W=1ols I -1 9V E I C-IAE:] S = Socket-welding End
7 = Pressure Seal Bonnet Check 0=ASTM A216 WCB W= Wafer-Type
8 =Y Pattern 1=ASTM A216 WCC L = Lug-Tpye or Full Flange
9 = Angle . 2 =ASTM A352 LCB D = Double Flange-Type
A = Conduit Gate cC X = Other Type End Connection
B = Plug Valve 3 =ASTM A352 L = yp
C = Strainer 4 =ASTM A351 CF8M
D = Soft Seat Block & Bleed Gate 5=ASTM A351 CF8 Conduit Gate &
E = API 6D Swing Check 6 =ASTM A351 CF3M P[ug Valve Seat Type
F = Twin Seal F’Iug Valve 7 =ASTM A351 CF3 None = Other Valves
G = Parallel Slide Gate 8 =ASTM A890 4A
—Pi S = Soft Seal
H = Piston Check X = Special
X = Special M = Metal Seal
Type WC
1 = Sinale-Plate Wafer Check 8708 &Y Gate valve, class 300,
= single-Hate Yvater Lhec A216 WCB body & bornet, raised
2 = Dual-Plate Wafer Check face, flanged end, with HF / HF

3 = Lift Wafer Check
X = Special

7rim, Gear Operated

|
L

Example:8’-C120F2-XX-X-GO

Trim Material
Seat Seal Disc Seal Stem Operator
Face Face Material None = Lever or Handwheel Operator
= 13CR 13CR F6 CO = Chain Wheel Operator
= HF HF F6 GO = Gear Operator

C = Cast Steel Valves 3= HF 13CR F6 BS = Bare Stem
F = Forged Steel Valves = Monel Monel Monel EM = Electric Motor Operator
| = Cast Iron Valves 5= 316SS 316 SS F316 PA = Pneumatic Actuator
B = Ball Valves 6 = HF 316 SS F316 HA = Hydraulic Actuator
WB = Wafer Butterfly 7= 304SS 304SS F304 PH = Pneumatic-Hydraulic Actuator
WC = Wafer Check Valve 8= HF 304 SS  F304
W = Wellhead Valves 9= Inconel Inconel Inconel

B = Duplex S.S. None = Other Valves

X = Special EG = Expanding Gate

SG = Slab Gate
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Material List

@® Gate Valve

Flange Gasket

13
T 14
- ‘ 7
‘ 12
. . A 24)23
Ring Type Joint Sprial Wound Gasket Metal Backup
= 600Ib 300/b Graphite Gasket ! 11
150Ib \
L 10
25 < | N
Trim Material &E ! 17
DHV | Disc | SeatRing 5 : 8
Trim | Surface | Surface Stem Backseat ‘ 19720
Code | Part No.4| Part No.5 | Part No.6 | Part No.8 5 ‘
1 13CR 13CR F6A 420 ﬂ
2 HF HF F6A 420 6 |
3 13CR HF F6A 420 7 7
4 Monel Monel Monel Monel ®/
5 316 316 F316 316
6 316 HF F316 316 /
7 304 304 F304 304 [ T 7 Y N
8 304 HF F304 304 o
9 |[INCONEL | INCONEL | INCONEL | INCONEL G
A HF HF F316 316SS
B DSS DSS DSS DSS
Standard Material Specifications
Part Name Carbon Steel to ASTM Alloy Steel to ASTM Stainless Steel to ASTM
1 Body A216 WCB A352 LCB A352 LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 A351 CF8M A890 4A
2 Bonnet A216 WCB A352 LCB A352 LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
4 Disc A216 WCB A352 LCB A352 LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 A351 CF8M A890 4A
5 Seat Ring A105 A350 LF2 | A350LF2 | A182F11 A182 F5A A182 F9 A182 F304 | A182F316 A182 F51
7 Stem Nut A439 D2 B150 C61900
9 | Packing Ring | A276 420 A276 420 | A276 420 | A276420 | A276 420 A276 420 A276 304 A276 316 A182 F51
10 | Packing Gland | A276 420 A276 420 | A276420 | A276420 | A276 420 A276 420 A276 304 A276 316 A182 F51
11 | Gland Flange |A216 WCB A352 LCB A352 LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
12 Gland Steel
13 | Handwheel Nut Steel
14 Handwheel Ductile Iron
17 Packing Graphite
19 | Bonnet Bolt A193 B7 A320 L7 A320L7 | A193B16 | A193B16 A193 B16 A193 B8 A193 B8M | A193 BSMLCuN
20 | Bonnet Nut A194 2H A1947 A1947 A1947 A1947 A1947 A194 8 A1948M | A194 8MLCuNa
23 Eyebolt A193 B7 A320 L7 A320L7 | A193B16 | A193B16 A193 B16 A193 B8 A193 B8M | A193 BSMLCuN
24 | Eyebolt Nut A194 2H A1947 A1947 A1947 A1947 A1947 A194 8 A1948M | A194 8MLCuNa
25 Pin Steel
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(Gate Valve

Feature & Dimension

Features

-+ OS &Y, Rising Stem
* Flexible Wedge

» Bolted Bonnet

» Renewable Seat Rings Welded or Threaded
* Flanged Ends or Buttwelding Ends

Separate Yoke

150L8 | = 147
300LB | =12
600LB | = 10
Specifications %%
Basic Design: API1 600 ASME B16.34
Optional Design
150-600LB: API 603
Face to Face: ASME B16.10
End Flange:
2"-24"~ ASME B16.5
267-36" ASME B16.47 Bevel Gear
B.W End: ASME B16.25 150LB | = 20"
. 300LB | = 16~
Test and |nSpeCt|0n: API 598 “600LB | = 12"
Fugitive Emission testing:  ISO 15848, APl 624 %%
Manufacturing to NACE MR0103 on request 2500LB | = 4"

UPEN

Bearing Yoke

=
Li L2
(BW) (RTJ)
150LB = 14"
300LB =127
600LB =67
900LB =6"
1500LB | = 6~
2500LB | =4~

150LB

Description Valve Size
2 3| 4|6 |8 |10|12|14 |16 |18 |20 |24 |28 | 30| 32|36 |40 |42 |48 | 50 [ 54 | 56 | 60
Flanged EndL in 7.00 | 8.00 | 9.00 [10.50|11.50|13.00|14.00|15.00]16.00]17.00 | 18.00 | 20.00 [ 24.00| 24.00| 26.00|28.00 | 30.00 | 31.00 | 34.00 [40.00 | 42.01 | 44.02 |47.52
mmj| 178 | 203 | 229 | 267 | 292 | 330 | 356 | 381 406 | 432 | 457 | 508 | 610 610 | 660 | 711 762 | 787 | 864 | 1016 | 1067 | 1118 | 1207
Weld End L1 in 8.50 [11.12]12.00|15.88| 16.50|18.00 | 19.75 | 22.50 | 24.00 |26.00 | 28.00 [ 32.00 | 36.00 | 36.00| 38.00/40.00 |[42.00 |43.00 |46.00 -
mmy| 216 | 283 | 305 | 403 | 419 | 457 | 502 | 572 | 610 | 660 | 711 813 | 914 914 | 965 | 1016 | 1067 | 1092 | 1168 -
Height to Open H in 16.38119.21 | 23.62 | 31.34 | 38.23|45.83 | 53.58 | 58.98 | 67.91 [ 74.50 | 83.07 [100.43|118.11|126.26{131.50[147.09|163.86|173.62[191.77|204.06|216.57[227.99p41.46
mm| 416 | 488 | 600 | 796 | 971 | 1164 | 1361 | 1498 | 1725 | 1892 | 2110 | 2551 | 3000 | 3207 | 3340 | 3736 | 4162 | 4410 | 4871 | 5183 | 5501 | 5791 | 6133
Handwheel Dia W in 7.90 | 9.80 [11.80113.80]15.80(17.70|17.70]19.70 | 23.60|23.60 [26.80 | 18.10 | 24.00| 24.00| 24.00|24.00 |24.00 [24.00 |38.60 |38.60 | 38.60 | 40.00 |40.00
mm| 200 | 250 | 300 | 350 | 400 | 450 | 450 | 500 | 600 | 600 | 680 | 460 | 610 610 | 610 | 610 | 610 | 610 | 980 | 980 | 980 | 1000 | 1000
Weight RF Kg 20 35 51 83 135 | 210 | 286 | 389 | 492 | 675 | 800 | 1416 | 1910 | 2538 | 2977 | 3389 | 4480 | 4780 | 7450 | 8550 | 9550 |12650|15790
BW Kg 16 26 43 71 116 | 160 | 243 | 354 | 457 | 640 | 764 | 1382 | 1848 | 2253 | 2509 | 3319 | 4430 | 4750 | 7400 - -

300LB

Description Valve Size
2 3 4 6 8 10 12 14 16 18 20 24 30 32 36 40 42 48
Flanged End L in | 850 | 11.14 | 12.00 | 15.88 | 16.50 | 18.00 | 19.75 | 30.00 | 33.00 | 36.00 | 39.00 | 45.00 | 55.00 | 60.00 | 68.00 | 76.00 | 78.00 | 88.00
mm| 216 283 305 | 403 | 419 457 502 | 762 838 914 991 | 1143 | 1397 | 1524 | 1727 | 1930 | 1981 | 2235
Weld End L1 in | 850 | 11.14 [ 12.00 | 15.88 [ 16.50 | 18.00 | 19.75 | 30.00 | 33.00 | 36.00 | 39.00 | 45.00 | 55.00 | 60.00 | 68.00 |76.00 |78.00 |88.00
mm| 216 283 305 403 | 419 457 502 762 838 914 991 | 1143 | 1397 | 1524 | 1727 | 1930 | 1981 | 2235
Height to Open H in |17.01 | 19.61 | 23.86 | 33.15 | 39.45 | 47.64 | 54.80 | 60.55 | 68.66 | 77.10 | 84.88 |101.85(128.82 [145.40 |161.60 [179.00 [186.60 |211.50
mm| 432 498 606 842 | 1002 | 1210 | 1392 | 1538 | 1744 | 1959 | 2156 | 2587 | 3272 | 3692 | 4104 | 4547 | 4739 | 5373
Handwheel Dla W in | 790 | 9.80 [ 11.80| 15.80 | 17.70 | 17.70 | 19.70 | 23.60 | 23.60 | 24.00 | 18.10 | 24.00 |24.00 |31.50 | 38.60 |38.60 [38.60 | 38.60
mm| 200 250 300 400 | 450 450 500 600 600 610 460 610 | 610 800 | 980 980 980 980
Weight RF | Kg 27 48 67 160 | 235 350 470 650 975 | 1145 | 1560 | 2500 | 3497 | 5118 | 6850 | 8025 | 9500 [12400
BW | Kg 18 48 66 136 164 344 400 532 830 | 1058 | 1338 | 2144 | 2957 | 4322 | 4990 | 6105 | 6800 [ 9000
For sizes out of above range, please consult DHV for details.
4
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Doy

(Gate Valve

Dimension

600LB

. . Valve Size
Description 2 3 4 6 8 10 12 | 14 16 18 20 24 30 32 36 40 42 48
Flanged End L in [11.50 [14.00 [17.00 |22.00 | 26.00 | 31.00 | 33.00 |35.00 |39.00 | 43.00 | 47.00 [55.00 | 65.00 [70.00 |82.00 {20.00 [96.00 [100.00
mm/| 292 | 356 | 432 | 559 | 660 | 787 | 838 | 889 | 991 [ 1092 | 1194 | 1397 | 1651 | 1778 | 2082 | 2286 | 2438 | 2540
Weld End Ly Lin_[11.50 [14.00 [17.00 [22.00 | 26.00 | 31.00 [33.00 [35.00 |39.00 | 43.00 | 47.00 [55.00 | 65.00 |70.00 [82.00 |90.00 |96.00 [100.00
mm/| 292 | 356 | 432 | 559 | 660 | 787 | 838 | 889 | 991 | 1092 | 1194 | 1397 | 1651 | 1778 | 2082 | 2286 | 2438 | 2540
RTJ L2 in [11.62 [14.12 [17.12 |22.12 [ 26.14 | 31.14 | 33.12 |35.12 |39.12 | 43.12 | 47.25 |55.38 | 65.50 [70.06 |82.60 {90.83 [96.83 [100.83
mm/| 295 | 359 | 435 | 562 | 664 | 791 | 841 | 892 | 994 | 1095 | 1200 | 1407 | 1664 | 1794 | 2098 | 2307 | 2459 | 2561
Helght to Open H in [17.01 [21.06 [25.87 |35.04 [ 40.67 [ 48.19 [ 55.24 |63.15 | 68.74 | 76.02 [86.22 [104.96 [131.14[146.10 [163.39 [179.92 [189.80 [227.40
m| 432 | 535 | 657 | 890 | 1033 | 1224 | 1403 | 1604 | 1746 | 1931 | 2190 | 2666 | 3331 | 3711 | 4150 | 4570 | 4821 | 5776
Handwheel Dia w _iN_| 980 [11.80 [13.80 [17.70 [ 19.70 | 23.60 [ 26.80 [18.10 |24.00 [ 24.00 | 27.60 [27.60 | 40.00 [40.00 |40.00 [40.00 |40.00 |40.00
m| 250 | 300 | 350 | 450 | 500 | 600 | 680 | 460 | 610 | 610 | 700 | 700 | 1000 | 1000 | 1000 | 1000 | 1000 | 1000
Weight RF [Kg | 40 | 70 [ 120 | 290 | 405 | 611 | 925 | 1275 | 1532 [ 2030 | 2721 [ 3680 | 5897 | 8315 [10055 [ 14400 [ 16560 | 23050
BW Kg | 29 57 84 | 221 | 340 | 549 | 872 | 1074 | 1347 | 1730 | 2401 | 3077 | 4763 | 6840 | 8235 [11850 | 13545 | 18925

900LB

P Valve Size
Description 2 3 2 6 8 | 10 | 12 | 14 | 16 | 18 | 20 | 24 | 30 | 32 | 36
Flanged End L| " | 14.50 [ 15.00 [18.00 [24.00 | 29.00 | 33.00 [38.00 [ 40.50 [44.50 [48.00 [52.00 [61.00 [73.00 |77.00 [84.90
m| 368 | 381 | 457 | 610 | 737 | 838 | 965 | 1029 | 1130 | 1219 | 1321 | 1549 | 1854 | 1956 | 2158
Weld End L1 | | 14.50 [ 15.00 [18.00 [24.00 | 29.00 [33.00 | 38.00 | 40.50 [44.50 | 48.00 [52.00 | 61.00 | 73.00 | 77.00 |84.90
m| 368 | 381 | 457 | 610 | 737 | 838 | 965 | 1029 | 1130 | 1219 | 1321 | 1549 | 1854 | 1956 | 2158
RTJ L2 in [14.62 |15.12 | 18.12 | 24.12 | 29.12 | 33.12 | 38.12 | 40.87 | 44.87 | 48.50 | 52.50 | 61.73 | 73.82 | 77.83 | 86.02
m| 371 | 384 | 460 | 613 | 740 | 841 | 968 | 1038 | 1140 | 1232 | 1334 | 1568 | 1875 | 1977 | 2185
Heightto Open H | 1| 20.04 | 22.87 [ 25.79 | 36.73 | 43.74 | 50.20 | 56.43 | 64.57 | 68.90 [87.00 [ 95.00 [107.68 [117.32[119.80 [126.18
mm| 509 | 581 | 655 | 933 | 1111 | 1275 | 1408 | 1640 | 1750 | 2212 | 2413 | 2735 | 2980 | 3043 | 3205
Handwhoo! biaw | 11| 11.80 | 13.80 | 15.80 | 19.70 | 23.60 | 24.00 | 24.00 | 24.00 | 24.00 | 27.60 | 27.60 | 40.00 | 40.00 | 40.00 | 40.00
mm| 300 | 350 | 400 | 500 | 600 | 610 | 610 | 610 | 610 | 700 | 700 | 1000 | 1000 | 1000 | 1000
Weight | RF [Kg | 80 |7 103 | 170 | 344 | 640 | 1200 [ 1460 | 2305 | 2945 | 3870 | 5036 | 6055 | 9750 | 11850 | 14800
BW Kg | 60 72 | 108 | 267 | 498 | 910 | 1328 | 2064 | 2658 | 3300 | 4446 | 6100 | 8950 | 10095 | 13100
1500LB
P Valve Size
Description 2 3 4 6 8 10 12 14 16 18 20 24 30
Flanged End L| " | 1450 [ 1850 | 2150 | 27.75 [ 32.75 | 39.00 | 44.50 | 49.50 [ 5450 | 60.50 | 65.50 | 76.50 [ 93.00
m| 368 470 546 705 832 991 1130 | 1257 | 1384 | 1537 | 1664 | 1943 | 2362
Weld End Ly | | 1450 [ 1850 | 2150 | 27.75 | 32.75 | 39.00 | 44.50 | 49.50 | 5450 | 60.50 | 65.50 | 76.50 | 93.00
m| 368 470 546 705 832 991 1130 | 1257 | 1384 | 1537 | 1664 | 1943 | 2362
RTJ L2 in | 1462 | 18.62 | 21.62 | 28.00 | 33.13 | 39.38 | 45.12 | 50.25 | 55.38 | 61.40 | 66.40 | 77.60 | 94.06
m| 371 473 549 711 841 1000 | 1146 | 1276 | 1407 | 1559 | 1686 | 1972 | 2389
Heightto Open H | 1| 19-84 | 26.34 | 27.56 | 38.43 | 47.28 | 55.91 | 6311 | 70.47 | 76.89 [110.31 [120.67 [139.96 |171.46
mm| 504 669 700 976 | 1201 | 1420 | 1603 | 1790 | 1953 | 2802 | 3065 | 3555 | 4355
Handwhoe! Diaw | 1N | 11-80 | 15.80 | 17.70 | 23.60 | 24.00 | 24.00 | 27.60 | 24.00 | 24.00 | 40.00 | 40.00 | 40.00 | 40.00
m| 300 400 450 600 610 610 700 610 610 | 1000 | 1000 | 1000 | 1000
Weight | RF [Kg [ 80 175 248 504 | 1069 | 2273 | 2775 | 4200 | 5305 | 8150 | 11145 | 13450 | 20950
BW|Kg| 60 139 197 352 790 | 1986 | 2705 | 3300 | 5400 | 7125 | 10115 | 13000 | 19340
2500LB
) Valve Size
Description 2 3 4 6 8 10 12 14 16 18 20 24
Flanged End L " | 17.76 | 2276 | 2650 | 35.98 | 4024 | 50.00 | 56598 | 62.00 | 68.00 | 74.00 | 80.00 [ 92.00
mm| 451 578 673 914 1022 | 1270 1422 | 1575 | 1727 1879 | 2031 2335
Weld EndLs 1N | 1775 | 2276 | 2650 | 3598 | 40.24 | 50.00 | 56.00 | 62.00 | 68.00 | 74.00 | 80.00 | 92.00
m| 451 578 673 914 1022 | 1270 1422 | 1575 | 1727 1879 | 2031 2335
— in | 17.87 | 23.00 | 26.89 | 3650 | 40.87 | 50.87 | 56.85 | 62.87 | 69.09 | 75.08 | 81.06 | 93.03
mm| 454 584 683 927 1038 | 1292 1444 | 1597 | 1755 1907 | 2059 2363
Height to Open # | IM_| 23.62 | 28.86 | 35.04 | 49.21 | 57.48 [ 74.41 | 8307 | 7421 | 87.20 [100.39 [ 11201 | 136.02
mm| 600 733 890 1250 | 1460 | 1890 2110 | 1885 | 2215 | 2550 | 2845 3455
Handwheel Diaw 1N | 13.80 | 1580 | 19.70 | 23.60 | 2400 | 27.60 | 27.60 | 27.60 | 40.00 | 40.00 | 40.00 | 40.00
mm| 350 400 500 600 610 700 700 700 1000 1000 | 1000 1000
Weight | RF |Kg [ 140 285 502 1605 | 2468 | 4598 6205 | 8200 | 10230 | 12300 | 14850 | 16650
BW [Kg | 105 215 387 1315 | 2078 | 3828 5305 | 7570 | 9720 | 10950 | 12200 | 14785

For sizes out of above range, please consult DHV for details.
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@® Globe Valve

Material List

Flange Gasket

Ring Type Joint Sprial Wound Gasket Metal Backup
= 600Ib 300ib Graphite Gasket 12
150Ib 18 o
23
Trim Material 9
DHV Disc Seat Ring 2
Trim | Surface | Surface Stem | Backseat (5y19
Code | Part No.3| Part No.4 | Part No.5| Part No.8
1 13CR 13CR F6A 420 5
2 HF HF F6A 420 7
3 13CR HF F6A 420 @\
4 Monel Monel Monel Monel
5 316 316 F316 316 @\
6 316 HF F316 316 @]
7 304 304 F304 304 O R a i .
8 304 HF F304 304 ‘
9 |INCONEL| INCONEL |INCONEL | INCONEL QK |
A HF HF F316 316SS
B DSS DSS DSS DSS
Standard Material Specifications
Part Name | Carbon Steel to ASTM Alloy Steel to ASTM Stainless Steel to ASTM
1 Body A216 WCB | A352LCB | A352LCC | A217WC6 | A217C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
2 Bonnet A216 WCB | A352LCB | A352LCC | A217 WC6 | A217C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
3 Disc A105N A350 LF2 | A350LF2 | A182F11 | A182F5A A182 F9 A182 F304 | A182F316 A182 F51
4 Seat Ring A105 A350 LF2 | A350LF2 | A182F11 | A182F5A A182 F9 A182 F304 | A182F316 A182 F51
6 | Thrust Washer | A276 430 A276 430 | A276430 | A276 430 | A276 430 A276 430 A182 F304 | A182F316 A182 F51
7 Disc Nut A276 420 A276 420 | A276 420 | A276 420 | A276 420 A276 420 | A182F304 | A182F316 A182 F51
9 | Packing Ring | A276 420 A276 420 | A276420 | A276 420 | A276 420 A276 420 A182 F304 | A182F316 A182 F51
10 Gland A276 420 A276 420 | A276 420 | A276 420 | A276 420 A276 420 | A182F304 | A182F316 A182 F51
11 | Gland Flange |[A216 WCB | A352LCB | A352LCC | A217WC6 | A217C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
12 Stem Nut A439 D2 B150 C61900
16 Handwheel Ductile Iron
18 Packing Graphite
19 | Bonnet Bolt A193 B7 A320 L7 A320L7 | A193B16 | A193B16 A193 B16 A193 B8 A193 B8M |A193 BSMLCuN
20 Bonnet Nut A194 2H A1947 A1947 A1947 A1947 A1947 A194 8 A194 8M | A194 8MLCuNa
21 Eyebolt A193 B7 A320 L7 A320L7 | A193B16 | A193B16 A193 B16 A193 B8 A193 B8M |A193 BSMLCuN
22 Nut A194 2H A1947 A1947 A1947 A1947 A1947 A194 8 A194 8M | A194 8MLCuNa
23 Pin Steel
24 Screw Steel
25 | Handwheel Nut Steel
26 Washer Steel

DHV Industries, Inc. 6




Doy

Globe Valve

Feature & Dimension

Features _
+ OS &Y, Rising Stem ‘
* Plug Disc ‘ .
* Bolted Bonnet ‘
* Renewable Seat Rings Welded or Threaded \
+ Flanged Ends or Buttwelding Ends ‘ =
Z
F—— =2
pecifications 5
Basic Design: BS 1873 API 623
Face to Face: ASME B16.10
End to End: ASME B16.10 /‘-L
End Flange: ASME B16.5
B.W End: ASME B16.25 hl 7'7T
Test and Inspection: APl 598
Fugitive Emission testing: 1SO 15848, APl 624
Manufacturing to NACE MR0103 on request L1
(BW) (RTJ)
150LB | = 12
300LB | = 10"
600LB | =8
900LB | =6
1500LB | =4~
2500LB | =3~
Separate Yoke Bevel Gear
150LB
Description Valve Size
2 3 4 6 8 10 12 14 16 18 20 24 28 30 32 36
in [ 8.00 | 9.50 |11.50 [16.00 |19.50 |24.50 | 27.50 |31.00 | 36.00 |38.50 | 38.50 |51.00 [57.00 |60.00 |64.00 |68.00
Flanged End L
mm( 203 | 241 | 292 | 406 | 495 | 622 | 698 | 787 | 914 | 978 | 978 | 1295 | 1448 | 1524 | 1626 | 1727
Weld End L1 in [ 8.00 | 9.50 |11.50 [16.00 |19.50 |24.50 | 27.50 |31.00 | 36.00 |38.50 | 38.50 |51.00 [57.00 |60.00 |64.00 |68.00
mm( 203 | 241 | 292 | 406 | 495 | 622 | 698 | 787 | 914 | 978 | 978 | 1295 | 1448 | 1524 | 1626 | 1727
. in [14.33 |16.38 |18.70 (20.91 [24.80 |29.13 | 38.19 |42.13 | 44.09 |44.90 | 55.91 |60.00 [66.14 |70.87 |76.77 |85.04
Height to Open H
mm| 364 | 416 | 475 | 531 | 630 | 740 | 970 [ 1070 | 1120 | 1140 | 1420 | 1524 | 1680 | 1800 | 1950 | 2160
in| 790 |9.80 | 9.80 |13.80 |13.80 [19.70 [23.60 |23.60 [24.00 |24.00 | 24.00 |27.60 |31.50 |40.00 |40.00 |40.00
Handwheel Dia W
mm| 200 | 250 | 250 | 350 | 350 | 500 | 600 | 600 | 610 | 610 | 610 | 700 | 800 | 1000 | 1000 | 1000
Weight RF |Kg| 20 33 57 | 105 | 189 | 290 | 518 | 600 | 754 | 1400 | 2710 | 3725 | 4550 | 5500 | 6200 | 8000
BW | Kg| 16 28 46 86 | 165 | 220 | 329 | 541 | 680 | 1250 | 2410 | 3265 | 4050 | 4930 | 5450 | 7150
For sizes out of above range, please consult DHYV for details.
1 DHYV Industries, Inc.
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Globe Valve

Dimension

300LB

Description Valve Size
2 3 4 6 8 10 12 14 16 18 20 24
in 10.50 12.50 14.00 17.50 22.00 24.50 28.00 33.00 34.00 38.50 40.00 53.00
Flanged End L
mm| 267 318 356 445 559 622 711 838 864 978 1016 1346
in 10.50 12.50 14.00 17.50 22.00 24.50 28.00 33.00 34.00 38.50 40.00 53.00
Weld End L1
mm| 267 318 356 445 559 622 711 838 864 978 1016 1346
in 15.28 17.48 20.08 26.69 31.06 35.98 43.03 50.79 52.95 57.50 64.17 71.85
Height to Open H
mm| 388 444 510 678 789 914 1093 1290 1345 1460 1630 1825
in 7.90 9.80 13.80 15.80 19.70 23.60 23.60 24.00 24.00 24.00 27.60 31.50
Handwheel Dia W
mm| 200 250 350 400 500 600 600 610 610 610 700 800
Weiaht RF | Kg 30 58 85 175 270 450 754 1185 1675 2550 3540 4725
eig
BW | Kg 25 40 68 139 210 382 662 1035 1475 2350 3050 4165

600LB

900LB

Description Valve Size Valve Size
2 3 4 6 8 |10 |12 |14 |16 | 18 | 20 | 24 | 2 3 4 6 8 | 10 [ 12 | 14 | 16
in |11.50(14.00 |17.00 |22.00|26.00|31.00(33.00(35.00 | 39.00{43.00 [47.00 (55.00 |14.50 [15.00 [18.00 [24.00|29.00 [33.00 | 38.00|40.50 | 44.50
Flanged End L mm| 292 | 356 | 432 | 559 | 660 | 787 | 838 | 889 | 991 | 1092 (1194 | 1397 | 368 | 381 | 457 | 610 | 737 | 838 | 965 | 1029 1130
in [115]| 14 [17.00| 22 |26.00{31.00|33.00|35.00|39.00/43.00 [47.00 |55.00|14.50 [15.00 |18.00 {24.00(29.00(33.00 |38.00|40.50 [44.50
Weld End L1 mm| 292 | 356 | 432 | 559 | 660 | 787 | 838 | 889 | 991 | 1092 [ 1194 | 1397 | 368 | 381 | 457 | 610 | 737 | 838 | 965 | 1029 [ 1130
in [11.62|14.12|17.12|22.12|26.12(31.12|33.12|35.12|39.12 |43.10 [47.25 |55.38 |14.62 [ 15.12|18.12 [24.12( 29.12|33.12|38.12|40.90 |44.90
AT L2 mm)| 295 | 359 | 435 | 562 | 663 | 790 | 841 | 892 | 994 [1095 | 1200 (1407 | 371 | 384 | 460 | 613 | 740 | 841 | 968 |1038 1140
) in |15.94|20.59 |25.28 |30.20 | 34.88|51.26 |54.02(56.89 | 63.19(70.47 [79.92 [89.57 |20.94 |24.09 [26.73 |39.17|50.51 [57.09| 64.96 | 76.10|87.00
Helght to Open H mm| 405 | 523 | 642 | 767 | 886 | 1302|1372 | 1445 | 1605 | 1790 [ 2030 | 2275 | 532 | 612 | 679 | 995 | 1283|1450 | 1650 | 1934 | 2210
) in [ 9.80 |13.80|15.80|19.70|23.60(26.80|24.00|24.00|27.60|31.50 [31.50 |40.00|13.80 [13.80 |17.70 23.60 |24.00|24.00 | 27.60|31.50 |31.50
Handwheel Dia W mm| 250 | 350 | 400 | 500 | 600 | 680 | 610 | 610 | 700 | 800 | 800 | 1000 | 350 | 350 | 450 | 600 | 610 | 610 | 700 | 800 | 800
Weight RF |Kg| 35 | 80 | 155 | 274 | 498 | 956 | 1350 | 1600 | 2150 | 3250 | 4540 | 5750 | 80 | 104 | 187 | 405 | 698 | 1001 | 1880 | 2670 | 3520
BW Kg| 28 | 76 | 138 | 207 | 415 | 679 | 1060|1300 | 1750|2750 [3150 [5150 | 70 | 106 | 148 | 330 | 575 | 821 | 1650|2390 | 3170

1500LB 2500LB

.. Valve Size Valve Size
Descrlp tion 2 3 4 6 8 10 12 2 3 4 6 8 10
in | 14.50 18.50 21.50 27.75 32.75 39.00 44.50 17.76 22.76 26.50 35.98 40.24 50.00
Flanged End L
mm| 368 470 546 705 832 991 1130 451 578 673 914 1022 1270
in | 1450 18.50 21.50 27.75 32.75 39.00 44.50 17.76 22.76 26.50 35.98 40.24 50.00
Weld End L1 mm| 368 470 546 705 832 991 1130 451 578 673 914 1022 1270
in | 14.62 18.62 21.62 28.00 33.13 | 39.38 4512 17.88 23.00 26.89 36.50 40.87 50.87
AT L2 mm| 371 473 549 711 841 1000 1146 454 584 683 927 1038 1292
. in | 20.94 28.46 30.20 43.54 52.36 57.60 65.63 29.13 34.13 42.24 53.23 95.12 |[119.92
Helghtto OpenH ol 532 | 723 | 767 | 1106 | 1330 | 1463 | 1667 | 740 | 867 | 1073 | 1352 | 2416 | 3046
in | 13.80 17.70 19.70 24.00 24.00 27.60 27.60 15.80 21.70 24.00 24.00 24.00 27.60
Handwheel Dia W
mm| 350 450 500 610 610 700 700 400 550 610 610 610 700
Weight RF | Kg 80 245 335 550 975 1480 2500 175 305 755 1950 4300 5200
BW | Kg 70 159 284 452 815 1280 2200 140 235 640 1660 3860 4300
For sizes out of above range, please consult DHV for details.
8
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Check Valve

Material List

N4

DY),

Trim Material
DHV

Disc Seat Ring

Trim | Surface Surface

Code | Part No.3| Part No.4
1 13CR 13CR Y13V
2 HF HF <
3 13CR HF
4 Monel Monel
5 316 316 3~
6 316 HF O
7 304 304
8 304 HF (1)
9 [INCONEL| INCONEL
A HF HF O
B | DsS DSS On

Flange Gasket

Ring Type Joint Sprial Wound Gasket Metal Backup
= 600Ib 300Ib Graphite Gasket
150Ib
Standard Material Specifications
1 Body A216 WCB| A352 LCB | A352 LCC | A217 WC6 | A217 C5 | A217 C12 | A351 CF8|A351 CF8M A890 4A
2 Bonnet A216 WCB| A352 LCB | A352 LCC | A217 WC6 | A217 C5 | A217 C12 | A351 CF8|A351 CF8M A890 4A
3 Disc A216 WCB| A352 LCB | A352 LCC | A217 WC6 | A217 C5 | A217 C12 | A351 CF8|A351 CF8M A890 4A
4 Seat Ring A105 A350 LF2 | A350 LF2 | A182 F11 | A182 F5A | A182 F9 |A182 F304| A182 F316 A182 F51
5 Swing Arm |A216 WCB| A352 LCB | A352 LCC | A217 WC6 | A217 C5 | A217 C12 | A351 CF8|A351 CF8M A890 4A
6 Hinge A216 WCB| A352 LCB | A352 LCC | A217 WC6 | A217 C5 | A217 C12 | A351 CF8|A351 CF8M A890 4A
7 Disc Screw Stainless Steel
8 Hinge Pin Stainless Steel
9 Screw Stainless Steel
10 Stud Stainless Steel
12 | Bonnet Bolt A193 B7 | A320 L7 A320L7 | A193B16 | A193B16 | A193B16 | A193 B8 | A193 B8M |A193 BBMLCuN
13 | Bonnent Nut | A194 2H A194 7 A194 7 A194 7 A194 7 A194 7 A194 8 A194 8M |A194 8MLCuNa
14 Stud Stainless Steel
15 | Spring Washer Stainless Steel
17 Washer Stainless Steel

DHYV Industries, Inc.




Feature & Dimension

@® Check Valve

Features
* Bolted Bonnet
+ Swing Type Disc
* Renewable Seat Rings Welded
or Threaded
* Flanged Ends or Buttwelding Ends

Specifications

Basic Design: BS 1868 API 594

Face to Face: ASME B16.10

End Flange:
2"-24” ASME B16.5

26°-30° ASME B16.47 ‘
B.W End: ASME B16.25
Test and Inspection: APl 598 Li Lo
Manufacturing to NACE MR0103 on request (RF) (BW) (RTJ)

150LB

Valve Size

Description
2 3 4 6 8 10 12 14 16 | 18 20 | 24 30 32 36 40 42 48 50 54 56 60

in |8.00 [9.50 [11.50|14.00|19.50|24.50(27.50|31.00|34.00(38.50(38.50|51.00|60.00|68.00(77.00/85.00|86.00|83.00(85.00{90.00|95.00[00.00

Flanged End L
mm| 203 | 241 | 292 | 356 | 495 | 622 | 699 | 787 | 864 | 978 | 978 | 1295| 1524| 1727| 1956 2032| 2032| 2108| 2159| 2286| 2413| 2540

in |8.00 [9.50 |11.50(14.00|19.50|24.50(27.50|31.00(34.00|38.50|38.50{51.00|60.00{68.00|77.00|85.00|86.00|83.00( - -

Weld End L1
mm| 203 | 241 | 292 | 356 | 495 | 622 | 699 | 787 | 864 | 978 | 978 | 1295| 1524| 1727| 1956| 2032( 2032| 2108 - -

in |7.05(8.19 | 9.49 |[10.79|14.37|15.98(18.11]|20.08(22.87(24.33| 27.56|32.83|38.58|40.55(45.28|51.97(54.33|59.37|63.19(68.31|71.46(76.97

Height H
mm| 179 | 208 | 241 | 274 | 365 | 406 | 460 | 510 | 581 618 | 700 | 834 | 980 ( 1030| 1150| 1320| 1380| 1508( 1605| 1735( 1815| 1955

RF | Kg| 16 | 25 | 45 | 73 | 135| 200 | 302 | 376 | 577| 670 | 870 | 948 | 2030| 2430| 3130| 4230| 5100| 6110| 7800| 8900( 9600|11200

Weight

BW| Kg | 11 16 | 32 | 51 [ 100| 166 | 247 | 290 [ 503 | 570 | 770 | 809 | 1770( 2130| 2930( 3730| 4500| 5410| - -

300LB

Valve Size

2 3 4 6 8 10 12 14 16 18 20 24 30 32 36 40 42 48

in [10.50(12.50|14.00|17.50|21.00|24.50(28.00 [ 33.00|34.00|38.50|40.00(51.00 [62.75|68.00 |82.00 |82.50 |82.50 [100.00
mm| 267 | 318 | 356 | 445 | 533 | 622 | 711 | 838 | 864 | 978 | 1016 1346 | 1594 | 1727 | 2083 | 2096 | 2096 | 2540
in [10.50(12.50|14.00|17.50|21.00|24.50(28.00 [ 33.00|34.00|38.50|40.00(51.00 [62.75|68.00 |82.00 |82.50 |82.50 [100.00
mm| 267 | 318 | 356 | 445 | 533 | 622 | 711 | 838 | 864 | 978 | 1016 1346 | 1594 | 1727 | 2083 | 2096 | 2096 | 2540
in [7.87 [ 9.06 | 9.80 |12.40|15.00|17.56(20.31 [21.69|23.82|26.73|29.02(34.88 |40.94 (43.31 (48.43 |55.51 |58.46 |62.80
mm| 200 | 230 | 249 | 315 | 381 | 446 | 516 | 551 | 605 | 679 | 737 | 886 | 1040| 1100 | 1230 | 1410 | 1485 | 1595
RF | Kg| 25 57 64 120 | 195 | 329 | 460 | 576 | 851 | 1045| 1335| 1808 | 3130 | 3650 | 4530 | 6030 | 6400 | 7900
BW| Kg | 21 47 52 103 | 159 | 251 | 424 | 436 | 777 | 945 | 1215| 1752 | 2600 | 2950 | 3930 | 5200 | 5750 | 7100

Description

Flanged End L

Weld End L1

Height H

Weight

For sizes out of above range, please consult DHV for details.

DHV Industries, Inc.




Dimension

@® Check Valve

600LB

Valve Size
2 3 4 6 8 10 12 14 16 18 20 24 30 32 36 40 42 48
in |11.50(14.00(17.00|22.00 |26.00 [31.00|33.00|35.00 [39.00 [43.00 |47.00 {55.00 |65.00 |70.00 {82.00 |90.00 |96.00 [100.00
mm| 292 | 356 | 432 | 559 [ 660 | 787 | 838 | 889 | 991 | 1092 | 1194 [ 1397 | 1651 [ 1778 | 2083 | 2286 | 2438 | 2540
in 111.50(14.00(17.00|22.00 |26.00 [31.00|33.00|35.00 [39.00 [43.00 |47.00 {55.00 |65.00 [70.00 {82.00 |90.00 |96.00 [100.00

Description

Flanged End L

Weld End L1
mm| 292 | 356 | 432 | 559 | 660 | 787 | 838 | 889 | 991 | 1092 | 1194 [ 1397 | 1651 | 1778 | 2083 | 2286 | 2438 | 2540
RTJ L2 in [11.62(14.12|17.12|22.12|26.12|31.12(33.12(35.12|39.12 |43.10 |47.25 |55.38 [65.50 | 70.60 |82.60 |90.83 |96.83 [100.83
mm| 295 | 359 | 435 | 562 | 663 [ 790 | 841 | 892 | 994 | 1095 | 1200 [ 1407 | 1664 | 1794 | 2099 | 2307 | 2459 | 2561
Height H in [8.19 [10.28|11.65|15.55|17.68|19.41(22.05( 25.20| 28.74|29.61 | 34.45]43.70 (52.10 |53.80 |60.70 |67.00 |70.90 |85.50

mm| 208 | 261 | 296 | 395 | 449 | 493 | 560 | 640 | 730 | 752 | 875 [ 1111|1324 | 1367 | 1542 | 1702 | 1800 | 2171
RF | Kg | 30 63 99 | 220 | 345 | 509 | 718 | 865 | 1280 | 1750 | 2008 | 3105 | 5505 | 6820 [ 8050 | 8850 | 9500 | 11000
BW| Kg| 26 53 70 | 157 | 262 | 337 | 592 | 674 | 902 | 1420 | 1590 | 2500 | 4695 | 6020 [ 7100 | 8020 | 8800 | 10050

Weight

900LB
I Valve Size
Description 2 3 2 6 8 0] 12 | 14 | 16 | 18 | 20 | 24 | 30 | 32 | 36

in | 14.50 | 15.00 | 18.00 | 24.00 | 29.00 | 33.00 | 38.00 | 40.50 | 44.50 | 48.00 | 52.00 | 61.00 | 73.00 | 77.00 | 84.90
mm| 368 381 457 610 737 838 965 | 1029 [ 1130 | 1219 | 1321 | 1549 | 1854 | 1956 | 2158
in | 14.50 | 15.00 | 18.00 | 24.00 | 29.00 | 33.00 | 38.00 | 40.50 | 44.50 | 48.00 | 52.00 | 61.00 | 73.00 | 77.00 | 84.90

Flanged End L

Weld End L1
mm| 368 381 457 610 737 838 965 | 1029 | 1130 | 1219 | 1321 | 1549 | 1854 | 1956 | 2158
RTJ L2 in | 14.62 | 15.12 [ 18.12 | 24.12 | 29.12 | 33.12 | 38.12 | 40.88 | 44.88 | 48.50 | 52.50 | 61.70 | 73.82 | 77.83 | 86.02
mm| 372 384 460 613 740 841 968 | 1038 | 1140 | 1232 | 1333 | 1568 | 1875 | 1977 | 2185
Height H in | 11.26 | 11.81 [ 13.62 | 16.61 | 21.02 | 23.98 | 25.16 | 28.94 | 32.09 | 34.72 | 36.61 [ 39.96 | 58.07 | 65.55 | 71.65

mm| 286 300 346 422 534 609 639 735 815 882 930 | 1015 | 1475 | 1665 | 1820
RF | Kg 70 110 155 290 525 775 | 1020 | 1520 | 2015 | 2700 | 3950 | 5150 | 8800 | 10050 [ 11560
BW | Kg 50 77 118 215 402 597 801 1050 | 1715 [ 2300 | 3500 | 4600 | 7500 [ 8500 | 10580

Weight

.. Valve Size
Description 2 3 3 6 ) 10 12 14 16 18 20 24 30
Flanged End L in [ 1450 | 1850 | 21.50 | 27.75 | 32.75 | 39.00 | 44.50 | 49.50 | 54.50 | 60.50 | 65.50 | 76.50 | 93.00
mm/| 368 470 546 705 832 991 1130 | 1257 | 1384 | 1537 | 1664 | 1943 | 2362
Weld End L1 " 14.50 | 18.50 | 21.50 | 27.75 | 32.75 | 39.00 | 44.50 | 49.50 | 54.50 | 60.50 | 65.50 | 76.50 | 93.00
mm/| 368 470 546 705 832 991 1130 | 1257 | 1384 | 1537 | 1664 | 1943 | 2362
RTJ Lz in | 1462 | 1862 [ 21.62 | 28.00 | 33.13 | 39.38 | 45.12 | 5025 | 55.38 | 61.40 | 66.40 | 77.60 | 94.06
mm| 371 473 549 711 841 1000 | 1146 | 1276 | 1407 | 1559 | 1686 | 1972 | 2389
. in | 11.26 | 1362 | 15.31 | 20.08 | 24.33 | 28.27 | 3150 | 35.75 | 39.76 | 44.69 | 50.20 | 60.24 | 94.09
Height H
mm| 286 346 389 510 618 718 800 908 1010 | 1135 | 1275 | 1530 | 2390
Weight RF [ Kg| 70 155 220 550 922 1298 | 2120 | 2980 | 4400 | 6000 | 7950 | 9750 | 15000
BW| Kg| 50 120 165 452 662 834 1620 | 2090 | 3350 | 5050 | 7480 | 8300 | 11000
o e Valve Size
Description 2 3 4 6 8 10 12 14 16 18 20 24
Flanged End L in| 1775 | 22,76 | 26.50 | 36.00 | 4024 | 5000 | 55.98 | 6200 | 68.00 | 74.00 | 80.00 | 92.00
mm| 451 578 673 914 1022 1270 1422 1575 1727 1879 2031 2335
Weld EngLy Lin | 17.75 | 2276 | 2650 | 36.00 | 4024 | 50.00 | 5598 | 62.00 | 68.00 | 74.00 | 80.00 | 92.00
mm| 451 578 673 914 1022 1270 1422 1575 1727 1879 2031 2335
RTJ L2 in | 1787 | 2300 | 26.88 | 36550 | 4087 | 5087 | 56.89 | 62.87 | 69.09 | 75.08 | 81.06 | 93.03
mm| 454 584 683 927 1038 1292 1445 1597 1755 1907 2059 2363
Height H in | 1362 | 1839 | 20.16 | 26.22 | 30.20 | 33.46 | 39.37 | 46.46 | 5079 | 55.31 58.86 | 63.19
mm| 346 467 512 666 767 850 1000 1180 1290 1405 1495 1605
Weight RF| Kg| 125 280 675 906 2420 3751 5505 7395 9000 | 11000 | 12500 | 13950
BW | Kg 90 210 560 765 1980 2980 4354 6405 8200 | 39300 | 11700 | 12950

For sizes out of above range, please consult DHV for details.
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Material List

@® Parallel Slide Gate Valve

Trim Material

DHV | Bonnet | Gate Seat 18 ‘
Trim |backseat| Surface | Surface 17 i R
% i 29
Code|Part No.2|Part No.3|Part No.5 T 30
S
4 Monel Monel Monel 20 Aﬁ ‘ Q 31
9
5 316 316 316 23)34)35 ‘
! 8
6 316 316 HF D j&’ >
9 |INCONEL|INCONEL|INCONEL @ =M X
26
A HF HF HF N33 —r 15
10 |
B DSS DSS DSS 32

***** - N T ——®
R

Standard Material Specifications

Part Name Carbon Steel to ASTM Alloy Steel to ASTM Stainless Steel to ASTM
1 Body A216 WCB | A352LCB | A352LCC | A217WC6 | A217C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
2 Bonnet A105 A350 LF2 A350 LF2 | A182F11 A182 F5A A182 F9 A182 F304 | A182F316 A182 F51
3 Gate A182 F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 A182 F51
4 Gate Retainer | A182 F316 | A182F316 | A182F316 | A182 F316 | A182F316 | A182F316 | A182F316 | A182F316 A182 F51
5 Seat A182 F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 A182 F51
6 Stem A564 S17400
7 |Silver Plated-Gasket| A182 F316 | A182 F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 A182 F51
8 Thrust Ring |A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182 F316 A182 F51
9 | Pendant Collet A105 A350 LF2 A350 LF2 | A182 F11 A182 F5A A182 F9 A182 F304 | A182F316 A182 F51
10 | Pressure Plate A105 A350 LF2 A350 LF2 | A182 F11 A182 F5A A182 F9 A182 F304 | A182F316 A182 F51
1 Gland A182 F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 A182 F51
12 | Gland Flange |A216 WCB | A352LCB | A352LCC | A217 WC6 | A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
15 Stop Plate A182 F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 A182 F51
16 |Gland-adapter Plate| A105 A350 LF2 A350 LF2 | A182 F11 A182 F5A A182 F9 A182 F304 | A182F316 A182 F51
17 Stem Nut B150 C61900
18 Gear Steel
19 | Dustproof Cover Steel
20 Yoke Steel
23 | Belleville Spring Steel
24 Spring Steel
26 Pin A182 F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 | A182F316 A182 F51
27 Packing Graphite
28 Nut A194 2H A194 7 A194 7 A1947 A1947 A193 B16 A194 8 A1948M | A194 8BMLCuNa
29 Bolt A193 B7 A320 L7 A320L7 | A193B16 | A193B16 A194 7 A193 B8 A193 B8M | A193 BBMLCuN
30 Nut A194 2H A194 7 A194 7 A1947 A1947 A193 B16 A194 8 A1948M | A194 8BMLCuNa
31 | Spring Washer Steel
32 Bolt A193 B7 A320 L7 A320L7 | A193B16 | A193B16 A1947 A193 B8 A193 B8M | A193 BBMLCuN
33 Nut A194 2H A194 7 A194 7 A194 7 A194 7 A193 B16 A194 8 A1948M | A194 8BMLCuNa
34 Bolt A193 B7 A320 L7 A320L7 | A193B16 | A193B16 A1947 A193 B8 A193 B8M | A193 BBMLCuN
35 Nut A194 2H A194 7 A194 7 A194 7 A194 7 A194 7 A194 8 A1948M | A194 8BMLCuNa
37 | Stem Indicator Steel
38 | Packing Ring B150 C61900

DHV Industries, Inc. 12




Feature & Dimension

@® Parallel Slide Gate Valve

Features Specifications
» Bonnet Seal achieved by fluid pressure Basic Design: ASME B16.34
* Hard faced backseat o Face to Face: ASME B16.10 Y
. Cc_)mplete flow isolation in either dirction End Flange: ASME B16.5 =\8
* Minimum pressure.drop ) B.W End: ASME B16.25 ©
* Inherent self cleaning ac_tlon Test and Inspection: API 598
+ Freedom from leakage, independent of Manufacturing to NACE MR0103 on request
temperature or pressure changes -
« In line maintenance
+» By-pass system available upon request U L U . - M
(BW) (RTJ)
(RF)
600LB
P Valve Size
Description
p 2 3 4 6 8 10 12 14 16 18 20 24
in | 11.50 14.00 17.00 22.00 26.00 31.00 33.00 35.00 39.00 43.00 47.00 55.00
Flanged End Lo ~—>57 356 432 559 660 787 838 889 991 1092 1194 1397
Weld End Ly |in_|_7.00 70.00 12.00 78.00 23.00 28.00 32.00 35.00 39.00 23.00 47.00 55.00
mm | 178 254 305 457 584 711 813 889 991 1092 1194 1397
RTJ L2 in | 11.61 12.13 17.13 22.13 26.10 31.10 33.11 35.12 39.13 2311 47.24 55.39
mm | 295 359 435 562 663 790 841 892 994 1095 1200 1407
HeightH | " | 1850 25.63 27.95 43.50 48.31 51.93 58.70 63.98 74.21 88.39 97.24 | 117.44
mm | _ 470 651 710 1105 1227 1319 1491 1625 1885 2045 2470 2983
. in | o84 11.81 13.78 17.72 19.69 18.11 18.11 18.11 24.02 24.02 27.56 27.56
Handwheel Dia W I 1550 300 350 450 500 460 460 460 610 610 700 700
Weiaht |_RF | Ko 27 o1 113 363 590 735 1050 1200 1769 2268 3447 2536
9N 'Bw [ Kg 21 75 80 289 485 575 860 980 1434 1838 2892 3741
900LB
.. Valve Size
Description
p 2 3 4 6 8 10 12 14 16 18 20 24
in | _14.50 15.00 18.00 24.00 29.00 33.00 38.00 40.50 44.50 48.00 52.00 61.00
Flanged End Lo " 155 381 457 610 737 838 965 1029 1130 1219 1321 1549
Weld End Ly |in_|_8.50 12.00 12.00 20.00 26.00 31.00 36.00 39.00 23.00 26.50 50.50 59.50
mm | 216 305 356 508 660 787 914 991 1092 1181 1283 1511
RTJ L2 in | 14.61 15.12 18.11 24.13 29.13 33.11 38.11 20.87 24.88 48.50 52.52 61.73
mm | 371 384 460 613 740 841 968 1038 1140 1232 1334 1568
HeightH | " | 1850 24.84 27.13 37.01 43.03 51.89 59.33 68.54 69.92 79.33 88.50 | 101.69
mm | 470 631 689 940 1093 1318 1507 1741 1776 2015 2248 2583
) in | 11.81 13.78 15.75 18.11 18.11 24.00 31.50 31.50 31.50 31.50 31.50 31.50
Handwheel Dia W = 21 350 400 460 460 610 800 800 800 800 800 800
Weight | BF | K9 84 125 182 300 505 905 1200 1497 2375 3200 4050 5835
|BW | Kg 63 101 141 215 361 700 955 1170 1875 2635 3550 4500
1500LB
., Valve Size
Description
escriptio 2 3 4 6 8 10 12 14 16 18 20 24
in | 14.50 18.50 21.50 27.75 32.75 39.00 44.50 49.50 54.50 60.50 65.50 76.50
Flanged End L7 ~—355 470 546 705 832 991 1130 1257 1384 1536 1664 1943
Weld End Ly 0| 850 12.00 16.00 22.00 28.00 34.00 39.00 22.00 47.00 53.00 58.00 66.00
mm | 216 305 406 559 711 864 991 1067 1194 1346 1473 1676
RTJ L in | 14.61 18.62 21.61 27.99 33.11 39.37 7512 50.24 55.39 51.38 66.38 77.64
mm | 371 473 549 711 841 1000 1146 1276 1407 1559 1686 1972
HeightH | " | 1850 25.63 27.95 35.75 43.35 53.03 57.91 65.31 71.50 82.87 91.65 | 103.54
mm | 470 651 710 908 1101 1347 1471 1659 1816 2105 2328 2630
) in | 11.81 15.75 18.11 18.11 24.00 31.50 31.50 31.50 31.50 31.50 40.00 40.00
Handwheel Dia W I 1500 400 460 460 610 800 800 800 800 800 1000 1000
Weight | BF | K9 74 145 227 475 870 1495 1985 2885 2166 5690 7575 11050
|BW | Kg 53 105 168 335 655 1190 1400 2095 3135 4300 5840 8200
2500LB
P Valve Size
Description
p 2 3 4 6 8 10 12 14 16 18 20 24
Flanaed End LI _17.75 22.75 26.50 36.00 40.25 50.00 56.00 62.00 68.00 74.00 80.00 92.00
9 mm | 451 578 673 914 1022 1270 1422 1575 1727 1879 2031 2335
Weld End Ly _in_|_11.00 14.50 18.00 24.00 30.00 36.00 41.00 24.00 29.00 55.00 61.00 65.00
mm | 279 368 457 510 762 914 1041 1118 1245 1397 1549 1650
RTJ L2 in | 17.87 22.99 26.89 36.50 20.87 50.87 56.89 62.87 69.09 75.08 81.06 93.03
mm | 454 584 683 927 1038 1292 1445 1597 1755 1907 2059 2363
HeightH | N | 25.24 27.05 28.54 20.94 49.37 51.85 62.76 70.79 76.14 90.24 95.12 | 107.80
mm | 641 687 725 1040 1254 1317 1594 1798 1934 2092 2416 2738
) in | 18.11 18.11 18.11 24.00 27.56 31.50 31.50 31.50 40.00 40.00 40.00 40.00
Handwheel Dia W " T 460 460 460 610 700 800 800 800 1000 1000 1000 1000
Weight | BF | K9 |11 200 300 746 1144 2065 2985 3800 5000 6400 8100 10800
|BW | Kg 80 125 188 455 720 1295 1790 2505 3680 5000 6560 9000

For sizes out of above range, please consult DHV for details.
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Pressure Seal Gate Valve

Material List

=

DHV Disc Seat Ring
Trim | Surface | Surface Stem
Code | Part No.4 | Part No.5 | Part No.6
1 13CR 13CR F6A
2 HF HF F6A
3 13CR HF F6A
4 Monel Monel Monel
5 316 316 F316
6 316 HF F316
7 304 304 F304
8 304 HF F304
9 |INCONEL | INCONEL | INCONEL
A HF HF F6A
B DSS DSS DSS

Standard Material Specifications

Part Name | Carbon Steel to ASTM Alloy Steel to ASTM Stainless Steel to ASTM
1 Body A216 WCB | A352LCB | A352LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
2 Bonnet A216 WCB | A352LCB | A352LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
3 Yoke A216 WCB | A352LCB | A352LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
4 Disc A216 WCB | A352LCB | A352LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
5 Seat Ring A105 A350 LF2 A350 LF2 | A182 F11 A182 F5A A182 F9 A182 F304 | A182 F316 A182 F51
7 Seal Ring 316SS/Soft Steel Silver Plated
8 Stem Nut A439 D2 B150 C61900
9 |Packing Washer| A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182 F316 A182 F51
10 | Packing Gland | A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182 F316 A182 F51
11 | Gland Flange | A216 WCB | A352LCB | A352LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
12 Gland Steel
13 | Handwheel Nut Steel
14 Handwheel Ductile Iron
15 Thrust Ring A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182 F316 A182 F51
16 Retainer A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182 F316 A182 F51
17 | Pressure Plate | A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182 F316 A182 F51
18 Gland A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182F316 A182 F51
19 Packing Graphite
20 Eyebolt A193 B7 A320 L7 A320 L7 A193B16 | A193 B16 A193 B16 A193 B8 A193 B8M | A193 BBMLCuN
21 Eyebolt Nut A194 2H A194 7 A194 7 A194 7 A194 7 A194 7 A194 8 A1948M | A194 8MLCuNa
24 Yoke Bolt A193 B7 A320 L7 A320 L7 A193B16 | A193 B16 A193 B16 A193 B8 A193 B8M | A193 BBMLCuN
25 Yoke Nut A194 2H A194 7 A194 7 A194 7 A194 7 A194 7 A194 8 A1948M | A194 8MLCuNa
26 Bolt A193 B7 A320 L7 A320 L7 A193B16 | A193 B16 A193 B16 A193 B8 A193 B8M | A193 BSMLCuN
27 Bolt A193 B7 A320 L7 A320 L7 A193B16 | A193 B16 A193 B16 A193 B8 A193 B8M | A193 BBMLCuN
28 Nut A194 2H A194 7 A194 7 A194 7 A1947 A1947 A194 8 A1948M | A194 8MLCuNa
29 Bearing Steel

DHV Industries, Inc. 14




Pressure Seal Gate Valve

Feature & Dimension

Doy

Features
+ OS &Y, Rising Stem
* Flexible Wedge
+ Body seat rings in all sizes
are seal-welded into the body
+ Bonnet Seal achieved by fluid pressure
» Hard faced backseat as
* Flanged Ends or Buttwelding Ends
+ By-pass system available upon request
+ ISO pad available upon request

Specifications
Basic Design: APl 600 MSS SP-144 LI L2
(BW) (RTJ)
Face to Face: ASME B16.10
End Flange: ASME B16.5
B.W End: ASME B16.25
Test and Inspection: APl 598
Manufacturing to NACE MR0103 on request
600LB |= 14"
900LB | = 10"
1500LB | = 4
= 2500LB| = 4
Bevel Gear
600LB
Description Valve Size
2 3 4 6 8 10 12 14 16 18 20 24 30
Flanged End L in | 1150 | 14.00 | 17.00 | 22.00 | 26.00 | 31.00 | 33.00 | 35.00 | 39.00 | 43.00 | 47.00 | 55.00 | 65.00
g mm| 292 356 432 559 660 787 838 889 991 1092 | 1194 | 1397 1651
Weld End Ly Lin | 7.00 | 10.00 | 12.00 | 18.00 | 23.00 | 28.00 | 32.00 | 35.00 | 39.00 | 43.00 | 47.00 | 55.00 | 65.00
mm| 178 254 305 457 584 711 813 889 991 1092 | 1194 | 1397 1651
RTJ L in | 11.62 | 1412 | 17.12 | 2212 | 2612 | 31.12 | 33.12 | 3512 | 39.12 | 4313 | 47.25 | 55.38 | 65.50
mm| 295 359 435 562 663 790 841 892 994 1095 | 1200 | 1407 1664
Heiaht H in | 2276 | 2573 | 31.34 | 4167 | 4888 | 5598 | 61.73 | 67.71 | 76.57 | 84.65 | 90.20 | 107.87 | 146.04
9 mm| 578 654 796 1058 | 1242 | 1422 1568 | 1720 1945 | 2150 | 2291 | 2740 | 3709
) in | 980 | 11.80 | 13.80 | 17.70 | 19.70 | 23.60 | 26.80 | 18.10 | 24.00 | 24.00 | 27.60 | 27.60 | 39.40
Handwheel Dia W
mm| 250 300 350 450 500 600 680 460 610 610 700 700 1000
Weight RF | Kg 69 98 145 240 314 421 505 657 887 1150 | 1416 | 2038 | 3185
BW | Kg 61 82 113 168 211 263 312 426 559 720 872 1259 1970

For sizes out of above range, please consult DHV for details.
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Dimension

@® Pressure Seal Gate Valve

900LB
Description Valve Size
2 3 4 6 8 10 12 14 16 18 20 24 30

in | 14.50 15.00 | 18.00 | 24.00 | 29.00 | 33.00 38.00 | 40.50 44.50 | 48.00 [ 52.00 | 61.00 73.00
mm| 368 381 457 610 737 838 965 1029 1130 1219 1321 1549 1854
in 8.50 12.00 | 14.00 | 20.00 | 26.00 | 31.00 36.00 | 39.00 43.00 | 46.50 | 50.50 [ 59.50 73.80

Flanged End L

Weld End L1
mm 216 305 356 508 660 787 914 991 1092 1181 1283 1511 1875
RTJ L2 in 14.62 15.12 18.12 24.12 29.12 | 33.12 38.12 | 40.87 44.87 | 48.50 | 52.50 | 61.75 77.30
mm 371 384 460 613 740 841 968 1038 1140 1232 1333 1568 1963
Height H in | 22.76 26.97 | 31.46 42.71 49.69 | 56.34 62.72 | 70.12 76.77 | 87.01 95.00 [110.35 | 157.48

mm| 578 685 799 1085 1262 1431 1593 1781 1950 | 2210 2413 2803 4000

in | 11.80 13.80 | 15.80 | 19.70 | 23.60 | 24.00 24.00 | 24.00 24.00 | 27.60 [ 27.60 | 39.40 47.25
mm| 300 350 400 500 600 610 610 610 610 700 700 1000 1200
RF | Kg 69 105 164 315 679 988 1390 1749 2470 | 3270 4312 6635 9695
BW | Kg 61 69 112 208 510 757 1081 1441 2007 | 2760 3611 5321 8350

Handwheel Dia W

Weight

.. Valve Size

Description 2 3 4 6 8 10 12 14 16 18 20 24
in | 1450 | 1850 | 2150 | 27.75 | 32.75 | 39.00 | 4450 | 4950 | 5450 | 53.00 | 6550 | 76.50

Flanged End L~ 368 470 546 705 832 991 1130 | 1257 | 1384 | 1346 | 1664 | 1943
Weld End Ly |1M | 850 | 1200 | 16.00 | 2200 | 28.00 | 3400 | 3900 | 4200 | 4700 | 53.00 | 58.00 | 66.00
mm| 216 305 406 559 711 864 991 1067 | 1194 | 1346 | 1473 | 1676

R in | 1462 | 1862 | 2162 | 2800 | 33.13 | 39.38 | 4512 | 5025 | 55.38 | 61.38 | 6638 | 77.63
mm| 371 473 549 711 842 | 1000 | 1146 | 1276 | 1407 | 1559 | 1686 | 1972
Hoightt | | 2343 | 2638 | 3311 | 4449 | 5472 | 5996 | 7215 | 8550 | 89.04 | 10925 | 119.68 | 14569
mm| 595 670 841 1130 | 1390 | 1523 | 1833 | 2172 | 2284 | 2775 | 3040 | 3700

oyl M| 1180 | 1580 | 17.70 | 2360 | 2400 | 2400 | 27.60 | 27.60 | 27.60 | 40.00 | 4000 | 40.00
mm| 300 400 450 600 610 610 700 700 700 | 1000 | 1000 | 1000

Weight | FF | K9 | 62 123 207 530 937 | 1524 | 2140 | 2686 | 3704 | 5900 | 7223 | 10398
BW| Kg | 41 85 156 387 704 | 1103 | 1493 | 1852 | 2830 | 4550 | 5606 | 8075

s s Valve Size

Description 2 3 4 6 8 10 12 14 16 18 20 24
Flanged End L in 17.75 22.75 26.50 36.00 40.25 50.00 56.00 62.00 68.00 74.00 80.00 92.00
mm| 451 578 673 914 1022 1270 1422 1575 1727 1879 2031 2335
Weld End L+ in 11.00 14.50 18.00 24.00 30.00 36.00 41.00 44.00 49.00 55.00 61.00 65.00
mm| 279 368 457 610 762 914 1041 1118 1245 1397 1549 1650
RTJ L2 in 17.88 23.00 26.88 36.50 40.88 50.88 56.88 62.87 69.09 75.08 81.06 93.03
mm 454 584 683 927 1038 1292 1445 1597 1755 1907 2059 2363
Height H in | 23.71 26.57 | 35.51 44.80 57.53 | 67.44 7457 | 90.55 98.23 | 117.13 | 129.53 | 155.12
mm 602 675 902 1138 1461 1713 1894 2300 2495 2975 3290 3940
Handwheel Dia W in 13.80 15.80 19.70 23.60 24.00 27.60 27.60 27.60 40.00 40.00 40.00 40.00
mm 350 400 500 600 610 700 700 700 1000 1000 1000 1000
Weight RF | Kg 87 170 339 834 1358 2443 3029 4300 4700 5750 7100 10000
BW | Kg 52 98 196 478 833 1646 2283 3500 3850 4850 6100 8800

For sizes out of above range, please consult DHV for details.
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onv, Pressure Seal Globe Valve

Material List
®
DHV | Body Seal Disc
Trim | Surface Surface Stem @
Code | Part No.1 | Part No.4 | Part No.5 @ e
1 13CR 13CR F6A (27) D
2 HF HF F6A ) ()
3 HF 13CR F6A @g (3)
4 Monel Monel Monel @ @
5 316 316 F316 @ @
6 HF 316 F316 29 @
(12) (1)
7 304 304 F304 o @
8 HF 304 F304 2) (9)
9 INCONEL | INCONEL |INCONEL o g
A HF HF F6A (4)
B DSS DSS DSS

Standard Material Specifications

Part Name Carbon Steel to ASTM Alloy Steel to ASTM Stainless Steel to ASTM

1 Body A216 WCB | A216 WCB | A352 LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A

2 Bonnet A216 WCB | A216 WCB | A352 LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A

3 Yoke A216 WCB | A216 WCB | A352 LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A

4 Disc A216 WCB | A216 WCB | A352 LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A

6 | Thrust Washer | A276 430 A276 430 A276 430 | A276 430 A276 430 A276 430 A182 F304 | A182 F316 A182 F51

7 Disc Nut A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182 F316 A182 F51

8 Stem Nut A439 D2 B150 C61900

9 Seal Ring 316SS/Soft Steel Silver Plated

10 Thrust Ring A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182 F316 A182 F51

11 Retainer A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182 F316 A182 F51

12 | Pressure Plate | A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182 F316 A182 F51

13 | Retainer Ring A105 A350 LF2 A350 LF2 | A182 F11 A182 F5A A182 F9 A182 F304 | A182 F316 A182 F51

14 Gland A105 A350 LF2 A350 LF2 | A182 F11 A182 F5A A182 F9 A182 F304 | A182 F316 A182 F51

15 | Packing Gland | A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182 F316 A182 F51

16 | Gland Flange |A216 WCB A352LCB | A352LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A

17 Guide Block A105 A350 LF2 A350 LF2 | A182 F11 A182 F5A A182 F9 A182 F304 | A182 F316 A182 F51

18 Gear Steel

19 |Dustproof Cover Steel

20 Packing Graphite

21 Bolt A193 B7 A320 L7 A320 L7 A193 B16 A193 B16 A193 B16 A193 B8 A193 B8M [A193 BSMLCuN
22 Nut A194 2H A194 7 A1947 A1947 A1947 A1947 A194 8 A1948M | A194 8MLCuNa
23 Bolt A193 B7 A320 L7 A320 L7 A193 B16 A193 B16 A193 B16 A193 B8 A193 B8M [A193 BSMLCuN
24 Nut A194 2H A1947 A1947 A1947 A1947 A1947 A194 8 A1948M | A194 8MLCuNa
25 Bolt A193 B7 A320 L7 A320 L7 A193 B16 A193 B16 A193 B16 A193 B8 A193 B8M [A193 BSMLCuN
26 Bolt A193 B7 A320 L7 A320 L7 A193 B16 A193 B16 A193 B16 A193 B8 A193 B8M |[A193 BSMLCuN
27 Nut A194 2H A1947 A1947 A1947 A1947 A1947 A194 8 A1948M | A194 8MLCuNa
28 | Spring Washer Steel
29 Pin Steel
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Pressure Seal Globe Valve

Feature & Dimension

Features
+ 0OS & Y, Rising Stem
* Plug Disc
+ Bonnet Seal achieved by fluid pressure
+ Hard faced backseat
* Flanged Ends or Buttwelding Ends
+ By-pass system available upon request
+ ISO pad available upon request

Specifications
Basic Design: ASME B16.34
Face to Face: ASME B16.10
End Flange: ASME B16.5
B.WEnd: ASME B16.25
Test and Inspection: APl 598
Manufacturing to NACE MR0103 on request

600LB |[=8~
900LB =4~ 1
1500LB | < 2~
L L2
(RF) (RTJ)
600LB
. Valve Size
DeSCI'lptIOH 2 3 4 6 8 10 12 14 16
in 11.50 14.00 17.00 22.00 26.00 31.00 33.00 35.00 39.00
Flanged End LT 1 202 356 432 559 660 787 838 889 991
Weld End L in 7.00 10.00 12.00 18.00 23.00 28.00 32.00 35.00 39.00
mm 178 254 305 457 584 711 813 889 991
RTJ L2 in 11.62 14.12 17.12 22.12 26.12 31.12 33.12 35.12 39.12
mm 295 359 435 562 663 790 841 892 994
Height H in 21.26 27.56 28.94 45.67 48.23 54.13 59.84 69.49 83.46
mm 540 700 735 1160 1225 1375 1520 1765 2120
Handwheel Dia W in 9.80 13.80 17.70 21.70 23.60 26.80 24.00 24.00 27.60
mm 250 350 450 550 600 680 610 610 700
Weight RF | Kg 45 88 135 308 610 1290 1865 2670 3100
BW | Kg 35 63 95 233 530 1130 1685 2480 2850
For sizes out of above range, please consult DHV for details.
18
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Pressure Seal Globe Valve

Dimension

=

s Valve Size
Description 2 3 4 6 8 10 12 14 16
in | 14.50 15.00 18.00 24.00 29.00 33.00 38.00 40.50 44.50
Flanged End L 258 381 457 610 737 838 965 1029 1130
Weld End Ly |1™ 8.50 12.00 14.00 20.00 26.00 31.00 36.00 39.00 43.00
mm| 216 305 356 508 660 787 914 991 1092
crl. M| 1462 15.12 18.12 2412 29.12 3312 3812 40.88 44.88
mm| 371 384 460 613 740 841 968 1038 1140
Hoighte ™| 2382 29.25 32.68 44.69 4823 59.84 67.52 7717 8917
mm| 605 743 830 1135 1225 1520 1715 1960 2265
N I R 17.70 19.70 23.60 24.00 24.00 39.40 39.40 39.40
mm| 350 450 500 600 610 610 1000 1000 1000
Weight | RF | <9 84 120 175 445 1030 1685 2250 3290 3920
BW | Kg 58 88 133 382 925 1485 2000 2990 3520

1500LB
. . Valve Size
Description 2 3 4 6 8 10 12 14
Finaed Eng L 14.50 18.50 21.50 27.75 32.75 39.00 44.50 49.50
anged End L m 368 470 546 705 832 990 1130 1257
Weld Eng Ly L™ 8.50 12.00 16.00 22.00 28.00 34.00 39.00 42.00
mm 216 305 406 559 711 864 991 1067
S in 14.62 18.62 21.62 28.00 33.13 39.38 4512 50.25
mm 371 473 549 711 841 1000 1146 1276
in 24.61 32.28 33.07 47 44 51.02 61.50 89.17 103.94
Height to Open H
mm 625 820 840 1205 1296 1562 2265 2640
in 13.80 19.70 24.00 24.00 24.00 39.40 39.40 39.40
Handwheel Dia W
mm 350 500 610 610 610 1000 1000 1000
Weight | FF| K 84 140 232 900 1730 2625 3330 4200
BW| Kg 58 125 164 763 1468 2025 2740 3500

.. Valve Size
Description > 3 2 5 3 m ™
in 17.76 22.76 26.50 36.00 40.24 50.00 56.00
Flanged End L ") 451 578 673 914 1022 1270 1422
Weld End Ly L7 11.00 14.50 18.00 24.00 30.00 36.00 41.00
mm 279 368 457 610 762 914 1041
Ty Ls in 17.88 23.00 26.89 36.50 40.87 50.87 56.89
mm 454 584 683 927 1038 1292 1445
et 0 Open 25.00 34.84 50.20 52.95 83.46 98.03 103.94
mm 635 885 1275 1345 2120 2490 2640
oo P 15.80 24.00 24.00 24.00 24.00 39.40 39.40
mm 400 610 610 610 610 1000 1000
Weight | F | K9 103 216 515 1290 2470 3235 4110
BW | Kg 72 142 358 950 2030 2435 3210

For sizes out of above range, please consult DHV for details.
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p Pressure Seal Check Valve

oy

Material List
Trim Material 13
DHV | Disc Seat Ring (15)
Trim | Surface Surface @
Code | Part No.3| Part No.4 @
1 13CR 13CR <
2 HF HF
3 13CR HF
4 Monel Monel
5 316 316
6 316 HF
7 304 304
8 304 HF
9 INCONEL| INCONEL
A HF HF
B DSS DSS
Standard Material Specifications
Part Name Carbon Steel to ASTM Alloy Steel to ASTM Stainless Steel to ASTM
1 Body A216 WCB | A352LCB A352 LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
2 Bonnet A216 WCB | A352LCB A352 LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
3 Disc A216 WCB | A352LCB A352 LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
4 Seat Ring A105 A350 LF2 A350 LF2 | A182 F11 A182 F5A A182 F9 A182 F304 | A182F316 A182 F51
5 Swing Arm A216 WCB | A352LCB A352 LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
6 Hinge A216 WCB | A352LCB A352 LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A
7 Disc Screw Steel
8 Hinge Pin Steel
9 Seal Ring 316SS/Soft Steel Silver Plated
10 Thrust Ring A276 420 A276 420 A276 420 A276 420 A276 420 A276 420 A182 F304 | A182F316 A182 F51
1 Retainer A276 420 A276 420 A276 420 A276 420 A276 420 A276 420 A182 F304 | A182F316 A182 F51
12 Flange A105 A350 LF2 A350 LF2 | A182 F11 A182 F5A A182 F9 A182 F304 | A182F316 A182 F51
13 Screw Steel
14 Blot A193 B7 A320 L7 A320 L7 A193 B16 A193 B16 A193 B16 A193 B8 A193B8M | A193 BBMLCuN
15 Blot A193 B7 A320 L7 A320 L7 A193 B16 A193 B16 A193 B16 A193 B8 A193 B8M | A193 BSMLCuN
16 Nut A194 2H A194 7 A194 7 A194 7 A1947 A1947 A194 8 A194 8M A194 8MLCuNa
17 | Spring Washer Steel
18 Blot A193 B7 A320 L7 A320 L7 | A193 B16 | A193 B16 A193 B16 A193 B8 A193 B8M | A193 BBMLCuN
19 | Spring Washer Steel
20 Washer Steel
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Feature & Dimension

@® Pressure Seal Check Valve

Features
* Pressure seal bonnet
+ Swing Type Disc
+ Bonnet Seal achieved by fluid pressure
* Body seat ring in all sizes is seal-welded
* Flanged Ends or Buttwelding Ends

Specifications
Basic Design: ASME B16.34
Face to Face: ASME B16.10
End Flange: ASME B16.5
B.W End: ASME B16.25
Test and Inspection: APl 598
Manufacturing to NACE MRO0103 on request

Li L2
(BW) (RTJ)

600LB

Description Valve Size
2 3 4 6 8 10 12 14 16 18 20 24 26 28 30

in [11.50 | 14.00 | 17.00 |22.00 |26.00 |31.00 |33.00 | 35.00 |39.00 |43.00 |47.00 |55.00 | 57.00 |63.00 |65.00
mm| 292 356 432 559 660 787 838 889 991 1092 | 1194 | 1397 | 1448 | 1600 | 1651
in [ 700 |10.00 | 12.00 | 18.00 |23.00 |28.00 |32.00 |35.00 |39.00 |43.00 |47.00 |55.00 | 57.00 |63.00 |65.00

Flanged End L

Weld End L1
mm| 178 254 305 457 584 711 813 889 991 1092 | 1194 | 1397 | 1448 | 1600 | 1651
RTJ Lz in [11.62 | 14.12 |17.12 | 22.12 | 26.12 | 31.12 | 33.12 | 35.12 | 39.12 [ 43.12 | 47.25 | 55.38 | 57.50 |63.50 | 65.5
mm| 295 359 435 562 663 790 841 892 994 | 1095 | 1200 | 1407 | 1461 | 1613 | 1664
Height H in [ 975 |10.92 | 12.86 |16.22 | 23.74 |24.51 |28.11 | 29.65 | 30.51 |30.51 | 33.12 | 38.38 | 40.44 |44.44 | 48.53

mm| 248 277 327 412 603 622 714 753 775 775 841 975 | 1027 | 1129 | 1233
RF | Kg| 28 46 87 195 360 514 688 904 | 1181 | 1520 | 1931 | 2671 | 3184 | 3595 | 4109
BW| Kg| 18 33 56 134 267 380 503 678 873 | 1130 | 1531 | 2095 | 2568 | 2876 | 3236

Weight

For sizes out of above range, please consult DHV for details.
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Dimension

@® Pressure Seal Check Valve

900LB
Description Valve Size
2 3 4 6 8 10 12 14 16 18 20 24 26 28 30

in | 14.50 [ 15.00 | 18.00 | 24.00 | 29.00 [33.00 | 38.00 | 40.50 | 44.50 |48.00 |52.00 [61.00 |65.00 |69.00 | 73.00
mm| 368 381 457 610 737 838 965 | 1029 | 1130 [ 1219 [ 1321 | 1549 | 1651 | 1753 | 1854
in | 850 [12.00 |14.00 | 20.00 | 26.00 [31.00 | 36.00 | 39.00 | 43.00 |48.00 |52.00 |[61.00 |63.00 |67.00 |71.00
mm| 216 305 356 508 660 787 914 991 1092 | 1219 | 1321 | 1549 | 1600 | 1702 | 1803
in |14.62 | 156.12 | 18.12 | 24.12 | 29.12 | 33.12 | 38.12 | 40.87 | 44.87 [ 48.50 | 52.50 | 61.75 |65.88 | 69.88 | 77.30
mm| 371 384 460 613 740 841 968 | 1038 | 1140 [ 1232 | 1333 | 1568 | 1673 | 1775 | 1963
in | 9.75 [10.92 |12.86 | 16.22 | 23.74 [24.51 | 28.11 | 29.65 | 30.51 [34.42 [ 34.94 | 38.78 | 40.55 | 46.46 | 57.09
mm| 248 277 327 412 603 622 714 753 775 874 888 985 1030 | 1180 | 1450
RF | Kg | 43 60 113 249 615 917 | 1402 | 1672 | 1780 [ 2363 | 3082 | 4212 [ 4700 | 4300 | 6100
BW| Kg | 22 35 70 173 475 745 [ 1100 | 1316 | 1457 | 1900 | 2465 | 2979 | 3700 | 4100 | 4700

Flanged End L

Weld End L1

RTJ L2

Height H

Weight

1500LB
Description Valve Size
2 3 4 6 8 10 12 14 16 18 20 24
in 14.50 18.50 21.50 27.75 32.75 39.00 44.50 49.50 54.50 60.50 65.50 76.50
Flanged End L
mm 368 470 546 705 832 991 1130 1257 1384 1537 1664 1943
in 8.50 12.00 16.00 22.00 28.00 34.00 39.00 42.00 47.00 53.00 58.00 66.00
Weld End L1
mm 216 305 406 559 711 864 991 1067 1194 1346 1473 1676
RTJ L in 14.62 18.62 21.62 28.00 B3NS 39.38 45.12 50.25 55.38 61.38 66.38 77.63
2
mm 371 473 549 711 842 1000 1146 1276 1407 1559 1686 1972
Heiaht H in 9.75 10.91 12.86 17.07 19.37 23.90 26.08 28.75 30.29 35.59 38.38 44.44
eig
mm| 248 277 327 433 492 607 663 730 769 904 975 1129
Weiaht RF | Kg 43 108 151 370 658 1133 1672 2265 2804 3390 4314 6163
eig
BW | Kg 22 43 76 239 518 798 1186 1521 1726 2157 2671 3595

2500LB
Description Valve Size
2 3 4 6 8 10 12 14 16 18 20 24
in | 17.75 22.75 26.50 36.00 40.25 50.00 56.00 62.00 68.00 74.00 80.00 92.00
Flanged End L
mm 451 578 673 914 1022 1270 1422 1575 1727 1879 2031 2335
in | 11.00 14.50 18.00 24.00 30.00 36.00 41.00 44.00 49.00 55.00 61.00 92.00
Weld End L1
mm 279 368 457 610 762 914 1041 1118 1245 1397 1549 2335
RTJL in | 17.88 23 26.88 36.50 40.88 50.88 56.88 62.87 69.09 75.08 81.06 93.03
2
mm| 454 584 683 927 1038 1292 1445 1597 1755 1907 2059 2363
Height H in 9.91 10.92 12.86 18.24 22.61 23.29 26.53 34.65 36.42 40.55 46.65 57.87
eig
mm 252 277 327 463 574 592 674 880 925 1030 1185 1470
Weidht RF | Kg 91 167 307 604 1100 1722 2847 3700 4900 5800 7200 9500
eig
BW | Kg 54 91 146 293 614 804 1553 2500 3260 4110 5060 7270

For sizes out of above range, please consult DHV for details.
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Material List

@® API 6D Slab Gate Valve

Features
* Through-conduit design with minimum flow resistance
+ Double-sealing replaceable seat
* Locking device
+ Backseated Stem
» Body thermal relief system upon request

> 16"
+ Stem extension upon request 9
- Double-block-and-bleed ‘%

Flange Gasket \%

(HE

Ring Type Joint Sprial Wound Gasket Metal Backup
= 600/b 300Ib Graphite Gasket
150lb 18 4
23
Standard Material Specifications
Part Name Carbon Steel to ASTM Alloy Steel to ASTM Stainless Steel to ASTM

1 Body A216 WCB | A352LCB | A352LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A

2 Bonnet A216 WCB | A352LCB | A352LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A

3 Gate A105 A350 LF2 A350 LF2 | A182F11 A182 F5A A182 F9 A182 F304 | A182 F316 A182 F51

4 Seat A105 A350 LF2 A350 LF2 | A182 F11 A182 F5A A182 F9 A182 F304 | A182 F316 A182 F51

5 Seat Insert RPTFE / PTFE / Nylon M / Devlon / Viton / Peek or Metal to Metal

7 Stem A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182 F316 A182 F51

8 Backseat A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182 F316 A182 F51

9 Yoke A216 WCB | A352LCB | A352LCC | A217 WC6 A217 C5 A217 C12 A351 CF8 | A351 CF8M A890 4A

10 | Packing Plate | A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182F316 A182 F51

11 Lantern Ring A276 420 A276 420 A276 420 | A276 420 A276 420 A276 420 A182 F304 | A182 F316 A182 F51

12 Stem Nut A439 D2 B150 C61900

14 Indicator Steel

15 | Dustproof Cover Steel

16 Spring Steel

18 Drain Fitting 316SS 316SS 316SS 316SS 316SS 316SS 316SS 316SS A182 F51

20 | stem Sealant Injection Assembly

21 | Seat Sealant Injection Assembly

22 Packing Non-metal

23 O-Ring Viton

25 |Graphite Packing Flexible Graphite

26 Stud A193 B7 A320 L7 A320 L7 A193 B16 A193 B16 A193 B16 A193 B8 A193 B8M | A193 BSMLCuN
27 Nut A194 2H A194 7 A194 7 A194 7 A194 7 A194 7 A194 8 A194 8M A194 8MLCuNa
28 Stud A193 B7 A320 L7 A320 L7 A193 B16 A193 B16 A193 B16 A193 B8 A193 B8M | A193 BSMLCuN
29 Nut A194 2H A194 7 A194 7 A194 7 A194 7 A194 7 A194 8 A194 8M A194 8MLCuNa
33 Nut A194 2H A1947 A1947 A1947 A1947 A1947 A194 8 A194 8M A194 8MLCuNa
36 | Injection Check Valve Assembly

42 Nut A194 2H A1947 A1947 A1947 A1947 A1947 A194 8 A194 8M A194 8MLCuNa
44 Handwheel Ductile Iron

45 Bearing Steel

47 Gland Steel

49 Nut A194 2H A194 7 A194 7 A194 7 | A194 7 A194 7 A194 8 | A194 8M | A194 8MLCuNa

23 ‘ DHV Industries, Inc.
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API 6D Slab Gate Valve

Feature & Dimension

Specifications

Basic Design: APl 6D ‘ ‘
Face to Face: API 6D ‘ ‘
End Flange: ‘ ‘ =
224" ASME B16.5 | | .
v g %)
26"-40° ASME B16.47 | | =8
B.W End: ASME B16.25 ‘ @ T ©
Test and Inspection: APl 6D & API 598 o ‘ o) TS
. O
Manufacturing to NACE MRO0175 on request
150LB |= 12" P
300LB |=10" 1
600LB |[=6"
900LB |=6"
= 1500LB | = 6~ I ]
2500LB | = 4°
Bevel Gear
L1 L2
(BW) (RTJ)
150LB
Description Valve Size
2 3 4 6 8 10 | 12| 14 | 16 | 18 | 20 | 24 | 28 | 30 | 32 | 36 | 40 [ 42 | 48
Flanged End L in | 7.00 | 8.00 | 9.00 [10.50|11.50|13.00 | 14.00| 15.00 | 16.00 | 17.00 [ 18.00 |20.00 [24.00 | 26.00 | 28.00 (32.00 |36.00 | 38.00 | 44.00
mm| 178 | 203 | 229 | 267 | 292 | 330 | 356 | 381 | 406 | 432 | 457 | 508 | 610 | 660 | 711 | 813 | 914 | 965 | 1118
Weld End Ly |_in | 850 [ 11.10{12.00 | 15.90 | 16.50 | 18.00 | 19.80 | 23.00 | 24.00 | 26.00 | 28.00 |32.00 | 36.00 | 36.00 | 38.00 |40.00 | - - -
mm| 216 | 283 | 305 | 403 | 419 | 457 | 502 | 572 | 610 | 660 | 711 | 813 | 914 | 914 | 965 | 1016 | - - -
Height H in | 20.00 | 24.33| 28.54 [ 38.15 | 44.57 | 55.28 | 62.60 | 69.88 | 77.56 | 82.87 | 94.09 |109.80[120.59(130.43(135.51(148.82(159.45(171.65(192.32
mm| 508 | 618 | 725 | 969 | 1132 | 1404| 1590| 1775 | 1970 | 2105 | 2390 | 2789 | 3063 | 3313 | 3442 | 3780 | 4050 | 4360 | 4885
Handwheel Dia w1 _| 590 | 7:90 | 9.80 | 9.80 | 9.80 [13.80| 15.80 | 17.70 | 18.10 | 18.10 | 18.10 | 18.10 | 18.10 | 24.00 | 24.00 |24.00 | 27.60 | 27.60 | 31.50
mm| 150 | 200 | 250 | 250 | 250 | 350 | 400 | 450 | 460 | 460 | 460 | 460 | 460 | 610 | 610 | 610 | 700 | 700 | 800
Weight RF|Kg| 35 | 58 | 78 | 90 | 246 | 341 | 430 | 570 | 712 | 845 | 1080 | 1740 | 2520 | 2820 | 3400 | 5105 | 5620 | 6220 | 10000
BW| Kg | 31 49 | 70 | 80 | 227 | 293 | 387 | 535 | 708 | 822 | 1044 | 1706 | 2458 | 2640 | 2932 | 5035 | - - -
300LB
.y Valve Siz
Description alve Size
2 3 4 6 8 | 10 |12 |14 [ 16 | 18 | 20 | 24 | 28 | 30 | 32 | 36 | 40 | 42 | 48
Flanged End L in | 850 [11.10 [12.00 [15.90 | 16.50 | 18.00 [19.80 |30.00 |33.00 [36.00 [39.00 [45.00 {53.00 |55.00 |60.00 | 68.00 |76.00 | 79.00 | 90.00
mm| 216 | 283 | 305 | 403 | 419 | 457 | 502 | 762 | 838 | 914 | 991 [ 1143 | 1346 | 1397 | 1524 | 1727 | 1930 | 2007 | 2286
Weld End Ly |_in | 850 [11.1012.00 |15.90 | 16.50 | 18.00 | 19.80 |30.00 [33.00 |36.00 |39.00 45.00 |53.00 | 55.00 [60.00 |68.00 | - - -
mm| 216 | 283 | 305 | 403 | 419 | 457 | 502 | 762 | 838 | 914 | 991 | 1143 | 1346 | 1397 | 1524 | 1727 | - - -
Height H in |20.00 2457 |28.62(38.78 | 45.12 [ 55.91 63.74 | 70.67 | 78.50 | 83.70 | 95.28 [109.88[122.05(132.87(136.85150.39(165.16 [175.98(198.82
mm| 508 | 624 | 727 | 985 | 1146 1420 | 1619 | 1795 | 1994 | 2126 | 2420 | 2791 | 3100 | 3375 | 3476 | 3820 | 4195 | 4470 | 5050
Handwhoe! bia || 7-90 | 980 [11.80]13.80 | 15801770 |19.70 |19.70 [18.10 |18.10 | 18.10 [24.00 | 24.00 | 24.00 | 24.00 | 27.60 | 27.60 | 31.50 | 31.50
andwhee 1a
mm| 200 | 250 | 300 | 350 | 400 | 450 | 500 | 500 | 460 | 460 | 460 | 610 | 610 | 610 | 610 | 700 | 700 | 800 | 800
Weight RF| Kg| 56 | 90 [ 104 | 260 | 375 | 525 | 720 | 990 [ 1350 [ 2110 | 2520 | 4050 | 5246 | 6110 | 6666 | 8345 [12000] 13500| 21600
BW|Kg| 47 | 90 | 103 | 226 | 304 | 519 | 628 | 872 | 1205 | 2023 | 2298 | 3695 | 4659 | 5570 | 5938 | 6485 | - § -
For sizes out of above range, please consult DHV for details.
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API 6D Slab Gate Valve

Dimension

600LB
Description Valve Size
2 3 4 6 8 10 12 14 16 18 20 24 28 30 32 36 40 42 48
Flanged End L in [11.50 [ 14.00( 17.00(22.00 | 26.00 [31.00 | 33.00 | 35.00 | 39.00 | 43.00 | 47.00 | 55.00 | 61.00 | 65.00 | 70.00 | 82.00 [94.00 [96.00 [106.00
mm| 292 356 432 | 559 660 | 787 838 889 991 | 1092 | 1194 | 1397 | 1549 | 1651 | 1778 | 2083 | 2388 | 2438 | 2692
Weld End L1 in [11.50|14.00( 17.00(22.00 | 26.00 [31.00 | 33.00 | 35.00 | 39.00 | 43.00 | 47.00 | 55.00 | 61.00 | 65.00 | 70.00 | 82.00 [94.00 [96.00 [106.00
mm| 292 356 432 | 559 660 787 838 889 001 | 1092 | 1194 | 1397 | 1549 | 1651 | 1778 | 2083 | 2388 | 2438 | 2692
RTJ L2 in [11.62[14.12| 17.12(22.12 [ 26.14 | 31.14 | 33.12| 35.12 | 39.12 | 43.12 | 47.24 | 55.40 | 61.50 | 65.50 | 70.63 | 82.64 |94.84 [96.81 [106.81
mm| 295 359 435 | 562 664 | 791 841 892 994 | 1095 | 1200 | 1407 | 1562 | 1664 | 1794 | 2099 | 2409 | 2459 | 2713
Height H in [20.47[25.24|30.51(40.79 | 47.64 | 57.40 | 67.01 | 74.21 | 80.31| 88.82 | 97.17 |115.35/128.15/|139.57|143.70[158.07 [L67.52 [183.46 [165.35
mm| 520 641 77511036 | 1210 1458 | 1702 | 1885 | 2040 | 2256 | 2468 | 2930 | 3255 | 3545 | 3650 | 4015 | 4255 | 4660 | 4200
Handwheel Dia W in 9.80 |11.80| 13.80]/17.70 | 19.70 [25.60 | 18.10 | 24.00 | 24.00 | 24.00 [24.00 | 24.00 | 27.60 | 27.60 | 27.60 |27.60 [31.50 |31.50 |39.40
mm| 250 300 350 | 450 500 | 650 460 610 610 610 610 610 700 700 700 700 800 800 | 1000
Weight RF Kg 72 127 152 | 315 652 | 875 1080 | 1605 | 2150 | 2557 | 4000 | 4736 | 5965 | 7825 | 9265 (14620 |18700 21000 |29000
BW Kg 61 114 116 | 246 587 | 813 990 | 1334 | 1965 | 2257 | 3680 | 4133 | 5040 | 6590 | 8195 |12840 [16800|19000|26700
900LB
e Valve Size
Description 2 3 3 6 8 10 12 14 16 18 | 20 | 24 28 30
Flanged End L|_1"_| 14-50 | 15.00 | 16.00 | 24.00 | 20.00 | 33.00 | 38.00 | 40.50 | 44.50 | 48.00 | 52.00 | 61.00 | 68.50 | 73.00
mm| 368 | 381 | 457 | 610 | 737 | 838 | 965 | 1029 | 1130 | 1219 | 1321 | 1549 | 1740 | 1854
Weld End Ly |10 | 1450 | 1500 | 18.00 | 24.02 | 29.02 | 33.00 | 38.00 | 4051 | 44.48 | 48.00 | 52.00 | 60.98 | 68.50 | 73.00
mm| 368 | 381 | 457 | 610 | 737 | 838 | 965 | 1029 | 1130 | 1219 | 1321 | 1549 | 1740 | 1854
— in | 14.60 | 15.12 | 18.12 | 24.14 | 29.14 | 33.12 | 38.12 | 40.86 | 44.88 | 48.50 | 52.52 | 61.73 | 69.33 | 73.82
mm| 371 | 384 | 460 | 613 | 740 | 841 | 968 | 1038 | 1140 | 1232 | 1334 | 1568 | 1761 | 1875
Heightt | | 2L.26 | 3031 | 31.73 | 42.40 | 50.20 | 61.22 | 69.53 | 77.17 | 83.66 | 0154 |101.16 [120.08 [139.76 [ 160.24
mm| 540 | 770 | 806 | 1077 | 1275 | 1555 | 1766 | 1960 | 2125 | 2325 | 2570 | 3050 | 3550 | 4070
ool b w| N | 980 | 11.80 | 1580 | 19.70 | 23.60 | 24.00 | 24.00 | 24.00 | 27.60 | 27.60 | 27.60 | 27.60 | 39.40 | 39.40
mm| 250 | 300 | 400 | 500 | 600 | 610 | 610 | 610 | 700 | 700 | 700 | 700 | 1000 | 1000
Weight | FF| Kg | 80 | 170 | 286 | 540 | 960 | 1210 | 1870 | 2500 | 2900 | 3420 | 5100 | 9300 | 11800 | 13100
BW| Kg| 65 | 139 | 224 | 463 | 818 | 920 | 1738 | 2260 | 2615 | 2850 | 4250 | 8000 | 10500 | 11200
1500LB
. . Valve Size
Description 2 3 3 6 ) 10 12 14 16 18 20 24
Flanged Ena L| M | 1450 | 1850 | 2150 | 27.80 | 3280 | 30.00 | 4450 | 48.50 | 5450 | 6050 | 6550 | 76.50
mm| 368 470 546 705 832 991 1130 | 1257 | 1384 | 1537 | 1664 | 1943
Weld End Ly |in | 14.50 | 1850 | 2150 | 27.80 | 32.80 | 39.00 | 4450 | 4950 | 5450 | 60.50 | 6550 | 76550
mm| 368 470 546 705 832 991 1130 | 1257 | 1384 | 1537 | 1664 | 1943
— in | 1461 | 1862 | 2161 | 27.99 | 33.11 | 3937 | 4512 | 5024 | 5539 | 61.38 | 66.38 | 77.64
mm| 371 473 549 711 841 1000 | 1146 | 1276 | 1407 | 1559 | 1686 | 1972
HeightH | M | 2205 | 3150 | 32.00 | 4409 | 5157 | 63.66 | 72.32 | 80.24 | 67.01 | 9520 | 10520 | 124.88
mm| 560 800 838 1120 | 1310 | 1617 | 1837 | 2038 | 2210 | 2418 | 2672 | 3172
mdwneo b w| M| 1580 | 1070 | 2360 | 31.50 | 24.00 | 27.60 | 27.60 | 27.60 | 2760 | 39.40 | 39.40 | 39.40
mm| 400 500 600 800 610 700 700 700 700 1000 | 1000 | 1000
Weight | RF | Kg | 100 265 380 880 1310 | 2100 | 3325 | 4380 | 5500 | 6550 | 8500 | 13800
BW Kg| 80 229 329 728 1031 | 1830 | 3255 | 3480 | 4600 | 5550 | 7470 | 13400
2500LB
PP Valve Size
Description 5 3 7 3 3 n 5
in 17.80 22.80 26.50 36.00 20.20 50.00 56.00
Flanged End LT 451 578 673 914 1022 1270 1422
Weld End Ls N 17.80 22.80 26.50 36.00 20.20 50.00 56.00
mm 451 578 673 914 1022 1270 1422
S in 17.87 22.99 26.89 36.50 20.87 50.87 56.89
mm 454 584 683 927 1038 1292 1445
HeightH |7 22.68 32.44 33.86 4528 53.15 6555 74.49
mm 576 824 860 1150 1350 1665 1892
oraneet ba w1 15.80 19.70 24.00 24.00 24.00 24.00 27.60
mm 400 500 610 610 610 610 700
Weignt | FF| Kg 146 370 545 1215 2145 3900 5660
BW| Kg 111 300 430 925 1705 3130 4760

For sizes out of above range, please consult DHV for details.
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